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PREFACE 

It is not the purpose to present in this book a treatise 
on flood relief. The aim has been rather to outline briefly 
the general flood problem in all its many phases, to show 
what remedies can be applied, and to point out the way to 
the selection of the proper works. An effort has been made 
to avoid technicalities; and while this has been difficult, 
especially in the consideration of channel improvements, 
it is hoped that the subject matter will be readily under- 
standable even to readers who are not engineers or stu- 
dents of engineering. 

Although great floods are constantly occurring in vari- 
ous parts of the country, they happen infrequently in the 
same locality. They come unexpectedly, and as they pass, 
they leave the community with the desire for better con- 
ditions but with considerable bewilderment as to how they 
shall be secured. There is a lack of appreciation of the prob- 
lem and an absence of knowledge, even among some engi- 
neers, as to what shall be done to determine proper measures 
for relief, to ascertain what fundamental data is reason- 
ably required, and to determine what investigations and 
studies must be made before the proper remedy can be 
selected. Everyone wants to see the dirt fly. It is the 
tendency to be intolerant of the time spent in investi- 
gation, and yet nothing good can be accomplished without 
a proper amount of such preliminary work. Some phases 
of this matter have received much thought in the past, 
but it is only recently that the number of problems care- 
fully studied has been great enough to warrant a clear-cut 
outline of the field, and to demonstrate that nearly every 
remedy has its specific place. 

Pardon must be asked for the frequent references to 
the great floods in Ohio. While these floods are among the 
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most important of modem times, flood situations elsewhere 
have been equally important. The authors must plead a 
particular familiarity with the Ohio problems rather than 
an exaggerated idea of the importance of these problems, 
as an excuse for their frequent mention. 
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CHAPTER I 
THE FLOOD PROBLEM 

At present the flood problem occupies an important 
place in the public thought. Few will deny that flood* are 
becoming increasingly important. They are thrust upon 
our notice with greater frequency, and the toll of life 
and property becomes greater with each decade. Thin 
view is not dependent upon the a&sumptiori that our 
climate is changing, not even that the runoff of our atrearn* 
is becoming greater. The march of civilization, not 
content with occupying our highland*, haa already appro- 
priated our lowlands to its uses. The farmer ha# diked 
the alluvial river valleys, the city has appropriate! them 
for streets, homes and fairtorie*. the railroad* have utilized 
the easy grades of the flood plane and have occupied it 
with embankments, and have crossed and reerowed the 
streams with bribes- proportioned often by what the eye 
of the builder could *ee of the river at the tiiae* AJI the**? 
things are abundantly sufBekrjt to aw/unt for our raj/*dJy 
mounting flood losses. 

The retreat of eivilizatiofj i* r*ot to be tJy/'j^Jji of. No 
one wi]J ^riou^y con**<fcr the ab^dofcr/je-r/t o? o ;r rifrhe** 
agrwrii viral larj'i*. nor our j/y>*n rzj^'s* *o::.::*~*'&l 
highway-. We **a?.r.*ot go r/fc^k v, **»*: cIay v? v.* J^Cjss/. 
and *:>- v^??Jo ever. ;f we w'/'iio *iv **o. W*r ♦/.■«*»?. v-**;>t 
the e^i* >>.■>. fc.f *bej' &re zjAHv *ijt~z. a* i^vteCbge^r a* 
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possible, and in the future we must see that our ends s 
accomplished with due regard to adequate drainage, 
considering not only the usual conditions of rainfall and 
runoff, but where conditions warrant, the extraordinary 
as well. A way can always be found to satisfy the require- 
ments of nature without defeating the legitimate purposes 
of civilization. The ways and means are largely matters 
of cost. Once the conditions surrounding a particular 
problem are clearly defined, it can be determined how far 
remedies will be effective and how far costs will be warranted. 




k 



Some of our flood problems are local, but we hear 
little of them. Those that come to public notice are the 
larger problems, and unfortunately the conditions that 
surround them are not easily determined. Considerable 
labor is required. The public is always impatient of 
study. It wants to see the dirt fly. It will wait, however, 
if the necessity for time and study is shown. It is the 
object of the pages which follow to make the task of 







cover the country ;l> a whole, are those prepared by Mr. 
M. O. Leighton, and published by the U. S. Geological 
Survey.' This estimate covers the years from 1900 to 
1908, and is as shown in Table I. 

Since the last year covered by the following estimate, 
there have been one or two years when the total loss 
probably considerably exceeded any year covered by the 
table. 

' Water Supply Paper 234, U. S. Geological Survey, p. 25. 
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Table I. — Total Estimated Flood Losses of the United States, 

1900 to 1908 

1900 $45,675,000 

.1901 45,438,000 

1902 55,201,000 

' 1903 97,220,000 

1904 78,841,000 

1905 98,589,000 

1906 73,124,000 

1907 118,238,000 

1908 237,860,000 



1913 Flood.— The U. S. Department of Agriculture 1 
estimates the 1913 flood loss in the Mississippi Valley and 
Northeastern States as follows: 



Table II. — Esti mated Flood Losses in the Mississippi Valley and 

Northeastern States, Flood of 1913 

Ohio River Districts: 1 

Pittsburgh District $2,725,000 

Parkersburg District 2,451,000 

Cincinnati District 3,891,050 

Louisville District 1,300,000 

Evansville District 2,325,000 

Cairo District 1,290,000 

Cumberland River at Nashville 207,200 

White River, Indiana 5,596,105 

Wabash River, Indiana 10,000,000 

Smaller rivers of Ohio 106,674,404 

Mississippi River Districts: 

Memphis District 5,605,040 

Vicksburg District 1,625,000 

New Orleans District 565,750 

Upper Hudson and Mohawk Rivers, 

Albany District 1,100,000 

Connecticut River Valley in Vermont 37,500 

Railroads throughout the flooded district. 16,168,565 

Loss to telephone and telegraph com- 
panies 2,003,179 

Total for entire flooded district $163,564,793 

1 Bulletin Z., "Floods of 1913." 

2 V. S. Geological Survey estimates losses for Watershed of Ohio River 
alone at $180,873,097— Water Supply Paper 334, p. 85. 
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This flood was caused by a very excessive rainstorm 
covering the northeastern Mississippi Valley and extend- 
ing to New England. The greatest precipitation and the 
greatest damage was caused in Ohio, particularly on the 
Miami and Scioto Rivers. Dayton was the chief sufferer. 
The Dayton Citizens' Relief Committee after a careful 
investigation of all interests and the personal investiga- 
tion of 2,164 residences in the flooded zone, estimates the 
flood loss in Dayton as follows : 

Table III. — Estimated Flood Loss in Dayton, Ohio, 1913 Flood 

Loss of public property $2,068,100 

Loss to public utilities including railroads. . 5,884,573 
Loss to public utilities on account of loss of 

business • 838,631 

Fire loss over insurance 975,236 

Damage to buildings 15,200,000 

Damage to household furniture and fur- 
nishings 9,440,000 

Loss to merchants on stock and fixtures . . . 18,000,000 

Loss to live stock, automobiles and vehicles. 1 ,000,000 

Factory losses, wages 4,045,000 

Factory, stock and machinery 8,747,500 

Factory business losses 1 ,900,000 

Loss of contracts, rentals, etc 3,450,000 

Pianos in homes 800,000 

Leaf tobacco in warehouses 900,000 

Total $73,249,040 

After Dayton, Hamilton was the principal sufferer. 
It sustained an estimated flood loss of $9,723,801. 

The most serious aspect of the Ohio flood was the great 
loss of life. Over 100 municipalities in the State were 
affected by the flood. The number of lives lost is estimated 
at 467. There were approximately 40,637 residences 
flooded and 2,220 houses destroyed. 

Scioto Valley. — In the valley of the Scioto River the 
direct flood loss of 1913 is estimated at $10,572,100. It is 
estimated that the indirect losses are sufficient to bring the 
total up to more than $25,000,000. The City of Columbus 
was the chief sufferer, sustaining a direct loss of $5,291,000, 
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and the total loss, including 
the indirect losses, was 
$14,361 ,000. Ninety-three 
lives were lost in Columbus, 
and 145 lives were lost in 
the entire Scioto Valley. A 
population of about 335.000 
was directly affected. It is 
estimated that a population 
of 35,200 were driven from 
their homes by the flood. 
There have been two dis- 
b & astrous floods in the Scioto 
3 ■- Valley within the past 20 
b * years. It is estimated that 
| -z the losses from these two 
" J floods, with smaller losses 
2 * from several other floods, 
£ 5 aggregate an annual loss of 
U about $1,500,000. 
gi Pittsburgh.— The City of 
~ | Pittsburgh has been visited 
| a by numerous floods causing 
* "£ great damage, particularly the 
{ floods of 1907 and 1908. It 
is estimated that about 1,600 
acres of land in Pittsburgh 
were covered by the 1907 
Mood, overflowing property 
valued at about $150,000,000. 
The Pittsburgh Flood Com- 
mission in its report of 1912 
estimates the total direct 
loss from March 15, 1907, to 
March 20, 1908, at $6,514,000. 
The Commission further esti- 
mates that in the past 20 
years the losses due to flood 





damage in the City of Pittsburgh alone have amounted to 
ibout $17,000,000, over $12,000,000 of which occurred in 

he 10 years preceding January, 1911. 
Other Floods. — The year 1907 was a bad flood year 

hroughout the Ohio River watershed. The Indiana Water- 
ways Commission estimates the total flood loss along the 
Ohio River for the year 1907 at over $100,000,000. 
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Fio. 4.— The Sullivan t Ave. Subway, on (he B. 4 O. It. R„ Columbuu, Ohio, 

after the March, 1913. flood. 
The wreckage of the fiteel superb rui'ture lira 0111.1 iil.'l iri llie im',1 m the furcgrouikd. 
rhe hole eroded by the fluod vulfts hart is ■boot IS feet deep. The flood waters pruned 
hrough this lubway from right to left in tho picture. It was the totTontis! velocities 
hrouih this and other subways that causi-I the greatest low uf life and destruction of 

The year 1914 witnessed very severe floods in California, 
jarticularly in the vicinity of Los Angeles. The report 
of the Board of Engineers bearing date of July 27, 1915, 
states that "the loss by flood in Ix>s Angeles County in 
1914 has been estimated at $10,000,000, exclusive of harbor 
damages." 

Within the past 10 years floods causing excessive damage 
lave occurred at Kansas City, Denver, and Erie, Pa., and 
,n addition to these localities and those previously men- 
tioned, which have sustained unusually heavy losses, 
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the annual loss in the 
valley of the lower Missis- 
sippi has been unusually 
great, notwithstanding the 
improvement of the levee 
system, by reason of the 
very excessive floods here 
in the past 5 years. Pre- 
viously reported gage 
heights have been ex- 
ceeded twice at Cairo 
J since 1912. 

j* It is hoped that the 
•3 figures given above will 
t serve to visualize the mag- 
» nitude of the flood problem 
g in this country. That 
9 which has been lost can 
■3 never be recovered. The 
£ statistics, however, can 
J serve as a guide to those 
s localities where extensive 

* flood relief works are war- 
f. ranted, and the probable 
J. annual losses over a period 
d of years will serve to fix 

* warranted expenditures. 
In this connection it should 
not be forgotten that the 
annual flood loss will con- 
tinue to increase with the 
population of our river 
bottoms except where cor- 
rective measures are taken. 
It is, therefore, the future 
flood losses without protec- 
tion that will warrant the 
expenditures for relief. 
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The Causes op Floods 

It is obvious that before a remedy for the flood situation can 
be intelligently applied, we must know something about the 
causes of floods and the factors that affect their intensity. 

Flood is a relative term. As usually understood, it is 
comparatively a great flow of water. Webster defines it as 
a great flow of water; a body of water rising, swelling and 
overflowing land not usually covered with water. Thus, 
we term the spring runoff of a river a spring flood because it 
is a great flow as compared to the ordinary seasonal river 
flow, and likewise the great floods are those floods compara- 
tively large when compared to the ordinary floods of the 
locality. It follows, therefore, that wherever we have 
rainfall in excess of the absorption capacity of the soil, floods 
will occur of greater or less magnitude. They occur in the 
arid regions as well as the humid tropics. If great floods 
had substantially the same magnitude on all streams, the 
problem of flood relief would be materially simplified. The 
following maximum flood rates upon rivers of America, taken 
at random, will serve to emphasize the wide variation in 
flood flow. 

Table IV. — Illustkatino Wide Variation in Flood Flow 



River 



Place 



Drainage 
area in 

square 

miles 



Hat* of 
flood 



Flood 

dincharce. 

aeeono- 

lt*tt 

f*tf 

square 
miim 



Mississippi 

Illinois 

Ohio 

Grand 

Ohio 

Wisconsin 

Ohio 

Muskingum.. . . 
Scioto 

Miami 

Chagres River.. 
Santa Catarina. 
Devils Creek. . . 
Willow Creek . . 



At mouth 1,240,060 

At mouth 27,914 

At Cairo 233,000 

At Grand Rapid*, 

Mich 4,900 

At Cincinnati 75,800 

At Kilburn 8,000 

At Wheeling 34,800 

At Marietta, Ohio 78,500 

At Columbus Storage 

Dam 1,032 

At Dayton, Ohio 2,450 

At Rohio, Panama. . 797 

At Monterey, Mexico. 544 

Near Viele, Iowa. . . . 143 

Near Heppner, Ore ... 20 





1913 


2.00 




1904 


4.48 




1913 


6.00 


March, 


1904 


8.04 




1913 


8.70 
10.00 




1913 


18.10 


March, 


1913 


32.00 


March, 


1913 


77.00 


March, 


1913 


100 00 


Dec., 


1909 


115 00 


June, 


1909 


590 00 


June, 


19051,300 00 


June, 


19031,800 00 
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Much smaller flood rates than any mentioned above are 
to be found upon the rivers of the semi-arid western United 
States, and flood-flow rates in excess of the largest figures 
above mentioned are on record, as the result of cloudbursts 
00 v'l.v small drainage areas. 




With the above figures before us showing the very 
wide variation in stream flow, it will be of interest to 
note the factors that contribute to tfaifl great diversity in 
runoff rate. 

Factors Affecting Stream Flow and Floods. —A great 
Boot) IS the result of an unfortunate combination of circum- 
stances, the more important of which are the intensity of the 
rainfall, the size, shape, topography and geology of the 
watershed, and the climate of the region. The three prin- 
cipal contributing causes above mentioned may be sub- 
into an endless number of minor contributing 
The following tabulation sets forth the principal 
I 
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Factors that Affect Stream Flow and Floods 



Precipitation 



Watershed 



r Amount 
Seasonal distribution 

Intensity, area, duration and direction of storms 
Precipitation as snow 

Size 

Shape 

Arrangement of tributaries 

Topography 

Surface 

Subsoil 

Lakes, ponds and swamps 

Vegetation 

Agriculture, irrigation 

Drainage 

Dams and reservoirs 



Works of man 



Climate 



Freezing as arresting flow 
Freezing as affecting ground Hurfare 
Accumulation of Hnow 
Suddenness of spring flows 
As affecting vegetation 
Ice gorges 

Precipitation. — We cannot have floodH without precipi- 
tation either in the form of rain or Hnow, although the 
greatest floods do not necessarily occur in the regions of 
greatest rainfall. Those regions having a copious and well- 
distributed rainfall are most likely to shed the water of an 
intense storm most rapidly on account of the subsoil being 
already well saturated. 

The floods of the great rivers like the Mississippi arid 
the Ohio are occasioned by general heavy rains of con- 
siderable duration, particularly if they fall upon melting 
snow, or if the runoff reaches the main water course* at a 
time coincident with the runoff from the writing «nowa. 
Floods on such rivers may also be caused by a series of great 
storms more or less local, particularly if the storm* occur at 
such times and places that the runoffs coincide in the main 
stream. The great floods of I £13 upon the \\imvmp\h Hi A 
Ohio Rivers were caused by an unusually e%eea>Mve storm 
extending principally aero** the northern tributaries of 
the Ohio. 
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The streams of more moderate size, say from 1,000 to 
25,000 square miles in drainage area, are usually most 
greatly affected by such rainstorms as that of March, 
1913, in which an excessive downpour occurred over 
substantially the whole watershed of the stream for a 
sufficient time so that all parts of the watershed were 
simultaneously contributing to the flood in the main 
water course. 

The smaller the watershed the greater the likelihood 
that it will be entirely covered by an excessive rainstorm, 
and the smaller the watershed, the shorter the duration 
of the storm that will be required to make each part of 
the watershed simultaneously contribute to the main 
stream. Thus, on small watersheds, a short, sharp storm 
may produce a great flood. 

Cherry Creek at Denver has a drainage area of 412 
square miles. In 1912 a rainstorm lasting only about 
2 hours produced a disastrous flood. The total rainfall 
was 2.0S inches; 1.62 inches fell in 20 minutes, and 0.87 
inch in 5 minutes. A storm of such short duration would 
have no great effect upon a river of 5,000 to 10,000 square 
miles drainage area. The disastrous flood of Erie, Pa., 
in 1915, was occasioned by a short, sharp storm lasting only 
four hours, falling upon a watershed of 12.9 square miles. 

In the Mississippi Valley, embracing 1,240.050, square 
miles, the extremities of the drainage area are suffi- 
ciently remote so that a drouth upon one bonier may 
be coincident with a deluge upon the other. No great 
rainstorm has ever covered all at once, and probably never 
will 

Watershed. - The size of the watershed, therefore, has an 
important effect upon the rate of rtood runoff. The shape 
of the uarershed also affects the flood rate. Thus, if 
a tta:oT* : \;.: :< " *vc .ir.-i narrow, it may have a less unit 
t-oovi -v." * v •"m" ■■' ■' should be more nearly circular 

to- - : .■." ; ." , > - A '.v--. :r. the latter ease, the tribu- 

s raoluite ■ a ^ ■<*■ ""- —. the border of the drainage area. 
to b— •£ ::v *\\vl waters simultaneously to 
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one place. In the long and narrow drainage area it often 
happens that the drainage from the downstream water- 
shed passes away before the waters from the upper trib- 
utaries reach the lower parts of the drainage area. 

A very important contributing factor is the surface 
topography. The flat prairie lands of Illinois are slowly 
drained in a great storm. Each field becomes a detention 
basin contributing the water slowly to the wide flat valleys 
of the minor streams, which in turn give up their waters 
slowly to the principal rivers. Upon the other hand, the 
roof-like hillsides of Pennsylvania, the Appalachian region, 
some parts of Ohio and other places in the Middle West 
deliver the rainfall so rapidly to the main streams that 
heavy storms of comparatively short duration may produce 
excessive flood rates. 

The rapidity of runoff is also greatly affected by the 
character of the ground surface, as to its quality of shedding 
the rain or absorbing it. Upon the lower Peninsula of 
Michigan, we have an example of highly absorptive surface, 
gentle slopes and a deep and capacious subsoil of sand and 
gravel. In some localities all the rainfall is absorbed by the 
surface. Surface streams are absent over considerable 
areas. A large part of even the very heavy rainfalls is 
absorbed by the sandy soil and given up to the stream 
gradually in the form of springs and seepage. The fact 
that the ground is sometimes frozen in times of spring 
rains apparently has not caused floods greater than about 
10 second-feet per square mile for the principal rivers 
of the State. 

Upon the other hand, such watersheds as the Scioto and 
Miami in Ohio are largely underlaid by rock at no great 
depth. The overlying materials, although often of a 
gravelly nature, are interspersed with clay to such extent as 
to be highly impermeable and comparatively non-absorbent. 
Similar conditions exist generally throughout the major 
part of the Ohio River watershed, and except for its 
great size, the unit flow rate would be very excessive. 

Natural Storage. — Natural storage in lakes, ponds and 
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swamps has an important effect upon floods. Probably 
no stream in the country is more uniform in its flow than 
the St. Lawrence River which is fed by the natural reser- 
voir system of the Great Lakes. The total watershed at the 
head of the river is 287,688 square miles, of which 33 per 
cent, is water surface. The mean runoff from Lake Ontario 
is nearly 1 second-foot per square mile, and the flow of the 
maximum month is only 44 per cent, greater than the flow 
of the average year. Lake-fed streams show a similarity 
in flow depending upon the extent of the water areas in 
comparison with the total watershed. Upon most of our 
streams, however, lakes, ponds and swamps constitute 
a very small part of the tributary drainage area. 

Beyond question the surface vegetation plays its part 
in reducing the runoff, and to some extent in reducing 
the excessive runoff rates in floods. Much has been 
written relative to the effect of the forests upon the flow 
of the streams. There are doubtless some conditions under 
which forests can exercise a noticeable effect upon stream 
flow, but the influence of the forests is believed to be 
greatly exaggerated by many of the writers upon forestry. 
We will consider this matter somewhat further in discussing 
the subject of flood tendency. 

The works of man have their influence upon stream 
flow, particularly the smaller streams. Man's influence 
upon vegetation has had its effect. The tilled field absorbs 
the rainfall rapidly up to a certain depth and some forms 
of vegetation, particularly the meadow and the grain field, 
possess the ability temporarily to store considerable water. 
In the barren season of the year the influence of vegetation 
except heavy brush is slight, and frozen fields will shed the 
water readily. A conspicuous example of man's handi- 
work is found in the drainage of the swamps through the 
construction of ditches, the improvement of the river chan- 
nels and through the tile drainage of land. This has been 
practised very extensively in the prairie States of the Mid- 
dle West. Where lakes and swamps have been destroyed 
that were capable of storing a considerable depth of water, 
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the tendency has been to increase the stream flows in the 
wet season and diminish the flow in drouth. Upon tho 
other hand, ground that is permanently wot cannot absorb 
rainfall, and therefore the drainage of the swamps and the 
lowering of the water table sufficiently to permit of agri- 
culture has created an underground reservoir that did not 
exist in the state of nature. This is particularly important 
where the higher land has been underdrained. in that tlio 
tile drainage has lowered the water table and opened up the 
soil to such extent that much water formerly flowing off 
over the surface is delivered gradually to the undordrains. 
One cannot examine the outlet of a large drainage system 
from an upland farm even long after the rains have passed 
without being impressed with the importance of tlio storage 
capacity which has thus been added to the water drainage 
system. 

It is hardly necessary to mention the influence of artificial 
works particularly designed to influence stream flow such as 
the reservoir systems of the upper Mississippi, and the works 
for flood relief that are now being projected in this country. 
The construction of mill dams has had an important influence 
on some of the small streams. Levees for the reclamation 
of farm lands have had an important effect upon the flood 
heights of the Illinois River, arid to a slight extent upon 
the maximum flood flow on account of the river- valley 
storage that has been destroyed by the reclamation of the 
farm lands. The encroachments of the cities have had an 
effect upon flood heights, and the same may be n&bl tor 
railroad embankments and bridges in some important 
instances. All these things influence stream flow and flood* 
by their effect upon the watershed upon which the rain 
falls. There remains the additional effect of climate 

Climate. — Although the torrid zone ha* it* fU^yi* a* well 
as the temperate v>xtH hiA tb*r arctic reipon* ; +T:ss*U: \&* 
an important L r ;f!aer-':e m the reiauoz. h**w**>*- tfc*r r%in 
storm arid the re^ikir.z runoff. Ti*i x:jt*x iu;i*jrt&:A *£**% 
is that of fro-r which 'ifi*?,r<jy* tur&u of it* %*^&\ifx. %zA 
©overs even th*r fx/>*T opea ¥***& v>il wh>. ^ nwr* or >** 
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impenetrable coating. On any watershed a given storm 
will produce a greater flood in the barren and frozen season 
of the year. 

Freezing weather has a further effect in temporarily 
arresting all flow if the cold is very excessive, and where 
the cold is sufficiently continuous the climatic influence is 
very important in the accumulated snow blanket and its 
sudden release upon the approach of warm weather, partic- 
ularly if accompanied by rain. In the rivers of the North, 
the heavy formation of ice exercises an important influence 
upon flood heights, particularly on account of gorges in that 
season of the year when the ice may be broken up and floated 
away by spring rains. The effect of ice gorges is partic- 
ularly important upon some of the streams flowing north 
where the ice first breaks up in the headwaters of the river, 
producing an accumulation of floating ice as the warm 
weather travels toward the mouth of the stream. 

Wo have mentioned above the principal factors affecting 
stream flow and floods. Many other minor factors might 
be mentioned. Practically all the rivers of the temperate 
zone are influenced more or less by all these factors, and 
the wide variation in flood flow is accounted for by different 
combinations of factors. The predominant factors in the 
well-watered parts of the country appear to be those 
related to the drainage area, particularly as to the oppor- 
tunity offered for water storage either above or below the 
ground surface. All the other factors are minor except in 
special cases. 



Flood Tknukncibb 



There is a widespread belief that the flow of our streams 
is becoming more irregular, that floods arobft 

ami more frequent, and that- the low I I ■ ■■■ ■<■■■ i ■ "■■ 

[iccetituiited. The belief is quite 

■ if the forests has been thell 
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to time, particularly during the last 15 years, in which con- 
servationists have made use of it as an argument for the pre- 
servation of the forests, and it has even been urged upon 
Congress that the preservation of the forests has an impor- 
tant effect upon navigation and, therefore, that Congress 
should promote forestry through its power to regulate Inter- 
state Commerce. 

If it is true that the floods are becoming materially greater 
and more frequent, then all should be advised of it, and 
works for flood relief should be proportioned accordingly. It 
will not be sufficient then to provide for the greatest known 
occurrences of the past, but the extent of the increasing 
tendency must be determined, and the works must be 
designed with excessive capacity for present requirements, 
or provision must be made for increasing their capacity 
in the future. 

As a measure of relief from the present floods, the restora- 
tion of the forests is not a live question, for except in a few 
cases where the land is very poor, there is no prospect that 
the requirements of agriculture and the increasing public 
demand for food will ever permit of reforestation of agri- 
cultural lands, regardless of any effect it might have upon 
stream flow, and if reforestation were practicable, the time 
required for it to become effective would preclude its 
usefulness for a long time in the future. It is valuable, 
however, to the flood-relief problem to dispose of the 
question as to the trend of flood tendencies, so far as the 
data will permit. 

Records and Popular Beliefs. — At the outset let it be 
understood that the records abundantly prove the vari- 
ability of climate and rainfall, and hence the flow of the 
streams is exceedingly variable. Geologic history also 
shows that permanent changes, very great in amount, have 
occurred in the history of the world through causes of which 
there is more or less speculation. The changes, however, 
so frequently referred to, relate to the last century or two, 
particularly to the last 50 years in America, during which 
the greater part of the deforestation has occurred. 
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It must further be conceded that our accurate records of 
climate and stream flow are not sufficiently lengthy to 
determine small tendencies, in view of the great vari- 
ability of the totals and the large number of contributing 
factors. We have, however, a few records of rainfall and 
stream gage heights that are continuous for about 100 years, 
and quite a number from 25 to 50 years in length. In 
Europe they have records of the great floods upon a few 
streams dating back many centuries. Let us examine the 
more important of these data to see what is shown, and 
let us review some of the findings of those who have given 
the records a thorough study. 

Rainfall Records. — Although rainfall is the principal 
factor in the creation of floods, it is difficult to define 
the rainfall in terms of its effect upon the flow of streams, 
for the greatest rainfall in a given time does not always 
produce the greatest flood. It has been claimed, however, 
that changes brought about by civilization, particularly 
the cutting of the forests, has had the effect of reducing the 
rainfall. As particularly bearing upon this matter, and 
also to illustrate the importance of long records, when 
statistics of climate are to be compared, Fig. 7 has been 
prepared, which shows five of the longest rainfall records 
in the United States. 

The diagram indicates the total for each year at each 
place, compared to the mean rainfall for the total period. 
It will be observed that some years materially exceed the 
mean, and in other years the rainfall is materially less. 
There are groups of wet years and groups of dry years, and 
yet it cannot be said that there is any marked tendency for 
increase or decrease when the whole period is considered. 

The danger of attempting deductions from a short record 
is well illustrated by comparing portions of these diagrams; 
thus, taking the Boston record, if we had before us only the 
record from 1845 to 1870, the conclusion might be indicated 
that the rainfall was increasing. Upon the other hand, 
with the period before us from 1860 to 1890, the reverse 
' would be indicated. The past decade at Boston has been 
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one of extremely low total rainfall, and yet .similar decadw 
occurred in the twenties and thirties. The diagrams for 
the other rainfall stations illustrate similar conditions, 
although the extremes are less marked than at Boston. 




River Gage Heights.— Although the greatest gage height 
does not always accompany the greatest flow upon a par- 
ticular stream, yet the gage height, serves very well fur a 
general comparison of the magnitude of floods present and 
past. It is important to bear in mind, however, that the 
rate of flow is not directly proportionate to the height of 
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We present herewith Pig. 8 which shows diagram- 
matioally the greatest recorded gage heights upon four of 
our important streams where records are available, covering 
a long period. It is not possible to secure the gage heights 
for every year. In the early years particularly only the 
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important floods have been recorded. These diagrams are 
based upon figures presented by Col. H. M. Chittenden. 1 

It will be observed that the two greatest floods upon the 
Mississippi occurred in 1844 and 1785. The extreme gage 
heights of those 2 years have not been closely approached. 

1 Transactions, American Society of Civil Engineers, vol. 62, p. 258. 
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At Pittsburgh upon the Ohio, the greatest recorded height 
appears in 1907, but the floods second and third in magni- 
tude were in 1832 and 1816 respectively. Upon the 
Missouri River the flood of 1844 appears not to have 
been closely approached except in 1903. The greatest 
floods upon the Connecticut River appear to have pre- 
ceded 1870. 

Other records are available upon the Ohio River at 
numerous places below Pittsburgh. At Cincinnati the 
flood of 1883 was the greatest flood up to that time since 
the river had been known to the white man. The following 
year a slightly greater flood occurred which has not been 
equaled since. At Cairo on the same river the record 
flood occurred in 1883. It was slightly exceeded in 1912, 
and again exceeded in 1913. 

The late Mr. Emil Kuichling, C. E., quotes the official 
investigation into the floods of the Seine River at Paris 
and states that in observations covering 400 years the 
greatest flood occurred March 1, 1658. The flood second 
in magnitude occurred Jan. 28, 1910. This flood almost 
equaled the great flood. The flood third in magnitude 
occurred Dec. 26, 1740; it was slightly smaller than the 
flood last above mentioned. 

Mr. Kuichling also quotes experience on the River 
Danube at Vienna, on which the highest water from well- 
attested flood marks occurred in the year 1501. The flood 
was roughly estimated at 503,200 second-feet on 39,200 
square miles. Numerous floods have since occurred upon 
this river, but none larger than 307,800 second-feet. 

It cannot be said that the above citations indicate 
any important tendency either for the increase or decrease 
of floods. The records are important, however, as empha- 
sizing the value of long records and the chance for serious 
error in the drawing of conclusions from records covering 
only short periods. 

Flood and Runoff Studies. — During the past 10 years a 
number of studies have been made for the purpose of deter- 
mining whether prevailing stream flows and floods have 



22 RELIEF FROM FLOODS 

materially changed in the passage of time ; more particularly 
whether the cutting of the forests has resulted in any 
material change in these respects. 

Merrimac River. — A valuable study of the flow of the 
Merrimac River was made by Lieut.-Col. Edward Burr. 1 
This report bears the date of May 23, 1910, and was pre- 
pared in response to orders of the Chief of Engineers, 
U. S. A., for the purpose of determining what influence, if 
any, the forests exert upon the stream flow of the locality 
in question. Daily records of stream flow were available 
at Lawrence from 1849 up to 1909. 

Col. Burr compared the runoff of the stream and the 
rainfall as determined from adjacent stations. A critical 
examination was made relative to floods, dividing the sev- 
eral years up into the seasonal floods of winter, spring, 
summer and fall. The floods above certain gage heights 
were counted; also the number of days the various gage 
heights prevailed. The low r -water record also was scru- 
tinized as to the frequency and duration of extreme stages. 

Col. Burr's conclusions are quoted as follows: 

" Deforestation of the basin (Merrimac River) continued progressively 
from the earliest settlements until about 1860 to 1870, and since that 
period, forested areas have increased through natural causes by 25 
per cent, or more of the entire basin, notwithstanding the continuance 
of lumbering operations. 

" There has been no decrease in precipitation in the basin as a result 
of deforestation, or any increase with the reforestation of 25 per cent, 
or more of its area. The precipitation for 50 to 90 years at points 
within the basin or within a few miles of its borders shows tendencies 
or cycles that boar no relation to the changes in forest areas. 

"The average runoff through the river varies with the precipitation 
over its basin, and the percentage of runoff to precipitation is not 
appreciably affected by forest changes as great as 25 per cent, or more 
of the basin. 

"The frequency of floods has not been decreased by forestation, or 
increased by deforestation. 

"Exceptionally high floods have occurred at intervals without respect 
to forest conditions. " 

1 Document 9, 62d Congress. 
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Mead's Wisconsin Studies. — Wisconsin is UN td the 
States most noted for its production of lumber. During 
the last two generations practically all the merchantable 
timber in the State has been cut. Prof. Daniel W. Mead 1 
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has made an exhaustive study of the available flow records 
upon the Wisconsin streams, particularly to determine the 
effect of the forest cutting upon the flow of the streams, 

I that Modify It, with Special 
H t'5, University of Wis 
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maximum, minimum and average. Among Prof. Mead's 
conclusions we will quote the following : 

"That in general, the deforestation or cutting of timber in Wisconsin 
has had no material effect either favorable or adverse, on the high-water, 
mean-water or low-water flow of the streams or on the regularity of 
such flow." 

The conditions in Wisconsin on the St. Croix and 
Chippewa Rivers relating to forests and the stream flow 
are further covered in a paper by C. W. Durham, Principal 
Assistant, U. S. Engineer. 1 Fig. 9 shows graphically the 
rapidity of the deforestation upon these watersheds from 
the first cutting of lumber about 1875, down to 1909. 
No important change in the high-water conditions is noted 
from a scrutiny of the records upon these two streams. Mr. 
Durham concludes: 

"My conclusions are that the destruction of the pine forests in Wis- 
consin has had no effect whatever in creating or increasing floods and 
drouths in tributary streams, or in the Upper Mississippi, inasmuch as 
these features are controlled by precipitation which has not increased 
or decreased to any marked extent, at least not during the periods 
of accurate observations made by the Weather Bureau. The high 
waters are not higher, nor the low waters lower than formerly, nor are 
they of greater frequency and duration, and the tendency appears to be 
of late years favorable to navigation in both respects." 

The investigations of Europeans have frequently been 
cited to give evidence of the beneficial effect of forests on 
stream flow. Prof. Willis L. Moore, Chief of the U. S. 
Weather Bureau, in his report on the " Influences of Forests 
on Climate and on Floods' 7 refers to the investigations of 
Mr. Ernest Lauder, Chief of the Hydrographic Bureau of 
the Austrian Government, who has recently made an ex- 
haustive investigation of the records of the Danube River. 
These investigations trace the flood history of the Danube 
for 800 years, and take into account 125 different floods. 
It is concluded that the progressive deforestation of the 
country has had no effect in increasing the frequency of the 
floods or augmenting their height. The report of Prof. 

1 Engineering News, June 23, 1913. 
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Moore also contains a table showing the greatest floods on 
the River Seine in France since the year 1615 (Table V). 
The floods of recent years are shown to have been somewhat 
less than those several centuries ago, although conditions in 
the several basins are said to have remained substantially 
the same, excepting the extent of the forests, which have 
steadily decreased. 
Prof. Moore concludes his report as follows : 

"1. Any marked climatic changes that may have taken place are of 
wide extent and not local, are appreciable only when measured in geolog- 
ical periods, and evidence is strong that the cutting away of the forests 
has had nothing to do with the creating or the augmenting of drouths 
in any part of the world. 

Table V. — Greatest Floods Upon the River Seine in the Past 300 

Years 
(From Paper by Willis Moore, Chief of U. S. Weather Bureau) 



Dates of the inundations 



Height at 

the bridge 

of 

La Tournelle, 

feet 



1615, July 11.. 
1649, January.. 
1651, January.. 
1658, March 1 . 
1690, March... 
1711, March... 
1740, Dec. 25.. 
1751, January.. 
1764, Nov. 14.. 
1784, March 4. 
1799, Feb. 4... 
1802, Jan. 3... 
1807, March 3. 

1836, May 

1850, February 



29.99 
25.10 
25.59 
28.87 
24.61 
24.77 
25.92 
21.98 
22.97 
21.85 
22.87 
24.44 
21.85 
18.66 
19.91 



"2. Precipitation controls forestation, but forestation has little or no 
effect upon precipitation. 

* 3. During the period of accurate observations, the amount of 
precipitation has not increased or decreased to any extent worthy of 
consideration. 

4. The runoff of our rivers is not materially affected by any other 
factor than the precipitation. 
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M fi. Tho high wutorn are not higher, and the low waters are not lower 
than foniu»rly. In fact, there appears to l>e a tendency in late years 
Inward a slightly bettor low-water flow in summer. 

"ti. KIihicIh aro not of greater frequency or longer duration than 
formerly." 

Basis For Popular Belief. — The popular belief that the 
How of the streams becomes more irregular with the cutting 
of the forests is not by any means new. It was probably 
originally based upon the impressions of those who occupied 
fanning lands from the time that the forests first began to 
l*e cleared away. In some localities these impressions 
doubtless have more or less basis in fact, but no doubt 
local impressions have unconsciously been magnified and 
have Kvn considered to apply to larger areas and to 
ditYerew conditions and thus erroneous impressions 
have probably been formed. This popular impression 
it prokabh not unlike the belief frequently held by elderly 
people that the old times were the best, that the snows were 
deeper, and that skating and sleighing came earlier and 
ta>u\i toiler than thev do now. 

The ivou'ar belief has been fostered, particularly within 
•ihe *a>t 10 \ears. bv several investigations bv seietuirie 
u»en. ie;\i/.:..* to indicate that stream oo:v.i:tio::> are chang- 
it>^. i\cr.eu'ar?\ that- the oLetorestas:o:\ o: thi* :ou::trv has 
ptwiueeo .1 :ha:*£e *v. the re^trtte o: tho >trva:v.s. For she 
:rtoov 'A*-"*' ' N -^e -tat a ha'-e been vrese^tevl by tho??e par- 
'\'u'a ,,; > ■' 4 '.e»"v^revL M vrestry *a ho \r v >.v:*. -swebdly 
'.*f. oi v>> . v.'vi ' or* » i* * *i \' : "f^ ' i 1 **,* ;arv .t " « i vrv-^er 1 - *.*. ' j " * ' •: f oiur 
v;v-*i. .\ ^ . ,1 -r^v^.ro :ho •••:■ ■;••.■* .«. ■ :; "mi.>:.^ ai:oj>. 
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sented, covers periods of sufficient length to indicate tenden- 
cies, even if it is assumed that the forest changes were 
material during the short periods considered, which has 
not been proved so far as the writers have observed. 

Flood Tendencies Summarized. — Some day it will 
probably be determined as to how much complete foresta- 
tion affects the flow of the streams under the ordinary 
circumstances prevailing in nature. It is doubtful if it 
can be determined at the present time. 

It seems to be clear, however, that reforestation is not a 
practicable means for the present relief from floods. 
Enough is known to warrant the statement that the benefit 
would be small, and moreover, our good lands cannot be 
spared for growing trees. They are needed for more 
valuable purposes, and where waste lands are available, 
if we assume a large benefit from reforestation, the remedy 
would be too slow of application for the practical flood 
problems with which the public is now confronted. 

So far, therefore, as we have data, no tendency for 
increased flood magnitude is observable except that with 
the passage of time the likelihood for that peculiar combi- 
nation of circumstances that makes for heavy runoff is 
increased. It is believed, however, that we may look 
backward in prognostications with assurance that if the 
backward view is sufficiently long, it will indicate to us the 
worst that the future probably has in store. 



(MAITIIU II 
VARIOUS MKAN8 KOR FLOOD RELIEF 

Tn undertaking «-n.v public work involving laip* €sp«mn.- 
rures for tho protection of human life and vahuiMe- pmp- 
erty. it is qtule iiiipcM IhiiI that all reasonable 
should receive *uch consideration hm may be 
under the local ciieuiiislaure*, Unless all 
remedies other limn I he one I hut may be adopted s&aH 
have received pinjmi coitoidcratiou, they are vor Efcrfy 
to rise up and plague lho*o in charge of the works, event tto 
the detriment and deUv ••• even I ho defeat of proper 

Tn measure* for II* m m I relief it in particularly 
that, the whole Hold of available remedies should be pro>|>- 
erly canvassed, foj ll.io io a aubjcct where local experience 
has not been ruIHi ImiIIv e* I elusive ho that proper lines of 
procedure can be cdeeled without considerable investiga- 
tion. It will Reive a iicaofiil purpoNe, therefore, to outline 
the remedies: Imi ihn Hood prolileui that have proved 
effective in tin- pa*!, or (hid mav have been seriously con- 
sidered by Ihofse who have earel'ully studied the flood 
problem. 

Types of Flood Relief. WoiKm for the relief of floods 
may be divided into three principal classes, as follows: 

(A) Flood Prevention. Works for Hood prevention 

include all means for reducing the rate of flood flow. In 

this class are placed the reservoirs or detention basins for 

the purpose of storing Hood Hows and feeding the water 

gradually to the streams. Reforestation would fall in this 

w where it can be shown that it would have an influence 

flood flow. 

Flood Protection. — Works for flood protection do 

luce the flood flows but protect against them. These 

28 
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works include levees and channel improvements, including 
channel straightening or enlargement. 

(C) Flood Diversion. — It sometimes happens that exces- 
sive flood flows can temporarily be diverted from the places 
where harm is done to other places where the flood is 
less objectionable. This is a remedy that was adopted in 
some of the ancient works for flood relief, the flood waters 
being diverted to desert lands. The remedy is applied in 
this country only to a limited extent. 

It will be useful to briefly discuss these remedies for 
floods in order to determine their applicability, and to 
enumerate a few of their applications to practical flood 
problems. 

Diversion Works. — Situations in which the flood water 
can be diverted are very rare in this country, for the reason 
that nearly all our land is valuable, particularly in locali- 
ties where values and flood damages warrant measures for 
flood relief. Although this remedy has been proposed to 
relieve the flood situation on the Lower Mississippi through 
the diversion of a part of the flood waters to other streams, 
there is no application of this remedy upon a large scale. 
In ancient times this remedy was extensively applied in 
Asia and Africa. Sir William Willcocks 1 is quoted as 
follows : 

"Ancient Babylonians completely controlled the Euphrates by 
means of powerful escapes into depressions in the Arabian deserts. 
These depressions cover 650 square miles and were 25 feet deep when 
full of water. In addition to these reservoirs, they had the low-lying 
Pallacopas branch of the Euphrates which took off from above Babylon, 
and discharged the waters of the river into the Chaldean marshes. 
The first public work Alexander the Great undertook in Babylon was 
the excavation of a new head on solid ground for the Pallacopas, known 
some years ago as the Hindia branch, and today the main stream of the 
Euphrates. Its head had hitherto been in sandy soil, and as the branch 
had to be opened in very high floods to escape the excess waters of the 
Euphrates, and then immediately closed after the flood to keep the 
main stream full of water past Babylon, the closure had been the work 
of extraordinary difficulty, entailing the presence of 10,000 men." 

1 "River Regulation and Control in Antiquity," address before the 
National Drainage Congress at Savannah, Ga., April 19, 1914. 
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A similar form of relief was used upon the River Nile 
in very ancient times. Sir William Willcocks is again 
quoted as follows : 

"It was Amenenhat of the twelfth dynasty who put the whole Nile 
Valley under cultivation, constructed the dikes on both banks,. and 
provided the Nile with an escape into the wide and deep depression of 
Lake Moeris. This escape was one of the seven wonders of the Greek 
world. They led the flood into the depression when it was dangerously 
high, and provided for its return to the river when the inundation had 
come to an end, so that the reservoir might be empty when the next 
flood came. The gigantic entry and exit dikes were only cut in times 
of emergency, and were reconstructed again at an expense of labor which 
even builders of pyramids considered excessive." 

As above stated, the opportunities for flood diversion 
are not numerous in America. The very excessive floods 
of the Des Plaines River near Chicago are diverted into 
the watershed of the Chicago River in order that they 
may not damage a part of the Chicago Drainage Canal. 
Prof. C. E. Sherman has suggested the diversion of the 
waters from the Upper Scioto River in Ohio and the 
storage of same in reservoirs upon the Upper Sandusky 
River, the water later to be used for water power upon the 
Scioto and Sandusky. There are other minor examples of 
this flood remedy. This remedy is applicable only where 
cheap land is available, or where the water can be diverted 
to outlet channels not used to their full capacity. 

Protection Works. — The works for flood protection 
including levees and river-channel improvements are too 
well known to require lengthy description. The most 
famous examples are the dikes of Holland which protect 
that country from the tides. Our levee system upon the 
Lower Mississippi is probably the greatest work of this 
kind in the world, and works for flood protection by levees 
are scattered all over the United States. Large acreages 
of bottom land are thus protected in the valley of the 
Illinois and the Upper Mississippi River, and similar works 
are to be found in nearly every State of the Union. 

In general, protection works are of local benefit. They 
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are ordinarily built by individual cities or local organi- 
zations of landowners. Their benefit is confined to the 
locality immediately protected. In some cases they may 
be detrimental to adjacent territory, as upon the Illinois 




River, where farm-land levees so restrict the flood-water 
cross-section as to cause materially greater flood heights 
for a given flood flow, and, therefore, submerge land 
up stream that would otherwise not be submerged. The 
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reclamation of river flood plains by the construction of 
levees also has a detrimental tendency in the river- valley 
storage that is thus destroyed. 

In many localities there is no other alternative than the 
construction of levees. They are usually the only prac- 
ticable remedy for the relief of a small locality, for often 
natural conditions permit the protection of a city or the 
reclamation of a large acreage by comparatively inexpen- 
sive levees, whereas only widespread benefits to valuable 
property can finance the works for flood prevention or 
flood diversion. 

Preventive Works. — Although forestation, provided it 
can be shown to halve an important effect upon floods, would 
fall in this class of flood-relief works, we have previously 
pointed out why it is a remedy too slow of application to be 
of practical use in our present flood problem. It remains, 
therefore, to consider the preventive works involving water 
storage. 

It is easily comprehended that if detaining reservoirs 
are provided sufficient in capacity to hold the larger part 
of the great floods, it would be possible by releasing the 
water gradually to make the flow of the streams nearly 
uniform. Knowing the flow of the stream from day to 
day, and from year to year, it is practicable to compute 
the amount of storage that would thus be required. 

Some of our streams are fed from natural storage reser- 
voirs. The St. Lawrence River is notable for its excep- 
tional regularity of flow. The system of Great Lakes, 
which feeds it, occupies about one-third of the tributary 
drainage area, and stores several times the annual flow of 
the stream. Most people have noted the uniformity of 
the lake-fed streams. This regularity of flow is equally 
noticeable in those streams draining the sandy and gravelly 
country, such as the streams of the lower peninsula of 
Michigan. In this case the water is absorbed and stored 
in the porous subsoil, and gradually leaks out in springs 
and in the stream beds. 

Reservoirs for Flood Protection. — It will readily be 
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appreciated that if a resorvoir shall ho usoful for Hootl 
protection, it must be in huc)i a state of omptiiioNM Mint It 
may store the flood when it coition. It in impowihlo to 
predict far in advance when a flood will ocwur. ( I rout flood* 
are rare, but may occur at any time. It in uhwiiI, however, 
that they occur in the late winter or early spring. MoimIh 
resulting from a given rainfall in the growing nohnoh must 
be less by that part of the rainfall which in retarded and 
held back through the agency of vegetation and the 
permeable ground condition that exist in the growing 
season. 

Although the necessity for reserve flood capacity is evi- 
dent, basins which store water for any purpose exert a 
beneficial effect on floods, and thin effect in usually impor- 
tant, for the greatest floods usually follow a (teriod of low 
flow in the winter and fall, arid, therefore, the early spring 
is a time when the storage reservoirs are ordinarily depleted, 
The growing season begin* very soon after the fre*het* of 
early spring, after which the rainfall beeorne* <\n\U* iwnUtr- 
ate and in general natural storage ba*in* will be enif/tying 
until the following winter. 

Main Purpose of Storage Reservoirs Although a 
great many storage reservoirs have been built jn the VtttiM 
States, no large detaining ba*in» have b*en built *o far ** 
known primarily for flood protection, There are a large 
number of reservoir* built for the eonaervat ion of roonjeif/aJ 
water jgfppfe*.. In tte eonatruetion of our ^ater^/ifrer 
plants the «treamft have been <{saun*tY t'# tfa* pwp"** of 
creating head, and the pofcd* tfewt *r+*f*fi have bee* «*i*rf 
also to iUiR vaser in tiir^e '/ }A*tAj t// he: «e4 >a 4r'/v*fc 
or to store *aser froto l^wr to b*v>r to he: ****J w/fUt*, 
to tfce aenacrt for poorer. 

It aiE for 5*rws:v**5 «fca£ •.ww ,« uf.u&n to yf*rt*U 
tfce ttEuaSArje. '^f a *tr.*>r r**#rv>:t *f* *l„ •:****, *?#*?*** 

e to a**n4rj£r>£ *."- Vj* y.ry*** *-# *'w* r " .<* ;-**-<x 

laarf fcr **r,er j/vv*r t*uc z* j^^iv.a* ys-'sx. -/ \*e 
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capacity could be used to store water for the creation 
of power, and a third portion could be used to store flood 
waters. A part of the stored flood water could be converted 
into power, but probably not all, for it may be desirable to 
let the flood waters pass away as quickly as possible in 
order that the basin may be ready for another flood. 

Where heavy property interests are to be protected, and 
particularly where great loss of life may be involved, noth- 
ing must be left to chance. AU the chances must be pro- 







\ided against. Therefore, in works for flood protection it is 
not sufficient to provide against the ordinary occurrence, 
but the exceptional must also be provided against, and for 
this reason it is difficult to coordinate a storage reservoir to 
various uses, which may be at times conflicting. It is 
practicable, however, to design a reservoir that automatic- 
ally maintains a water level not less than a certain height, 
as may be needed for the creation of head in power develop- 
ment, that may fluctuate automatically between the mini- 
mum level and a certain higher predetermined level, the 

sition of which may be Axed by a free spillway or outlet; 

i by properly proportioning the spillway or outlet an 
I height may be utilized for flood-water storage. 
r then would automatically drain away at a rapid 
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rate over the spillway to the level fixed for the top of stored 
power water. 

The practicability of all these things would depend upon 
costs and benefits. If adequate flood protection can be 
secured and if, in addition, water power or water storage 
can be created at an additional cost that would be warranted 
by the benefits secured, then such multiple use is warranted 
and it is theoretically possible under favoring conditions to 
design works that will accomplish all these purposes. 

The use of storage reservoirs for a variety of purposes 
has been practised on a small scale in Europe. In the 
United States, reservoirs, so far as known, have been 
designed for one specific purpose, such as water storage or 
water power, and the other benefits have been merely 
incidental. A number of reservoirs have been built for 
the improvement of navigation, including the reservoir 
system at the head of the Mississippi River, the greatest 
artificial reservoir system in the world. These reservoirs 
were constructed very cheaply by introducing low darns at 
the outlets of large natural lakes. 

Detention Basins. — A detention basin may be defined 
as a dam across a river valley having in its base an opening 
of such predetermined size that in the case of a great 
flood, the water ponds up behind the dam and is rc-deli vcred 
to the stream only so fast as the opening provided can 
carry it. Thus, with a detention basin of sufficient size, 
and an opening sufficiently small, it would be practicable 
to reduce the flood to any rate desired. This idea is not 
new, it having been utilized in France since 171 1, when two 
reservoirs of this type were constructed upon the River 
Loire for the protection of the City of Roanne and the adja- 
cent valley. A number of other detention basins have 
been built, as will hereinafter be shown in the* review of 
foreign experience. No large detention basins have been 
built in America, although they are proposedjis a remedy 
for the flood conditions in the Miami Valley in the official 
plan of the Miami Conservancy District. 

Storage vs. Detention Basins* -The decision as to 
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whether the surplus water hIiilII ho drawn away as rapidly 
as possible, as in a detention basin, or whether it shall be 
stored and gradually fed for the use of water supply, water 
power and navigation, is entirely a matter of practicability 
and cost. If the situation makes possible all these uses, 
and if the values of sueh uses are sufficient to warrant the 
eosts involved, then without doubt the storage reservoir 
should be built. 

The pure detention basin, however, finds its place in the 
situation where Hood protection alone is warranted by the 
circumstances of the ease and the eosts involved. 

I'll UOl»K\N K\rKKIKNCK 

liixer control is hv no means confined to modern times. 
rraoticaUx all methods of tlood relief were practised by the 
ancient*, tor in the arid countries which seem to have been 
nv>t occupied hx cixih/alion. the distribution of the rain- 
tall is ex en more unequal than in the temperate zone, and 
man\ re<ioii> a*v uninhabitable without artificial works 
vv ".he vvv.^ovxation ot water Some of the av.eient works, 
•.v.ow or 'c» v.vditiod. a iv m use todax 

l:i b!u:viv. a> in Vmovica a:ul m uw\ \:\ all civilized 
.vuv/.v.o. vi.»:v or Ie*> \»w land > 'osvuv.eo. acainst the 
eSev. - 1 ' - \vo> ! o> i he co^'.-ucv.ov. o: loxcc^ I'he works 

,»■ .': ^ /a» .re "..v* ■*.i:vv'\* , .> .i*\l ■.,«,' .-. • •.-. -^ this 

av.v.\:x " .* w^ *v c\:c-*x:xc c\ •■c" " ..^- -■•w when 

vjMi^v •v^---. % :*s -i'V iv'.jC .ix.-.i v x .■■■■■>: -->i tor 
'V \v-:s'>oi \i.:^e .-\;v"v.: :u-\^ • ■ :. N . t : ■.■ ■-. Ohio. 

■v .■■"•."' '.v x '■•>;.. C-" > " , **-*o '. O ' '"V "e^i ■ >•■;< of 

>v\*:v - v - v ' v:u«:::u' vv ■■■• ^ : ^'.vu 



VvV. ■•.■'• 
. . -^ »_ . ■■:■■ ■"»!- .*"**•■ \ 't*** - . •'■ -■ r 
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French Experience.-^Of the modern European nations, 
the French seem to have been first to construct extensive 
water-storage works for flood protection. In 1711 two 
dams were constructed upon the River Loire, that Qjnbody 
all the essential principles of the dry reservoirs or detention 
basins that are being proposed for flood protection in Ohio. 
These are masonry dams 72 and 87 feet in maximum 
height, respectively, which contract the flood plain of the 
river, and in the case of extreme floods, require the flow 
to pass through a narrow opening in the channel of the 
stream 65 to 70 feet in width. 

The head created at these dams is only material during 
a great flood. Thus, in 1846, the head created at the 
Pinay Dam was 9.5 feet, and at the La Roche Dam, 19.7 
feet. This refers to the differences in water levels above 
and below the dams. The beneficial effects of these reser- 
voirs led to the appointment of a government commission in 
1856, which carefully studied the flood situation upon the 
Rhone, Garonne and Loire Rivers. 

Although France was the pioneer in the modern Euro- 
pean water studies, the French works for flood-water 
storage are not extensive. Table VI shows the data 
of six storage dams, including the two already mentioned. 

German and Austrian Experience. — Although the con- 
struction of artificial works for river control has been 
practiced in Germany since the fifteenth century, this work 
has been particularly extensive since 1900. In Germany 
and Austria more than fifty reservoirs have been con- 
structed, and two or three times as many more are 
projected. 

Through the cooperation of the government and the 
interests along certain streams, comprehensive programs 
have been laid out embodying the construction of reservoirs 
to catch flood water, and in many cases to use the water 
thus retained for water supply, water power, the improve- 
ment of low-water conditions in the streams, and for the 
supply of navigation canals. In some cases cooperation 
is extended across the national boundary line between 
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'j'rrmaiiy and Austria. The Austrian reservoirs now con- 
.-trueted an; almost as extensive as those in Germanv. 

Tabic* VI shows the principal details of German. 
French and Austrian storage reservoirs. These data were 
largely abstracted from the report of the Pittsburgh Flood 
( 'oinmission, supplemented by additional information in a 
paper read before the Ohio Engineering Society, by Mr. 
Kenneth (■. Grant. It will be observed that, although 
these* dams are many of them quite high, the highest being 
nearly 200 feet, the volume of water stored is very small as 
compared to the dams now proposed in the Miami Valley 
and for the Scioto Valley in Ohio. 

Other Countries. -The largest artificial storage reser- 
voirs in Kurope have been constructed in Russia for the 
control of the Volga and Meta Rivers. These reservoirs 
are similar to those in the Upper Mississippi in America, in 
that they are natural lakes artificially increased in capacity 
by the construction of dams. The total capacity of these 
reservoirs is about 85,000 million cubic feet. This is 
equivalent to 940,000 acre-feet. 

In Spain, although the rainfall is light, flood damage 
is considerable in certain places. Four reservoirs have 
been constructed created bv dams from 100 to 134 feet in 
height and eight more are planned. These works serve 
the double purpose of flood control and irrigation. 

Kiooh Hki.ikk in AMKKli'A 

rhe i* real est American flood problem is the protection 
oi the oxeitlow lands m the \ alley of the Mississippi River 
between I'aiii 1 and the I lull". 

lowci Mississippi. The situation in this valley is de- 

•*iiibe*i b\ iiciu". a! i !\i! teiuleu : as follows: 

N>.: : i.k... . : •:., :.,-■.:;']:,::: ::.i :-i i** :i:i :i:v:i of about 30,000 

-.,..•■ •■ . :.. : - .; : . !.:* *..*»\ :■:■.: .; :-- n .l.v.n.-it ion has been 

•" « ■ iKK 1 -.,.. i.-. i- .;■ k\\ i \W :.»vr>. An average 

liiimv \.-iii.,,i. .. i.; ^ 1 1 »i ' ,., . .... ^ .\ . - ^. '»a s iMiUHHt. A future 

"K^xi i 'ohIiv.I u ii \i k : *..!. ...v; .;.... jo ihc Inter- 

H^Kiviin* «\«ii|Li\w. \.i,Im .... v >. . ■: J.! ]«.»15. 
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population of 300 to the square mile gives 7,500,000. The mileage of 
railways crossing this area in all directions, forming parts of interstate 
systems, is already large and is constantly increasing. The possibility 
of the development of an empire here greater than the Belgium or 
Holland of today is absolutely dependent upon protection from the 
river." 

Works for the reclamation of these bottoms have been 
more or less steadily pursued since 1727. The expen- 
ditures for levee construction have been approximately as 
follows : 

Prior to the Civil War, expenditures by private 

enterprises $41,000,000 

Expenditures by private enterprises since the Civil 

War about 70,000,000 

Appropriations by Federal Government between 

1879 and 1912 about 77,000,000 

Total about $188,000,000 

At the present time all the river front is leveed except 
where the valleys are too narrow to warrant levee con- 
struction. Of the total length of 1,570 miles requiring 
levees 1,500 miles has been built. Although most of the 
bottom-land frontage is protected, many of the levees are 
of insufficient height to adequately protect the lands against 
floods that have occurred in the past and are likely to 
occur again. It is estimated that the cubic contents of the 
present levees up to the year 1914 was about 275,000,000 
yards and that the levee system as a whole may be re- 
garded as about 60 per cent, completed. 

General Chittenden is quoted as follows, relative to the 
future plans for the river : 

"As was natural, tbc magnitude and the importance of the problem 
have suggested many solutions, reforestation, cutoffs, bipasses, outlets, 
and levees, but all (if we except a possible outlet near New Orleans) 
have been rejected except the last. There has been a vast amount of 
discussion during the past 75 years, but the above conclusion is stronger 
today than ever among well-informed engineers, and the problem will 
apparently be worked out on a 'levees only* basis." 
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Mississippi Reservoir System. — The most capacious 
reservoirs in this country are those constructed on the 
headwaters of the Mississippi River for the purpose of 
storing flood waters and replenishing the low-water stages. 
These reservoirs are formed by dams across the outlets of 
natural lakes. The primary purpose of this work was to 
aid navigation, but it has been found to diminish the floods 
and to benefit the water power and lumber interests. 
This work was begun in 1881 and finished in 1886, at a 
total cost of $1,953,049.53. Six reservoirs were built as 
follows: 



Table VII 



Reservoir 



Head in 
feet 



Lake Wimnibigoshish 

Leech Lake 

Pokegama Lake 

Sandv Lake 

* 

Pine River 

Gull Lake 



14.2 
5.7 
12.0 
11.0 
18.5 
3.0 



Storage capacity 



Billion 
cubic feet 



44 
33 
5 
3 
8 
3 

96 



Acre-feet 

1,000,000 
760,000 
116,000 

69,000 
184,000 

69,000 

2,198,000 



These reservoirs have been effective in improving the 
low- water stage in St. Paul by the amount of 14 inches. 
St. Paul is 413 miles below the uppermost reservoir, and 
1GS miles below the lowest. The river is beneficiallv 
affected as far south as Lake Pepin. 

Ottawa River Project. — There is now under construction 
a large water-storage system upon the Ottawa River in 
Canada. The reservoirs are formed by dams built across 
the mouths of the existing lakes. Three projects are now 
under <<>:>::":• r^n which will impound 3.S50.000 acre-feet 
at the <::::«." ■•••-* • »: S7-S.000. It is the object of this work 
prove navigation, water power and domestic water 
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Pittsburgh. — The floods on the Ohio, Allegheny ant 
Monongahela Rivers at Pittsburgh have been particular!} 
destructive. A very thorough study has been made of the 
flood situation at Pittsburgh (Report of the Flood Com- 
mission, Pittsburgh, Pa., 1911). 

This study resulted in a recommendation of reservoirs 
for the relief of flood conditions at an estimated cost o 
$20,000,000. The future flood loss at Pittsburgh is esti- 
mated at about $2,000,000 per annum. Table VIII shows 
the principal details of the recommended reservoirs. 






BHBBL/^^^Jir fTm ":<? i 






Flu. 12. -Flood ilclviain rewdratwl Doyion. 

Other Flood Problems.- In Chapter VII will be found a 
description of the detention basin and channel improve- 
ments proposed for the protection of Dayton and the 
Miami Valley and also the works designed for the protection 
of the City of Columbus and the Scioto and 01entang> 
Valley. These larger problems involve the largest ex- 
penditures of any other flood-relief measures that have 
progressed to the stage of general plans. 

At Sacramento and Los Angeles, Cal., extensive flood- 
relief measures are being earnestly studied and per- 
manent works for the control of the Lower Colorado Rivet 
remain to be planned and built. Practical examples 
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Table VIII. — Tabular Data op 17 Proposed Reservoirs, Report of 

Pittsburgh Flood Commission 



Reservoir 



Water- 
shed, 

square 
miles 



Allegheny Watershed: 

Loyalhanna 

Black Lick 

Crooked 

Mahoning No. 2 

Clarion No. 1 

Clarion No. 3 

Clarion No. 4 

French 

N. Branch French 

Tionesta 

Allegheny No. 1 

Allegheny No. 2 

Allegheny No. 3 



277 
414 
287 
335 
1.212 



1.009 
217 
477 

3,795 



Mononqahela Watershed: 

Youghioghcny No. 2 

Cheat No. 1 

Cheat No. 2 

West Fork 

Totals and averages 



394. 
1,339 



366 



10.182 



Height 

dam* 
feet 



122 

63 

94 

143 

142 

128 

70 

75 

67 

103 

63 

66 

54 



76 
113 
136 

66 



Length 

of 

dam 

feet 



Capacity 



1,370 

1,330 

1.100 

740 

880 

800 

880 

1,550 

1.015 

800 



Million 
ou. ft. 



4,112.5 

1,454.7 

3,255.7 

2.367.8 

5,067.1 

4,886.6 

1,537.9' 

3.323.1 

2,125.7, 

3,629. 6 ! 



Costt 



810 


2,876.3 


1,670 


4.877.9 


1.415 


2,663.6 


1,270 


1.547.1 


1,040 


5,737.4 


1,130 


7,294.1 


750 


2,724.3 



93 



1,091 ,59,481.4 



Acre- 
feet 



94,500 

33,400 

74,600 

54,400 

116,500 

112,000 

35,300 

76,500 

48.900; 

83.500 

66,000 

1 12,000 

61.200 



35,600 
132,000 
168,000 

02,500 



Per 
mil- 
lion 
cu. ft. 



$297 
495 
274 
460 
258 
210 
294 
719 
340 
375 
424 
627 
520 



1,365,000 



Per 
acre- 
foot 



$12.90 
21.50 
11.90 
20.00 
11.20 
9.14 
12.80 
31.30 
14.80 
16.30 
18.40 
27.20 
22.60 



646 28.10 
224 9.73 
236 { 10.30 
298 ! 12.90 



$364 ,$15.90 



*A11 dams of masonry except one. 

t Cost includes land. Average cost of land, $38 per acre. 

applying the principles brought out in this chapter may 
be multiplied indefinitely in the description of the smaller 
works for flood relief in this country. Their study, how- 
ever, would but serve to emphasize the truth that there is a 
place for almost all the remedies that have been above 
mentioned and the best procedure in any given case can 
seldom be determined until a number of the most favor- 
able remedies for that particular situation have been given 
proper consideration. 



CHAPTER III 
FLOOD INVESTIGATIONS 

Immediately following a great flood disaster, the demand 
is insistent for immediate relief, and though all thoughtful 
people will realize if they stop to think, that before con- 
struction work can begin, a well-defined plan must be 
matured, the public is inclined to overlook this necessity, 
or if it concedes that investigation is wise, its patience is 
exhausted after a few weeks unless it is shown that a proper 
amount of investigation and study is necessary. 

Before the general public can properly comprehend what 
is required to mature a comprehensive plan, they must be 
instructed by the leaders of thought in the community, 
particularly the newspapers, and it is with the hope that 
this task may be made easier, that the following pages are 
written. 

Stages of a Public Work. — As Prof. Frederick H. Newell 
has well said, any large public undertaking necessarily 
passes through three phases or stages of development: 
first, the investigation stage, second, the education stage, 
and third, the construction stage. Minor undertakings are 
often carried through with an inadequate consideration of 
the first two stages, but large and important undertakings, 
works that vitally affect the public, must necessarily pass 
through these three phases if they will be successful. The 
first, or investigation stage, may be neglected, or it may be 
inadequate. This is sometimes the case, but rightly or 
wrongly, the public must be educated before a large and 
important undertaking can reach the stage where the 
"dirt begins to fly." 

Upon the pages which follow, and in the following 
chapter, it will be our endeavor to enumerate the lines of 
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investigation that can profitably be pursued in the pre- 
liminary stages of a great public work, particularly in 
projects for relief from floods. The thoroughness with 
which this investigation is made, and the effectiveness 
with which the result of the investigation is presented, 
will largely govern the speed of public education. 

Assuming, however, that the investigation has been 
properly made and properly presented, the mistake is 
frequently made to assume that the public will educate 
itself, or that it will blindly follow the lead of public 
officers. No more vital error can be made, providing that 
the enterprise closely affects the public interests, and par- 
ticularly the public pocketbook. 

Although the task of public education is not an engi- 
neering problem, and can usually be accomplished better 
by influential laymen than by engineers, yet all the facts 
and most of the arguments are engineering matters when 
the works relate to flood relief, and the engineer must 
furnish the data and be the instructor of the public officials 
and editors who come most closely into contact with the 
people. 

It usually happens that he who is most conversant with 
the facts is the best advocate, and for this reason the 
engineer frequently becomes the most valuable instru- 
ment in the education of the public. However, regardless 
of the facts, to bring the public to one way of thinking is a 
problem of no mean proportions, as our statesmen are 
amply able to testify. If the engineer so conducts his 
investigation that the proper remedy is found, and so pre- 
sents his findings that most impartial and reasonable people 
are convinced, he has furnished the basis for public educa- 
tion, and he can consider his duty well done. 

Psychology of Reporting. — Many individuals, in fact it 
may be said that most individuals, will blindly follow 
advice where they have perfect confidence in the wisdom 
of the ladvisor. This is particularly true in such matters 
as law and medicine, where unaided the individual is hope- 
lessly lost. This is by no means true, however, in public 
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works. The public has only recently come to a realiiation 
of the value of engineering advice, and most of the public 
problems have heretofore been instigated and investigated 
by the laymen. In consequence, many people consider 
themselves quite competent to decide large engineering 
questions. Were it not for the fact that no two of these 
offhand remedies are found to agree, many ill-advised 
undertakings would be carried out. The multitude of sug- 
gestions, however, that come after a public calamity makes 
it almost necessary that the public officers shall seek the 
aid of someone competent to sift the wheat from the chaff, 
and formulate a policy or plan capable of being defendod. 

He whose ground is secure will find it advantageous in 
dealing with the public to take the public fully into his 
confidence. Many capable engineers lack the ability or 
fail to see the necessity of accompanying recommendations 
with a very full enumeration of the reasons governing the 
same. A long experience in public work has led to the 
belief that in the investigation and report upon an im- 
portant enterprise it is the part of wisdom to fully set forth 
all the facts and the principal data that bears upon the 
problem in hand, to outline in considerable detail all the 
remedies that are reasonably applicable to the problem, 
particularly including the more important of the remedies 
that may have been suggested by local people, to compare 
all the reasonable means of bringing about that which is 
desired, both as regards adaptability and cost, and to com- 
pare the costs, taking into consideration investment, inter- 
est upon the moneys invested, depreciation and operating 
expenses, all in such a way that any well-informed person 
shall be able to determine the relative merits of the practi- 
cable remedies, and can see for himself which is the best, 
and why it is the best. 

In short, it is the engineer's duty to so investigate the 
matter in hand and so to present it in his report, that the 
public is substantially in the same position as the engineer 
to determine what is best. It is only by thus freeing an 
engineering problem from technicalities that the greatest 
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value from an engineering investigation can be secured, 
and when this is properly done the task of public education 
is more than half completed. The engineering report 
should be the groundwork of the educational campaign. 
It should be a campaign text-book, so to speak. 

Some very able engineers make the mistake after a course 
of action has been determined, to present their recom- 
mendation in the form of an argument, much as an attorney 
would present a case at law. Such a presentation will 
present the recommended solution for the problem in its 
most favorable light, minimizing all the objections to it, or 
omitting to mention them, at the same time enlarging 
upon the advantages of the particular course of action 
that is recommended. 

'To follow this procedure is unfair to the public, and in 
the long run lacks the convincing force of a clear and fair 
statement of all available means, and a fair and non- 
argumentative statement of all advantages and disad- 
vantages. The public is very human; it follows easily 
and willingly if it can see why, but it is suspicious of half- 
truths and of facts withheld. It is quick to recognize an 
advocate. The thoughtful public always wants to know 
the other side. 

The general public is a complex body and is made up of 
all kinds of individuals actuated by various influences. 
It is only the leaders and the more literary of the citizens 
who will carefully read and digest a lengthy engineering 
report. Even these leaders are inclined to lean upon the 
opinion of certain of their intimates more competent per- 
haps to interpret the more or less complicated problems 
particularly relating to flood relief. For this reason the 
effective engineering report speaks not only to the general 
public, but it must address the engineering public as well, 
and while the problem should be freed from technicalities 
in so far as possible, it is often necessary to go more or less 
into technical details to convince the engineering public, 
and particularly to lay all the cards on the table by pre- 
senting all data bearing upon the problem in such a way 
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that the engineering public can form its own opinion as to 
reasonableness of the recommendations Most large com- 
munities contain several influential and public-spirited 
engineers, perhaps devoted to some specialty remote fixuu 
flood relief, but capable of recogniiing a meritorious piece 
of engineering work, and each through his own circle of 
influence exercising an important influence in helping to 
bring the public to a right decision. 

Conservatism. — The experienced engineer is naturally 
conservative. Lengthy experience becomes cautious and 
even skeptical. It is true that the public complains 
bitterly of expense, and the engineer is sometimes unwisely 
cajoled into endorsement of projects that are experimental 
or problematical. The experienced engineer, however, will 
look ahead, and will recognize the probable consequence 
of a speculative undertaking. Although cost may seem 
everything at the moment, yet, after all, the public de- 
pends upon the engineer for works absolutely free from (lie 
germ of failure, and where the line between success and 
failure cannot be definitely fixed, and it cannot be in most 
engineering undertakings, the wise engineer will leave a 
margin between success and failure sufficiently wide so 
that by no reasonable chance can the enterprise go upon 
the rocks. 

The structural engineer may know that the average bar 
of steel will sustain a load of f>0,000 pounds to the square 
inch, but in designing a steel structure he probably will 
not stress the steel beyond 15,000 pounds \nr square inch, 
The concrete designer knows that average concrete will 
stand a tensile stress of from J 00 to 150 jwunds \n*r ^pjare 
inch, and yet in designing his structure, he will probably 
place no dependence upon the tenaile strength at all, He 
knows that sometimes concrete will era/:k ; and it*, U*n>.\\n 
strength will be destroyed. 

Thi* margin between ultimate ►t.n'ngth and p/aHj'abh' 
working •trength termed "fa/rtor of >aMy '' i> <'ou*9u*>u\y 
applied in many form* of engineering oV>;g/j> sxsA by no 
should it be fjeglefrVsd in \l#t <*m>Ani'*^on oJ work« 

4 
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for flood relief, particularly where the consequences of dis- 
aster vitally concerns human life and heavy property 
interests. 

Selecting the Best Project. — Other things being equal, 
that project will be best which accomplishes the desired 
purpose at the least annual expenditure, taking into account 
a reasonable rental value for the moneys invested, a proper 
allowance for depreciation and allowances for expenses of 
operation, if any. To this end the various projects which 
are considered should be worked out in such detail as may 
be required to place them all upon the same basis of service, 
in so far as this is possible; otherwise they cannot be cor- 
rectly compared, for in complicated engineering problems 
it very frequently happens that the difficulties of a par- 
ticular procedure are not clearly seen until plans have been 
worked out in considerable detail. 

With the completion of cost estimates, certain projects 
may be eliminated at once. A total in dollars is often 
much more convincing than the most lengthy argument, 
and a detailed estimate of cost has disposed of many an 
unwise project in a way that a long line of argument could 
not do. If the details are reasonable they will probably 
serve to substantiate a total that would not be convincing 
without the details* 

When the estimates have been completed and the 
columns have been footed, the investigator then approaches 
the critical stage in the determination of a future policy. 
Having done the best which it is possible to do with the 
figures, he is a wise engineer who will for the moment lay 
the figures aside and reflect whether after all the remedies 
compared are equal in point of service. It will almost 
always be found that some of them possess inherent ad- 
vantages that are sufficient to outweigh slight differences 
in cost. Thus, if the annual costs of two projects are sub- 
stantially the same, the one that requires the least initial 
lire is most worthy of consideration, and it often 
iat when a limited amount of funds are available, 
can be met only by selecting a project with a 
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low initial cost, even at the expense of a higher annual cost 
than would be possible should some more costly project be 
carried out. 

Other things being equal, that project is best that most 
nearly fits with popular ideas. Leaders of thought should 
not attempt to controvert popular public opinion unless 
something is to be gained by so doing. Thus, at Columbus, 
Ohio, in recommending channel improvements for the pro- 
tection of the city alone, as distinguished from protection 
by reservoirs, it was concluded: 

"As between reservoir projects built by Columbus for its own pro- 
tection, and channel improvements of equal cost, wc favor channel 
improvements as being the more simple and reassuring method to the 
public directly concerned." 

In many respects the common way of doing things is 
the best way, and a new or novel procedure can be justified 
only by material advantages such as greatly reduced cost 
or increased benefits. 

In so far as possible, however, the differences in effective- 
ness should be eliminated in the outline of the projects upon 
which estimates are made, where the service would seem 
to be less, and where the uncertainties would seem to be 
more, it is fair to add additional safeguards and include 
their cost in the estimated totals. It usually happens when 
this has been carefully done, that the cost estimates point 
quite clearly to the project that is most desirable. 

Financial Practicability. — When the best remedy has 
been determined, and its cost has been estimated, the pro- 
ject cannot be successfully urged for adoption unless the 
expenditures involved are warranted by the benefits to be 
secured, and in weighing the benefits the ability of the 
benefited property to pay must not be overlooked. Thus, 
in a private undertaking, backed by a sufficient reservoir 
of capital, large future profits often warrant heavy present 
expenditures, but in public undertakings, present assess- 
ments for benefits must not exceed the ability of the property 
to pay regardless of future benefits. 
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In measures for flood relief, a remedy becom 
cable only if it can be shown that the expendif practi ~ 
made is warranted first, in the light of the val* l ° *** 
property to be benefited, and second, by the nmK^, ° f the 
loss of the future. The task of the engineer ° s fl °° d 

until it is shown that the recommended project U °\ d ° ne 
is the best one, all things considered, that can be 1 ° nIy 
but that it is reasonably warranted under the vaf 6 ' 

flood losses likely to prevail. aiUes and 

Halfway Measures.— In planning works for flood 
it usually happens when a project has been carefull ef > 
sidored, that the expenditures involved for its acconf r^ 
ment look large. Perhaps they may seem bey n!f ~ 
ability of the community to pay. Under these c* the 
stances, the temptation is great to adopt some h^f Um "" 
measure upon the theory that almost any expenditur * y 
improve the conditions, and, therefore, will be warr^ ^^ 
There are situations in which partial protection m anted - 
wise. There are other situations, however, i n whirff^ ** e 
thing less than complete protection not only i s u a ? y ~ 
but may be a menace to the lives and property wh '^h 8 ^' 
is intended to protect. e li 

A large amount of channel improvement through ] 
and cutoffs is undertaken for the protection of agriculf G6S 
land. In some situations as upon the Illinois Rive *k 
lands are not largely used as a place of residence th ' f 
mors generally utilizing the building sites above the flr^ 
>lain. In this situation something less than complete °° C ^ 
eetion can be justified, providing that it can be sh °~ 
hat partial protection will secure the greatest net an 
•Hurns. taking into consideration the value of the c 
he crop losses, the maintenance of the flood-protect/* 8 ' 
jyslrin, and the interest and depreciation upon ir v + * 
ihmiIs necoxary for flood protection. In situations * "~ 
ar to I hose, it may he >hown that it would be bett 

Itiance to protect :ig:iin<t a flood likelv to rnm* 

% lun »v sav 
"^ars, and >tand an occasional crop loss and 

t>pair> to the levees, rather than to pay th 
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fixed charges upon a system of works that would give 
complete protection. 

Successful protection must, however, fulfil the further 
requirement that an inundation shall not destroy the 
ability of rehabilitation, that is to say, if a farmer or a 
farmer's organization would be bankrupt by the loss of 
a crop or the partial loss of his levee system, then partial 
protection would be unwise. The test of partial protection 
is the ability of the owner to insure himself. 

Partial Protection of Cities. — In the protection of large 
districts, as for instance the low lands of Holland, or in 
the protection of cities where the failure of protective works 
would mean the sacrifice of human life with enormous 
property losses, partial protective measures may be worse 
than none. If the low lands of the city are not protected 
at all, the worst that can happen is a periodical wetting. 
Valuable property and perishable property is removed from 
the flood zone with each inundation, and the most valuable 
property permanently seeks the high ground. With the 
construction of protective works, however, the situation 
is changed in that if the works prove inadequate, the failure 
is likely to come suddenly, thus not only wetting the 
flooded district, but creating destructive water velocities, 
which, rushing upon the unsuspicious inhabitants, may 
cause great loss of life. 

Partial protection was responsible for the disasters at 
Dayton and at Columbus, Ohio. Without the low levees 
which were thought to furnish protection, the damage 
would have been confined to a wetting. The flood would 
have risen comparatively slowly, and the people would 
have had time to escape or could have remained in 
their houses with safety. At both places it was the 
sudden and unexpected breaking of inadequate levees that 
caused the great loss of life and the heavy property damage. 

At Columbus the 1913 flood is estimated to have reached 
a maximum rate of about 140,000 second-feet. The leveed 
channel in the city was capable of carrying about 30,000 
second-feet when brim-full. The consequences were in- 
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evitable. The suggestion has been entertained seriously 
to enlarge the Scioto channel in Columbus to a safe ca- 
pacity of about 60,000 second-feet at an expenditure of 
about $3,500,000, notwithstanding the fact that there have 
been two floods within the past 21 years that exceeded 
this capacity figure. When works are concerned intended 
to protect a large population, a halfway measure is nothing 
less than a death trap. Anything less than to adequately 
protect a place of human habitation is worse than no pro- 
tection at all, for it creates a false sense of security and 
multiplies the consequences of failure. 



CHAPTER IV 
FUNDAMENTAL DATA 

Engineering is an old profession comparatively but it is 
a profession which is unknown and little understood by 
the public, and people realize only vaguely the process 
through which an engineering conclusion is reached. An 
opinion on most problems in medicine, and many of the 
problems in law may be reached after a very brief inquiry 
into the facts. In many engineering problems, however, in 
fact nearly all the problems regarding flood relief, the 
fundamental facts are extremely difficult to secure, or 
rather, they can be secured only through a more or less 
laborious search. 

Likewise, in medicine and law, many problems can be 
decided offhand on the basis of past experience when once 
the facts are known, but the problems in flood relief are 
so large, involve so much territory in the construction of 
the necessary works and require so much time, that no 
engineer lives long enough to become conversant with all 
the phases of flood relief in such detail as would be re- 
quired to reach a correct conclusion from a cursory study 
of a given set of conditions, even if the human mind were 
capable of quickly grasping the multitude of facts that 
bear upon every flood problem of considerable scope. 

Hie engineer is no wizard, and is in no sense gifted with 
second sight. The best that he can do is to utilize hi* 
experience in laying down those lines of investigation that 
will bring out the required facts with the least possible 
labor, and to utilize the facts thus obtained in the defini- 
tion of applicable remedies and the selection of the be#t 
W through the general process of reasoning that ha* 



56 RELIEF FROM FLOODS 

been described in the preceding chapter. It is the purpose 
of this chapter to acquaint the reader with the general line 
of procedure that should be followed in the investigation 
stage of any public undertaking for flood relief. 

A flood investigation may be divided into three principal 
phases: first, investigation relating to values and flood 
losses. It is only by these figures that flood protection can 
be justified and the practicability of remedies determined. 
Second, investigations relating to physiography, that is to 
say, topographic maps and plats that sufficiently define 
the physical conditions to be met in so far as may be 
required to compute flood heights, quantities and estimates 
of costs. Third, investigations relating to hydrology which 
will include all the facts bearing upon climate, rainfall, 
stream flows or flood waves, in so far as these facts are 
pertinent. These investigations may be, and usually are, 
carried on simultaneously. It sometimes happens that the 
values to be protected, and the flood losses, or possibly 
great loss of life, makes it unnecessary to go very deeply 
into these financial statistics. Upon the other hand, pro- 
jects for flood relief are usually large and costly projects, 
and even if the benefits obviously exceed the cost involved, 
it serves to clarify the argument very much to show at 
least, approximately, the degree of excess. 

Investigations Relating to Values and Losses. — The tax 
returns usually furnish the best guide to value. It is often 
necessary, however, to enter the taxable values upon a 
plat in order to separate values that are benefited from 
those that are not. Where the investigation involves city 
property, it is very convenient to plat the value of land 
and improvements upon each lot, or if the acreage con- 
sidered is very large, acre values may be platted upon each 
block. Where agricultural land is involved, it is convenient 
to plat acre values with improvements upon each farm. 

In most localities assessed valuation is materially less 
than full value. Where this is the case, it will be necessary 
to multiply the assessed values by such factor as may be 
necessary to ascertain true values, for the reason that dif- 
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ferent classes of property are not assessed upon the same 
basis, and after all it is. true value rather than assessed 
value, that will govern practicable expenditures for relief. 

A convenient method to reach the true value of farm 
land is to plat transfers upon the plat showing assessed 
values, and in this way to determine a reasonable ratio 
between assessed value and true value. In the absence 
of recent transfers, properly distributed, and this applies 
particularly to city property, it will be necessary to con- 
sult the best-informed local residents. 

There are certain other classes of property, including 
such municipal property as streets, street pavements and 
sidewalks, also public utility property such as water, gas, 
electricity and transportation that must be valued in the 
light of expenditures, which are a matter of record, values 
for the purpose of taxation if the values are known to be 
full and fair, as they are in some States, or in most cases 
it is necessary to prepare estimates, being careful not to 
involve details of greater refinement than are warranted in 
a preliminary investigation. 

In the investigation at Columbus, Ohio, the full values 
and losses were investigated, and totals were determined 
with such accuracy as was thought to be necessary for a 
general report. To the value of the land and the building* 
in the flood zone there was added the value and damage 
to such municipal property as the city water works, stor- 
age dam, pumping station and purification works, city pipe 
system, the municipal sewerage system including the sew- 
age-disposal plant, the street improvements, including 
pavements and sidewalks, the city bridges and viaduct*, 
municipal lighting plant with its distribution conduit*, and 
to this was added the value and damages sustained by the 
city schools, fire department, the city workhouse, the gar- 
bage-reduction plant and the municipal levee*. The 
county property was considered, including the county 
bridges, as well as the .State property. Allowance* were 
also made covering -learn railway property, street raiP 
ways, telephone and telegraph companies, ga* company, 
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church property, manufacturing industries, retailers' stock 
and fixtures, merchandise in transit, and such personal 
property as was contained in the homes. To the flood 
kOTOB were also added items of expenditure involved in the 
rehabilitation of all these things, where damaged by the 
Hood, including the funds necessarily spent for flood relief. 
In projects of larger scope, including rural territory as 
well as municipal property, there are other classes of values 
and losses that must be introduced. In the Ohio floods a 












Fio. 13. — Stones deposited where the nurreut slackened below a piaeo of hoary 

large amount of farm land was ruined through the removal 
of the soil by washing or by deposits of the coarse sand and 
gravel washings eroded from localities upstream. The 
rural flood losses from the ordinary floods consist princi- 
pally of crops and live stock destroyed, or in some localities, 
the partial destruction of farm levees. 

At the best, statistics of losses must be in the nature oi 
estimates, for most of those directly affected have no accu- 
rate idea as to their loss. This is a class of statistics in 
which the collector must exercise considerable discretion, 
but intelligence and ingenuity will bring results. 

Indirect Losses. — In addition to the physical damage, 

flood disaster creates indirect losses very difficult 

inurement, and for this reason usually omitted in 

! damage. They are, none the less, necessary 
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to a consideration of practical expenditures for flood relief. 
These losses will include those arising from the paralysis 
of business, maufacturing, merchandising, transportation, 
labor, and the suspension of industry in all forms. There 
is further the indirect loss occasioned by sickness and death. 
A very important source of indirect loss is the depreciation 
in property brought about through the increased emphasis 
of the flood menace in the locality inundated. Corrective 
measures may overcome this loss, but in the absence of 
protective measures the loss is very important, particu- 
larly in a large city. Since the 1913 flood in the Scioto Val- 
ley there has been very little demand for farm land lying 
below the flood plain, and in consequence the value of 
such farms has considerably depreciated. 

The railroads usually endeavor to estimate their losses 
both direct and indirect quite accurately. With the assist- 
ance of the railroads, an estimate was made showing 
the railroad losses in the counties watered by the Scioto 
River during the flood of March, 1913. With two or three 
exceptions, the figures on losses were furnished by the rail- 
roads themselves. The inquiry resulted in an estimated 
direct loss of $1,613,860, and an indirect loss of $2,494,500. 
According to these figures, the indirect loss is about 60 per 
cent, of the total. 

The indirect loss reported by the railroads consists princi- 
pally of losses due to suspension of traffic; that is to say, 
loss of revenue from transportation. This does not take 
into account the loss of goods in transit. It appears that the 
railroads have not been held responsible for loss of goods 
under the conditions that occurred in the 1913 flood. 

If the railroads suffered this large indirect damage, what 
shall be said of the losses sustained by the shippers. This 
is a loss that is by no means confined to one locality, but 
permeates the whole country. We hear little of this 
source of loss, probably because that arising from any par- 
ticular flood is distributed thinly in varying degrees over 
many States. 

That the indirect loss is by no means confined to the 
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localities of the flood is well evidenced by the fact that 
railroad transportation was not completely resumed in 
Ohio for many weeks after the flood. There were certain 
localities in which travelers were not allowed unless it 
could be shown that their business was urgent. Com- 
mercial houses of the jobbing centers in Chicago and 
New York found it necessary to recall their commercial 
travelers, and the sale of goods was not fully reestablished 
until the devastated towns were cleaned up and the rail- 
road traffic restored. A comparison of the bank clearings at 
Columbus by days, taking into consideration the normal 
fluctuations for the different days of the week, indicates 
a loss in bank clearings for the flood week aggregating 
slightly over $2,000,000. 

It is true that the loss in bank clearings is not all a total 
loss to the community. Some business was temporarily 
suspended and made up the loss later. Upon the other 
hand, there is a large local indirect loss that does not 
appear in the bank clearings. Only a part of the cash 
transactions thus appears, and there were losses in the indus- 
tries due to reduced output that would not show in bank 
clearings in some cases for weeks or months. 

Annual Flood Loss. — In cases where the loss from a 
flood is not very excessive, it must be the annual flood loss 
over a long period of years that will justify expenditures 
for flood relief. It is important to consider, however, that 
where a community is growing, even if the floods remain 
the same, the property subject to damage must increase 
with the increased population of the flood plain. For this 
reason, a scrutiny of the past is of very great use as a 
guide to justifiable expenditures, but the fact must not be 
overlooked that it is the future flood losses without 
protection that properly fix the warranted expenditures. 

Where, however, a locality is subjected to a tremendous 
loss accompanied by great loss of life, particularly if the 
heart of the city is affected as was the case at Dayton, 
Ohio, in 1913, then it will be necessary to consider in the 
debits and credits what the future will bring forth with and 
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without protection. This is particularly important in a 
case like Dayton where the very life of the town is affected. 
It must have protection or its growth will be stopped. In 
a lesser degree this applies to cities partially flooded such as 
Columbus. No city or locality can progress as it should 
in the face of a constant flood menace. 

In the justification of expensive works for flood relief, 
the fact must further be considered that such works are 
usually constructed through bond issues covering a gen- 
eration more or less. In this connection it is proper to 
consider that populations and values are constantly upon 
the increase in prosperous localities, and, therefore, while 
the tax rate of the immediate future must necessarily bo 
considered, it is well to remember that with adequate pro- 
tection, growth in value will automatically cut the tax rate. 
In other words, a great work for flood relief is a permanent 
work. It benefits not only the present generation, but 
generations to come for an indefinite period. It is proper, 
therefore, that the cost in so far as possible, should be 
distributed in accordance with benefits, and while under 
our present laws there is no way to assess the indefinite 
future population, yet long-term bonds are perfectly proper 
and will ultimately be retired at a reduced cost per capita. 

Investigations Relating to Physiography 

It is necessary before it can be predicted what alterations 
in the flood plain or river channel are required for flood 
relief, to determine the shape, form and dimensions of 
the channel through which floods must pass, and further, 
to determine the underground and underwater conditions 
so far as they affect the problems that must be solved. 
The word "physiography" implies a description of nat- 
ural conditions, and while, to a large extent the topography 
and geology are shaped and affected by natural causes, 
in cities particularly, there are important modifications in 
the natural conditions due to the works of man. These 
things must be measured and located in .so far as they 
affect the problem in hand. 
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It cannot always be foreseen just how the topography in 
a certain locality will affect the problem in hand. There 
will be places where the conditions are more or less govern- 
ing, and there will be other places where a less exact de- 
termination of conditions will fulfil the purposes of the 
particular investigation. 

Very much can be learned through a careful reconnais- 
sance of the territory affected, particularly as indicating 
the places where detailed surveys are advisable. The extent 
of territory that it will be necessary to cover by surveys 
will obviously depend upon the scope of the territory that 
it is proposed to protect, and the area of the river system 
that affects the flood problem of the locality to be protected. 

Existing maps should obviously be used in so far as they 
are useful. The ordinary map, however, represents the 
existing conditions only in one plane. Its purpose is 
usually to show property, and therefore it usually imper- 
fectly portrays river conditions. Furthermore, in the con- 
sideration of floods, one is interested in depths as well as 
areas, and therefore in one way or another the topography 
over a large extent of the country must be determined 
perhaps in considerable detail here and less detail there, 
perhaps accurately surveyed where dam sites are proposed, 
and surveyed and mapped by the less accurate so-called 
" stadia' ' methods where reservoir sites are to be located 
or where channels are to be improved. 

To the layman a view of the ground is most enlightening, 
and to the engineer while a careful view of the ground is 
very necessary, for there are some things in nature very 
difficult to portray on maps, yet nothing can displace the 
accurate topographical map. To the engineer it does more 
than portray the conditions as they appear to the eye, 
in that it supplies dimensions vertical and horizontal, and 
permits the estimates of quantity from which costs must be 
computed. The maps prepared by the U. S. Geological 
Survey are ideal for the purpose of general reconnaissance. 
Supplemented here and there where they indicate condi- 
tions favorable to flood remedies, they furnish an excellent 
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groundwork for the more detailed topographical surveys 
that will be required in working out special problems at 
special places. These maps have been invaluable in the 
investigation of the Ohio flood problems. The entire State 
has been covered by geological surveys and maps or proof 
sheets are available for practically the whole State. These 
sheets were used to determine accurately the drainage areas 
tributary to various points upon the river system. They 
were found to be quite accurate in their general portrayal 
of the river valley and flood plain conditions within their 
limit of accuracy. They were further found to be suffi- 
ciently accurate to determine the contents of reservoirs 
formed by high dams within 10 per cent, and were of great 
use in locating the dam sites and reservoir sites in the 
projects of flood relief by storage. 

In the investigation for Columbus and the Scioto Valley, 
the problem was to determine first, the scope of territory 
that profitably could be included in the flood protection 
district under the Conservancy Law of Ohio, and second, 
the best method for protecting this district. The total 
drainage area of the river is 6,481 square miles. Early 
in the investigation it was determined that the lower 
reaches of the river could not be included in the protected 
district profitably, and further research was confined 
to the upper half of the watershed, and more particularly, 
to the upper one-quarter of it. It was necessary, however, 
to determine river cross-sections up to the high-water plane 
on something over 150 miles of river, including the lower 
ends of the principal tributaries. These general sections 
were taken at intervals of from 1 to 3 miles and were 
located at the most important places as determined by the 
topography disclosed by the U. S. Geological Survey sheets. 
More than two dozen dam and reservoir sites were located 
upon the Geological Survey sheets. The capacities of the 
reservoirs and the contents of the dams were computed. 
As soon as the investigation had progressed sufficiently 
far to disclose the most favorable sites, these sites were 
surveyed. An area of 50,000 acres was thus covered by 
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stadia surveys. Table IX shows Hit* prnKtTNN miiiln by 
these survey parties, the cost of the surveys and the com 
parison with several other topographical surveys for whieh 
cost was available. 

For the purposes of the preliminary report, channel 
sections within the City of Columbus were taken /it inter 
vals of from 50 to 100 feet and lied into the existing city 
property map. The official plan required a more detailed 
topographical survey. 

Underground Conditions. It is obvious that the under 
ground conditions must not be overlooked in so far an they 
bear upon the problems in hand. It need hardly be wild 
that dams and levees must have suitable foundation*, 
and the types and the location* of :-.t picture.-, fo be built 
cannot be determined until the-.e foundation cofidiljon*- 
are known. 

The condition- underground not only <l<t<ttitin<- Mi'- 
kind, form and dimension-, of *he 'tni'tin- to ),*■ built. 
but the}* affect the co-* of v;'-h *V-.'- #, jr«- ;:■■ d;»rr.-- -*u*\ 
levees, and al^o the exeav&V/r.-. *:.*■ ::.>->' **• ?*'. ,.t"\ *.*,t 
channel alteration, eharir.e! -v^.zr/'r..:./ ',•',<?.■ >.:.'*. •;.* 
like. There L- a:, er. ':>--. >.::/, .:.* ',: '>*>... .:. \v- ."-•;/" 4 

jhflfi If I* <•»" *»•** »Vi»*?> r • • f f»* f r • • * *- *. f.y ' £.» C- * ' /./' € ' V * t i • 

f st H^T*-r^*" ' •" t* ^ f*~ic ~s* • * ■ "<-•■* s?> * ' * * > *i» •>*•>"•//' * * ' / 

YmTTmTmi&T*' "*" * r <*^i"' "-■ *'£. •r.'' »:•'■•£'**+ ' ' > * «i- ■ -' " > .« . 

ft" m J*J" m *■ a .. a ■ ■ iTt - - « - . y • « . . • ' # • • . « * - #> . *#■ * . . ■ . . O / 

m»» mm m *» . Sammm .* A • m, . ■ . fm *• . • . m . . » r * 

■A* .m*rr:.m ...ii. . ^ • -"*- -..'.. •, - .. ' .. ** l *'* * -■' 












66 RELIEF FROM FLOODS 

ity. Second, a search by inquiry where information re- 
garding borings may be available, particularly wells, and 
third, where the accuracy of the data requires it, test pits 
and borings are useful in determining rock topography 
and the character of general underlying materials. Borings 
are frequently misinterpreted, and it is very important to 
avoid being misled, that they should be accompanied by a 
reasonable number of test pits where conditions make it 
practicable. 

Investigations Relating to Hydrology 

It need hardly be said that the correct solution of the 
flood problem will depend upon an intimate knowledge of 
floods. Although it is future floods that must be con- 
trolled, the past must carefully be studied to determine 
most accurately what the future has in store. Therefore, 
the science of water, its properties, phenomena and laws 
occupies an important part of the study that must .be given 
to the correct solution of the flood problem. 

That locality is particularly fortunate where river statis- 
tics have been sufficiently appreciated so that records of 
gage height and flow have been taken and preserved over 
long periods. Where such records are available, they are 
invaluable in that they permit the outline of adequate 
remedies with an accuracy that is not possible without 
them. In their absence, the facts that they determine and 
the lessons they teach must be disclosed on the particular 
river in question by circumstantial evidence in so for as 
search determines evidence at all supplemented by ex- 
perience in other localities possessed of records, and having 
conditions similar to the problem in hand. 

The general public is slow to realize the value of hydraulic 
records. In fact, records of any kind are the accompani- 
ment of maturity. Generally, it is the man past the prime 

is the most interested in history, and likewise 

Ider civilizations that records of the past are 

*«V to go back 100 years in Pennsylvania 

1 1 years in Oklahoma. For these 
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reasons we have a few stream records about 100 years long 
in the eastern part of the United States. In the Middle 
West the data is more or less hazy with a few exceptions, 
for more than a generation in the past, and further west, 
the records are usually much shorter. 

Nearly all our records of rainfall, and practically all our 
data on stream flow have been collected by the U. S. 
Weather Bureau and the U. S. Geological Survey during the 
past 20 years, and particularly during the past 15 years. 
Fragmentary records of gage height and stream flow are 
to be found in every State in the Union. Through the 
lack of Government appropriations in recent years, these 
data are all too fragmentary. In addition to the work of 
the Geological Survey, the U. S. Weather Bureau maintains 
gages at one or more places upon the principal rivers of 
the country. A few of these records are 20 years in length. 
Observations are taken usually at sufficient intervals to 
fairly define the variations in stream flow. Ordinarily, the 
observations are taken at a specific time each day, and at 
shorter intervals during periods when the river stages are 
changing rapidly. 

Gaging Stations. — To directly and accurately measure the 
flow of a large river is a task not easily accomplished. It 
is one that requires preliminary preparation and consider- 
able skill. It has been observed, however, that other 
factors remaining the same, the flow of a stream will bear a 
fixed relation to the gage height. This relation is not di- 
rect; for instance, to double the gage height very much 
more than doubles the flow, for in the ordinary river cross- 
section, increased depth is accompanied by increased 
width, and usually increased water velocities. 

This relation between gage height and flow has been 
extensively utilized by the U. S. Geological Survey and 
others, to secure flow data over a very much more extensive 
territory than would be possible in any other way, for when 
the approximate relation between gage height and flow has 
been determined for the conditions at any particular gage for 
the various stages of water that prevail, it is then only nee- 
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eesary to maintain a daily reading of gage height, and the 
approximate flow of the stream from day to day can be 
determined. 

This relation at any particular place between gage 
height and flow is termed a "rating curve." It is not 
necessary to measure the flow of water for each gage height, 
but the measurements should be distributed fairly uni- 
formly between high water and low water. The larger 
the number of measurements, the more accurate the deter- 
mination of the curve or relation. 

In comparing gage heights and flows, as in preparing a 
rating curve, it is noticed that the separate measurements 
of flow at a given gage height may differ more or less. As- 
suming that the river channel has not changed at or below 
the gage, these variations are usually accounted for by 
changes in the slope of the stream and hence in the velocity 
of the water when passing a gage at a given height. The 
slope variations are most prominent in a rapidly changing 
stage of river. Usually a rising stage tends to increase 
slopes which flatten out under a falling river. The con- 
verse may be true, however, depending upon the origin 
of the flood water. 

So far as the aggregate of flow is concerned, that is, the 
bulk of water passing the gage in a month, or more par- 
ticularly in a year, the ordinary rating curve is quite accu- 
rate. Its accuracy is much less in the measurement of the 
apex rate in a particular flood. In order that better knowl- 
edge may be obtained of the flow during such a time, it 
is advisable that the governing slope at the rating station 
shall be determined during the current meter measurements 
which fix the gage relation, and especially during floods 
that observations shall be taken that will disclose the flood 
slope. This can usually be done by observing two gages 
sufficiently separated so that small errors in reading and in 
observations will not introduce serious error. 

There an Bpme localities particularly ^here great changes 

ig plat-i" in the river channel from 

HtaHT to year where a gaging sta- 
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tion is of minor value. This is particularly true in some of 
the rivers of the Southwest that pick up their beds in flood, 
so that the cross-section changes to a greater degree than 
would be evidenced by a survey in the dry season, the only 
time when a survey of a cross-section would be accurate. 
Most of our rivers, however, have cross-sections that are 
fairly stable, so that gage height and flow relation is reason- 
ably constant. 

Construction of Rating Curves. — A rating curve is usually 
constructed as stated above, by platting a diagram of 
gage height and measured flow. Flood investigation is 
usually instituted after the flood has subsided, and it may 
be many years before another opportunity arises to meas- 
ure a great flood. In such cases where a rating curve 
is desirable, it must be constructed from actual measure- 
ments in so far as possible, supplemented by computa- 
tions. Immediately the investigation is started, it is well 
to establish gaging stations wherever hydrographs will 
probably be desired and to take current-meter measure- 
ments as opportunity offers, thus establishing points 
upon the rating curve. Where the flood investigations 
cover several months or more a very good curve can some- 
times be obtained in less than a year. If the rate during 
a great flood has been determined according to any of the 
methods hereinbefore described, the result of this esti- 
mate can be platted on the diagram, and forms one of 
the points from which the curve is drawn. The curve 
between the great flood and actual current-meter determi- 
nations may be approximated by projecting the current- 
meter observations, or if there is a considerable difference 
in gage height between the great flood and the highest 
stage for which a measurement is obtainable, it is useful 
to compare relative cross-sections, comparing the gage 
heights and the flows upon the assumption that the slope 
remaining constant, the flow will vary directly as the cross- 
sectional area and the square root of the mean depth. 
The use of logarithmic paper will be found very useful in 
the construction and estimation of rating curves. 
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It need hardly be said that as the opportunity arises 
!o substitute actual measurements for computations, 
the rating curve should be corrected. In investigations 
at Columbus it was impossible to await the completion of 
the measurements. The curves were constructed when 
needed, and were modified afterward where necessary in 
the light of subsequent measurements, the hydrographs 
ueing modified if the changes were sufficiently important. 
In general the changes were slight, and the use of computed 
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1913. 
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rating curves much facilitated early conclusions that were 
very necessary to properly direct subsequent investigations. 
In the Columbus investigations a very good check was 
obtained by comparing the resulting hydrograph with the 
closely estimated runoff and rainfall above the Columbus 
storage dam. A close estimate of the rainfall as compareii 
to the runoff over this dam indicated that 93 per cent, oi 
the rain that fell in the great storm ran off within about 
10 days, at which time the river had returned practically 
to normal flow. This relation between bulk of rainfal 
and bulk of runoff served as a very useful check on the 
rating curves and hydrographs for other places upon the 
watershed. 
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Flood Measurements. — It is found almost invariably, 
that flow data is lacking at some of the places where 
knowledge would be desirable in the consideration of any 
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large flood problem, and it frequently happens that practi- 
cally no data is directly available that would indicate at 
once the magnitude of the flood rates. The best and most 




Fig. 10. — Experiments on flow over broad-crested wiers Cornell University 
Hydraulic Laboratory. 1903. (U. S. Geological Survey — Water-Supply Paper 
No. 200.) 
Th«te experiment! illustrate the importance of eonaidering: creat width parallel to the 



accurate means of determining these rates is to measure 
them directly during a flood by the aid of a current meter, 
but this usually is not practicable, for investigations for 
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flood relief are usually brought about through the flood 
itself. The investigation follows the flood and therefore 
the best that can be done usually is to determine what 
happened through the record that was left. The shorter 
the time between the flood and the flood investigation, the 
more accurately the flood happenings can be determined. 

The flood of 1913 upon the Upper Scioto River all passed 
over the masonry dam of the Columbus Water Depart- 
ment. At normal stages of water this dam creates a head 




of about 30 feet. It has the usual curved vertical cross- 
section of masonry dams. During the flood the tail 
water remained below the crest, so that by the aid of the 
gage height records immediately above the dam, the flow 
could be estimated with considerable accuracy through the 
aid of the experiments that had previously been made upon 
with rounded crests. In the present status of 
hydraulic data, a dam thus furnishes the best means for 
he flood rates in past floods. 

lind the water course more or 
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less obstructed by works of man, particularly railroad 
embankments and bridge openings. The inadequate 
opening can be utilized as an index to flood rates that 
prevailed, providing data can be secured as to coincident 
heights above and below the obstruction. Flow data 
secured in this way should be used only with caution 
unless checked by all other available means of estimate. 
It would be of great advantage if knowledge of hydraulic 
data could be extended to include experiments on the 
relation between flow and lost head upon river obstructions 
similar. to bridge openings. Inadequate bridge openings 
very frequently furnish the only good guide to flood rates 
after the flood has subsided. 

To determine the flood rate it is frequently necessary 
to resort to river cross-sections and slopes as determined by 
surveys of the river valley and high-water marks. There 
is no application of hydraulics that may appear to produce 
results so uncertain as this method. The application of 
flow formulae to flooded rivers will be further discussed 
under channel improvements, but let it be said here that 
considerable experience has indicated that the largest 
error arises through imperfect slope determinations, and, 
therefore, that the most accurate results can be obtained 
by the consideration of a long reach of river, that is to 
say, several or many miles in length on the large rivers 
where the fall is comparatively slight. 

The error in slope determination is threefold. First, 
high-water marks or even gage heights are not very ac- 
curately determined. The gage is usually read only to the 
nearest tenth of a foot. Second, a line drawn through 
the flood marks may not indicate slope at all. That is, 
there may have been no time during the flood when the 
slope corresponded to a profile through the flood marks, 
for the flood marks are formed by the progress of the crest 
wave. The consideration of a long reach of river eliminates 
this error to a certain extent. Third and lastly, the sur- 
face of a flood is not horizontal when considering the 
cross-section at right angles to the flow, but may vary at 
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different places in the cross-section, depending upon the 
velocity in an amount that could introduce considerable 
error in the consideration of a reach where the total fall 
is only a few tenths of a foot. A reach sufficiently long 
to obtain a fall of several feet is highly desirable. 
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In estimating the flow by means of cross-section and 
slope, the fact must not be overlooked that most of our 
experimental data refer either to artificial channels, or 1 
refer to rivers flowing within their banks. When a stream 
forsakes its natural channel and submerges the adjacent 
bottom lands, a condition is created quite outside the 
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compass of accurate experimentation. Although wo have 
no better means of considering these occurrences than to 
apply the usual flow formulas to them, yet this must be 
done with caution and consistent results can most readily 
be obtained by separating the channel section which usually 
carries the greater part of the water from the land section. 

In the estimate of flood maximums, it is of great value 
to bring all possible checks upon the result, and in ho far 
as it is possible to make it consistent with all the circum- 
stantial evidence that can be brought to bear upon the 
matter. Thus, generally speaking, the maximums pro- 
gress downstream not in direct proportion to the drainage 
area, but usually as some function of the drainage area 
varying from the square root to the first power. Thin is 
particularly true when considering the maximum flood rate 
regardless of any particular storm. In some particular 
flood, a different relation may be shown depending upon the 
localities and magnitudes of the heaviest rainfalls. 

Hydrographs. — In channel improvements we are con- 
cerned chiefly in the maximum flow rates, but when con- 
sidering such remedies as storage, then we are interested 
not only in the maximum flood rate, but it is also necessary 
to know the bulk of the flood waters. In order that this 
may be computed, it is necessary to have a so-called 
"hydrograph" of the flood. This is generally a graphical 
diagram and indicates the flow rates prevailing during 
the different hours of the clays during the flood. Where a 
rating curve is available, this hydrograph may be prepared 
directly from the gage readings. It often will be found 
necessary, however, to construct a hydrograph where no 
gage records are available. 

In a great flood a graph of gage height in referent to 
time can often be produced through Inquiry a« to when the 
flood reached certain well-defined marks whose elevation* 
are determinable. Thus, in the flood of \WA t the gage upon 
the Olentangy River at Delaware was washed out eariy in 
the flood, and a>, the bu*ine*H> section of the city wa* flooded 
a depth of several feet, it was poaaible to retfjftfttruet a 
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very good gage height record by inquiring along the 
streets in the business district which varied in elevation, 
and determining on what day and hour the flood first 
intruded upon the floors of the various mercantile houses, 
and the day and hour when the water had sufficiently 
receded so that the premises could be cleaned up. After 
the river had receded within its banks, it was more difficult 
to plat the height from day to day, but a few determinations 
when the river had receded practically to normal permitted 
a fairly satisfactory curve to be drawn. 

With the data of gage height determined from actual 
readings, or in the manner above described, a hydrograph 
of flow can be constructed. 

For many purposes a hydrograph showing the daily 
flow of the river throughout the year is of use. Thus, in 
considering flood relief by storage, it will be desirable in 
some cases to consider water storage for water supply or 
for water power. This has been an important adjunct of 
the European works for flood relief by storage. To determine 
these matters the daily flow of the river throughout the year 
and through a period of years is very important to the for- 
mation of correct conclusions. 

Influence of Rainfall. — It is generally impracticable to 
compute flood runoff from rainfall with any degree of 
satisfaction, and yet a determination of the rainstorms 
that have produced great floods when proper consideration 
is given to locality and the factors that affect runoff are 
useful particularly in that they furnish a general guide to 
the importance of such floods as may have occurred upon 
the river under consideration, and the likelihood of greater 
storms, and hence greater floods at some time in the 
future. This matter will be considered in the following 
chapter. 

The U. S. Weather Bureau is rapidly accumulating a 
large amount of data regarding rainstorms in the United 
States. Observation stations are well distributed, partic- 
ularly in the better-settled country, and daily rainfalls 
-nare important stations and rates for short periods 
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are available generally for 25 years, with considerable data 
running back two or three generations. 

Very little has been done, however, to digest this infor- 
mation, particularly to determine the magnitude and dura- 
tion of rainstorms that may reasonably be expected in the 
various parts of the country, based upon past experience. 
The data abundantly prove the average variation in rain- 
falls but storms have not been studied to the extent that 
thier importance warrants. 

In the consideration of flood problems, it is particularly 
important to consider the three factors of intensity, dura- 
tion and area covered by the storm. In the drainage of 
cities, the size of the sewers may be governed by the 
rate of rainfall for so short a period as a few minutes .or 
a few hours in the case of a large city. These short and 
very excessive rainfalls are of importance in the considera- 
tion of small drainage areas such as Cheery Creek at 
Denver, or the small stream producing a great flood loss 
at Erie, Pa. The larger flood problems are, however, 
on the streams of such drainage area, that a large area 
several hundred or several thousand square miles must be 
simultaneously subjected to a downpour having a duration 
of several days. The very excessive storms producing 
floods upon the small drainage areas may have little 
or no effect upon the larger rivers, and the average rain- 
falls over these large areas are very much less than the 
excessive rates that sometimes fall upon a few square 
miles. 

One of the first studies to determine excessive rates of 
rainfalls over large areas was made by Mr. Clinton JJ. 
Stewart in the consideration of the floods on the Wiscon- 
sin River. 1 For Wisconsin conditions, Mr. Stewart con- 
cludes that rainstorms may be expected about once in 
50 years in the amounts and on the areas as shown in 
Table X. 

It has remained for the Miami Conservancy District 
under the direction of Mr. Arthur E. Morgan, Chief 

1 Western Society of Engineers, voL 18, p. 290. 
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and while no one .will contend that thin middle wcnt-crn 
region could be subject to the storms of the Pacific count 
or the tropics, it would be desirable if knowledge on Mil* 
subject could be extended. Studies by Prof. 1). W. 
Mead made for the Miami Conservancy District indicate 
that the great 1916 storm of the Carolina* could not 
have survived the passage of the Appalachian Mountain 
system and entered the Ohio Valley for a reason nimllar, 
but less in degree to the fact that we have the arid Nevada 
deserts immediately across the mountain range from the 
well-watered Pacific coast. 



CHAPTER V 
PROBABLE MAGNITUDE OF FUTURE FLOODS 

In looking into the future we are permitted to see no 
further than may be indicated by a thorough study of the 
past. A correct interpretation of the past is an extremely 
valuable guide, providing that the retrospect is sufficiently 
long so that it may reasonably be assumed to have in- 
cluded all the combinations of circumstances that are likelv 
to occur in the future. The length of record thus required, 
and the accuracy with which the past serves as a guide for 
the future, depends first, upon the nature of the prediction 
that is desired; second, the rapidity with which the recorded 
events transpired; and third, the circumstances surrounding 
these events past and probable future. 

In the consideration of great floods we are dealing with 
a phenomenon of comparatively rare occurrence, and thus 
valuable deductions can only be reached after considering 
a record many years in length. It is an occurrence, how- 
ever, the circumstances surrounding which except in special 
instances have not changed very greatly during the passage 
of many centuries and, therefore, if we can determine the 
occurrences of the past, say, over a period of several 
hundred years, we can approach the future with some 
assurance as to the events that may probably occur sooner 
or later. 

Where the history of a river is limited, it will become 
necessary to look elsewhere — to examine the history of 
other rivers as a guide to the future. In the pages which 
follow, it will be the endeavor to indicate the process of 
reasoning through which flood history may be utilized in 
estimating probable future floods. 

~~ History. — In the previous chapter, the ways for 

wl magnitudes have been outlined, and the 

82 
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facts relating to the great floods that are fundamental to 
design of remedial works. Having determined the charac- 
teristics of the great flood, it becomes important to glean 
what data can be found relating to the other floods of the 
past. 

This task will be greatly simplified by a long gage-height 
record, but except for a few rivers in the eastern United 
States none of our gage-height records are continuous 
longer than 40 or 50 years, and to determine the past flood 
heights, it is necessary to search for the floods that were 
sufficiently important at the time of occurrence to make an 
impression upon observers sufficiently strong to survive the 
passage of years through tradition or through a record of 
some kind. Thus, even in the absence of gage records, the 
height of the greatest known flood can often be traced with 
considerable accuracy throughout the course of a river, 
providing that its banks were fairly well settled at the time 
of the flood. Upon the Illinois River the flood of 1844 can 
be traced with considerable accuracy, for at most places it 
greatly exceeded the subsequent floods, and within the past 
generation people were living who could point to places 
upon the sloping banks of the stream that were washed by 
that flood. 

Upon the Scioto River, the height and year of several of 
the great floods were cut upon the stonework of the canal 
lock at Circleville. The yearly record of the flood heights 
covering nearly a generation was secured from a farmer's 
diary. Near Columbus a farmer was found who, father 
and son, had occupied a residence upon the sloping bank 
of the stream since 1824. The father had been acquainted 
with the occupants of the house since 1817. These people 
were able to locate quite accurately a number of the greatest 
floods occurring in a period of about 100 years. 

Although newspaper files usually are a source of record 
as to flood dates, they usually fail to so define the height of 
the flood that the information is of greatest use. The old 
settler's memory in regard to floods is usually not to be 
relied upon unless the height of the flood closely corre- 
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happened upon other rivers. ThiB is particularly necessary 
on the great majority of our Btreams where the records 
cover periods of only about one generation. Many unwise 




S 8 • 

expenditures have been made through thus failing to ap- 
preciate the true importance of time in the determination of 
the probable flood rate. 
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Kuichling's Data. — Some 10 years ago the late Emil 
Kuichling, C. E., did a valuable service when he tabulated 
after very careful search all the available data of maximum 
flood flows upon the rivers of America and Europe. He 
summarized the data thus obtained in diagrammatic form 
(see Fig. 23) and from the data deduced two formulae cov- 
ering first, the greatest floods that are likely to occur occa- 
sionally, and second, the great floods that sometimes occur, 
but rarely. Fig. 23 shows the Kuichling data, the curves 
representative of his formulae, and in addition, w r e have 
platted upon the diagram the recent great floods upon the 
Scioto and Miami Rivers in Ohio. It will be observed 
that the rather accurately measured flood upon the Upper 
Scioto falls between Kuichling's curves of occasional floods 
and rare floods, as does also the estimated flood on the Olen- 
tangy. The estimated floods, however, upon the Lower 
Scioto and upon the Miami River considerably exceed 
anything in the Kuichling data. 

The data prepared and published by Mr. Kuichling 
served a very valuable purpose in that it permitted a 
general knowledge as to maximum recorded unit rates of 
runoff upon areas of varying size. This data served as 
a general basis for the design of many engineering works 
where flood data was lacking, particularly in connection 
with the spillways of reservoirs where oftentimes exceed- 
ingly capacious spillways can be constructed at small cost. 
In such cases it was often better engineering to provide 
for the maximum that ever had occurred anywhere, rather 
than to attempt to define smaller flood rates. 

In the larger problems, however, and even in problems 
of moderate cost where expenditures are largely affected 
by an estimated flood magnitude, it becomes necessary to 
determine the flood rate to be expected more closely. 
Thus, in any project for flood relief, it is readily seen that 
it is very important to determine whether the maximum 
runoff per square mile should properly be fixed at 3 second- 
feet per square mile as on the Crow Wing River in Minne- 

1 Report of the New York State Barge Canal. 
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sota, or 100 second-feet per square mile as on the Miami 
in Ohio. To some extent these great variations can be 
harmonized by a scrutiny of the factors that affect flood 
flow as previously covered on pages 10 to 16. There has 
been no way, however, to make an estimate in the absence 
of direct data with any assurance of reasonable accuracy. 
Comparison by Ratios. — It has remained for Weston E. 
Fuller, in his paper read before the American Society of 
Civil Engineers in 1913, to suggest the means through 
which a more rational comparison could be made between 
the flood flows of various streams. 

It has been shown by Mr. Fuller that comparing all 
the rivers of the United States upon which continuous flow 
data are published, the great floods on each river bear simi- 
lar relations to the average annual floods on the respective 
streams. 

If it should be assumed that all the streams of America, 
for instance, were subject to indentically the same con- 
ditions except as to the great flood-producing factor — the 
great rainstorms — and if we should further assume that all 
these watersheds in a given period of time would be equally 
likely to suffer a visitation from such a storm, then it would 
be reasonable to connect a large number of fragmentary 
records upon different rivers and make use of the combined 
record the same as if it were a long record of one river. 
The object to be gained by a comparison of this kind is, 
if possible, in the absence of any lengthy record in America, 
to endeavor to determine what such a record would show. 
Mr. Fuller's investigation indicates that by comparing 
flood ratios, the relations between the great floods and the 
average floods upon the respective rivers, all differences 
in the flood-producing factors roughly speaking are elimi- 
nated except the chance that the district has been visited 
by a comparatively great rainstorm within the period of 
record. Thus, when considering a large number of records 
on streams of a region subject to storms of the same 
magnitude, the greatest flood ratio will generally occur 
upon the river having the longest record. Further, it is 
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reasonable to assume that other things being equal, it 
would be practicable from a very long record to determine 
the average frequency of floods having various magnitudes. 
There are some hydraulic works where this knowledge is 
/f iff t#- useful to economic design. 

Twenty-four-hour Averages. -Everyone has noticed that 
the lit tie brook springs quickly into its maximum flood, and 
rapidly recedes; also that great rivers like the Mississippi 
require weeks or even months to reach a maximum flood 
creat, and as slowly recede. The one is affected by short, 
nharp storms of small area, and the other by continued 
rnihfnlls of many days' duration in widely scattered locali- 
ties. The brook may have a maximum runoff rate of 1,000 
seeoml feel per square mile as compared to 2 second-feet for 
I he ^renl river. 

ThcNe differences are to a large extent harmonized if, 
instead of considering crest flood rates, the floods con- 
sidered are reduced to the average rate for 24 hours for 
the period nearest to the flood crest. 

\\\ comparing a large number of floods. Mr. Fuller has 
shown the average relation between crest Hood rates and 
average 2 \ hour flood rates for streams of various drainage 
aiva*. the drainage area Iving the greatest contributing 
(actor \lt hough this relation varies for even the same 
vixov *,n difYotvn; !;oods depending, upon the distribution of 
the v:v.n:aVi. w \< '.visible to determine an average relation. 
Vh> ha* Kvr. i ; .o;or:v.ined b\ Mr. K;:"er as shovrn in 

iVo> \ i . 

VV.^v ,\a:s .w o; ;>o r. :V,at :hev car. !v s^:V.ii\i to a large 
r.v.:vlv ,v r,\v. ;\\\v\;< «hc:v ra*o< , N '." 'v^ are rjoi avail- 
abV ; \v ."■■o*.\.s"> o» :V::iV. 24 hours 

Ws\1 FYs^erivV. >Vw. :*v jVvoVv. ;r. hai^i is the 
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arv, *)w :>v :v\y,v:'1* ^.wi:wv *v :v ver* creai. the 
ftw«<vv> o c~vv * ; w> .v>.\> lv -».»-%■ ,-.- ■;->$> n\ T:\atcrial. 
Wir :V:^v,\w ,-. >.;.»,■ v^ \*- v ^», :- : .».i.--ir cround: 
fc<* ywftvT'.vr -rv s^.yii-. ■, ».<» > -w .*■•■ .;V«.»\ \r -hr flood 
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Table XI. — Relation between Maximum Flood and Average 24-hour 

Flood 

Q.„. = Q... (1 + 2A«-») 



Catchment area 

in square miles 

(1) 



Ratio of maximum 

flood to average 

24-hour flood 

(2) 



Catchment area in 

square miles 

(1) 



Ratio of maximum 
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24-hour flood 
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1 
5.00 


500 


1.31 


1.0 


3.00 


1,000 


1.25 
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2.23 


5,000 


1.15 


10.0 


2.00 ! 


10,000 


1.12 


50.0 


1.62 


50,000 


1.08 


100.0 


1.50 

; 


| 100,000 


1.06 



classes of flood protection, however, where possibly some- 
thing less than complete protection is warranted, and it 
always serves a useful purpose to be able to form some idea 
as to what may be expected of flood-relief works when 
considering their usefulness over a long period of years. 
A knowledge as to the laws of frequency, if there are any 
such, would further permit a better idea as to ultimate 
maximums than would be possible without such knowledge. 
Other things being equal, and with no other knowledge 
available, the greatest flood in a record of 25 years may be 
considered as likely to occur in the future about once in 
25 years when considering a long period. The flood second 
in magnitude may be considered as equaled or exceeded in 
the future about once in 12J^ years and so on. We know 
from the history of the rivers, however, that the occurrences 
of 25 years may be grossly misleading as to the indefinite 
future. For instance, upon the Scioto River, the period 
beginning with 1898 and ending with 1913 began with a 
flood of 75,000 second-feet, and ended with a flood of 
140,000 second-feet. There was no other flood within the 
period that exceeded 36,000 second-feet, and the floods of 
1898 and 1913 are known to have been the greatest floods 
in a century. This example is adequate to show the ne- 
cessity of going outside of a single stream record for the 
d?termination of ultimate maximums in the formation of 
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correct ideas regarding frequency. Even our longest single 
records are subject to similar uncertainties; thus up to 1913 
a 40-year record upon the Hudson River had produced a 
maximum 24-hour flood of only 70,000 second-feet, the 1913 
storm increasing the record to 108,000 second-feet. 

In the study previously referred to, Mr. Fuller has 
utilized his system of ratios to determine future flood 
probabilities. This has been done by reducing all the con- 
tinuous flood records available in the United States to ratios, 
the greatest flood in each year being set down as a ratio to 
the average annual flood of that stream. These records 
have then been treated the same as if added together they 
comprised one continuous record on one stream, and from 
these data the laws of frequency for various ratios, and hence 
for various flood rates upon the respective rivers have been 
computed mathematically. The flood records added to- 
gether covered 1,672 years. A mathematical formula was 
constructed that would as nearly as possible determine the 
frequency of given ratios in the light of the data shown 
upon the assembled hydrograph. The probable frequency 
of various flood ratios has thus been determined by Mr. 
Fuller as shown in Table XII. 

Table XII. — Relation between Flood to be Expected in a Series 

of Years and the Average Yearly Flood 

Q = Q (Ave.) (1 + 0.8 log. T) 



Time in years 
(1) 



Ratio of largest 
flood to average 
yearly flood 
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1.00 
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It will be apparent that the value of a flood ratio will 
depend upon the accuracy of determining both the maxi- 
mum flood and the average flood. If either is in error, 
the ratio will be in error. It will further be appreciated 
in computing the average flood, that the number of years 
availa 1 ' * " r average may considerably affect the result. 
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The longer the record the more accurate the average. 
Reasonably good results, however, are not dependent 
upon a very long flood record. A trial will show that in 
from 10 to 20 years the average usually differs but slightly 
from an average of a much longer period. In cases where 
very approximate calculations will answer a useful purpose, 
Mr. Fuller's formula for average flood rates will be found 
of value in the light of the tables of flood coefficients con- 
tained in Mr. Fuller's paper. These coefficients have been 
platted by Mr. Allen Hazen, C. E., as shown in Fig. 24 
and as platted upon the map, they show at once the rela- 
tive flood intensities in the different parts of the country. 
In examining the map it is interesting to note that the 
relative magnitude of the floods may vary considerably in 
a given locality due to the numerous factors affecting flood 
flows. In northeastern New England it is instructive to 
note the very small floods on the upper reaches of the main 
rivers draining the lake regions and the increasing flood 
rates progressively downstream. The map also shows at 
a glance the comparatively great flood rates in the South- 
eastern States and in the watershed of the Ohio River, 
and the moderate flood rates of the sandy peninsula of 
Michigan. 

Greatest Flood Ratios. — In the light of- what has been 
said above, it will be instructive to set down the largest flood 
ratios in the United States in the order of their magnitude, 
as follows: 

Table XIII. — Greatest Flood Ratios — Maximum to Average 24-hour 
Flood Rate — All Streams ix United States with 10 

Years 1 Record or More 

Miami at Dayton. 1913 4.92* 

Kansas at Lawrence. Kan. (15 years* 3 . 72 

Scioto at Storage Dam. 1913 3.52 

Shenandoah at Millville ,13 years^ 3. 12 

Savannah at Augusta 2.) years 2.71 

-Ikill at Philadelphia ,14 yean* 2.70 

at Dundee Dam 34 years 2.64 

*c at Waterville JS years; 2.53 

»ms at Dayton, not 24-hour rates. 
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It is not claimed, even by the originator, that the ratio 
method in any sense supersedes or takes the place of a 
thorough study of the past floods upon any particular 
stream. Indeed, the method cannot be successfully ap- 
plied until a study has progressed sufficiently far to approxi- 
mately determine the average flood. Rather, the method 
should be used to supplement the local data. Its great 
value lies in that it connects the experience upon a single 
river to all the data upon all rivers. It lines up the local 
problem with general experience. 

It must not be expected that the method will accu- 
rately predict the future upon any particular stream. This 
should not be expected any more than that the actuary 
tables of the life insurance man would accurately predict 
the life of an individual. The best it can do is to give the 
life expectancy of the average man. In the long run, in 
the indefinite future upon any stream, the conclusion based 
upon the ratio method will probably fit the occurrences as 
accurately as the data and the reasoning fits the occurrences 
of the past. Beyond doubt the data will be improved from 
year to year, and at some future time it may be possible 
to somewhat alter the reasoning in the light of the added 
data. Until such time, the suggestion of Mr. Fuller must 
serve as our most valuable guidepost to the future. 



CHAPTER VI 
FLOOD PROTECTION BY CHANNEL IMPROVEMENT 

In the preceding chapters we have outlined the investi- 
gations and studies that must be made to determine the 
magnitude of the flood against which it is wise to protect, 
or what might be called the "provisional flood." Having 
determined the provisional flood, the inquirer is then in a 
position to consider the available remedies. In this study 
it will be wise to give a proper consideration to all means of 
relief that are reasonably available. If each is pursued 
a little farther than is necessary to convince the investi- 
gator, it will serve more readily and more easily to con- 
vince the public. In a previous chapter we have classified 
the principal means for flood relief. The present chapter 
will be de Voted to the works for flood protection, and in the 
chapter which follows we will briefly survey the field of 
flood prevention. 

Works for flood protection are more widely applicable 
than any other means for flood relief. At present they 
constitute nearly all the flood-relief works in this country, 
although plans are nearing completion for some very 
important examples of preventive works, which will be 
applied in the relief of the flood situation in Ohio. 

Even where preventive works constitute the main means 
for relief, it is often economical to improve the flood 
channels more or less, for it often will be found that com- 
paratively small expenditures in channel improvements 
will greatly improve the flood situation, will diminish the 
expenditures for reservoirs, or will furnish additional pro- 
tection to districts especially in need of it. Furthermore, 
even where reservoirs are the chief remedy, channel 

be most applicable in certain localities. 

the solution of the flood problem 
94 
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throughout a river system will involve a proper balance 
between the works for flood prevention and flood protec- 




Proper Cost Balance 

Between Rwjects F« 

Reservoirs— Channels 

Projects to F*otect aomust 
190000 3EC.FT. 

•7 Columbus 

Framnuh County Cowwwwo'Gmwi 
AlvordA BuoncK 

Cn>*( Engineers 



Flu. 2-i. ■ ThU diagram illuntrale* the [iruper ■y^mMnstion of reservoir" «ii| 
rhamicl improvement a Ui Mvure protection at the leant rout. The Nf in th* 
fital "ml rune indicate!- Ilie cheapen! combination, 

tion. It, therefore, becomes very important to thoroughly 
study the possibilities of channel improvement. 
Rivers in Flood. — When one first looks into the matter 
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of river hydraulic, tin; most striking thing he sees is the 
jrrcut variation in river discharge, throughout the various 
wtjiwmn of th« ynir. MoHt of the streams of the well-watered 
[ittrl.M of the I'niled States have an ordinary low-water 
How of about. 0.3 Ruhic foot per second per square mile 
of drainage »rea, arid flood flows ranging from 10 to up- 
wiiril of BO second-feet. Thus, most of our streams 
inrreuHf their discharge rates from 30 to more than 150 
limes in the Hood season. 

(lenerally speaking, and excepting the lake-fed rivers, 
llie Inrgi-r 'lie strenni the less the variation in flow; thus, 
the Mississippi at Cairo has a flood rate about 30 times the 
How nt low water, and upon the same stream at its mouth 
llie ratio is about <> to I. 

These variations in How have an influence upon the 
applicable types of Hood-relief works. Other things being 
equal, the flashy stream with sharp, short floods most read- 
ily lends itself to water storage. Reservoirs to produce a 
given t'flWl are proportionately more costly where the 
Hurt (lilt ions in stream How are gradual and long continued, 
even whether this condition may be due to existing 
natural storage, or as in the ease of some of our great 
rivers through the distribution of floods over the various 
tributaries. 

The topography of the river valley also has a marked 
influence in (ho type of relief works. Comparatively 
speaking, the Ohio Itlver has no bottoms. The river flows 
through a "Y"-*h»|»eU notch. Thus, in order to pass the 
IKhhI waters, the river rises to very considerable heights. 
OY*r TO fat war Cincinnati. Vnder conditions such as 
tim*, h*v«* «w practicable only in the protection of prop- 
erty Wring, gnat value; municipal property tor instance, 
r the situation is very dif- 
mparatively low. and except 
^^^Karvas ef tv::o:v. land axe 
; reaches a »:d:h of 100 
50 uille*. The vsri- 
aa hal: :ha; upon 
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the Ohio. Under these circumstances, levees become 
practicable for the reclamation of farm land, for a mile of 
relatively low levee will protect many square miles of 
bottom land. 

Between these two extremes lie most of our rivers. Gen- 
erally their flood plains have been formed by water con- 
ditions very different from those existing in the present era. 
In many cases the river valleys bear no relation to the 
present drainage area, as, for instance, the Illinois River 
which once drained the Great Lakes. Where the bottom 
lands are wide and flat, levees for the protection of farm 
land already have proved their practicability, and there are 
many streams upon which the increasing value of farm land 
will ultimately justify levees and other forms of channel 
improvement. 

Types of Channel Betterment. — The means for protect- 
ing land through channel improvement fall into two 
classifications: 

First. — The exclusion of the water from the land by the 
construction of levees. 

Second. — The alteration of the channel causing it to 
carry a given flood at a lower gage height. 

There are two means by which a lower gage height may 
be secured for a given flood, namely, to increase the cross- 
sectional area of the stream or to increase the velocity of 
the flowing water. 

It is obvious that increased area may be secured by 
dredging the stream for greater depth or by increasing its 
width through excavation upon the land. The flood ca- 
pacity obviously can be increased by the construction of 
auxiliary channels. 

Increased velocity can be secured through a greater 
slope effected by bypasses or cutoffs, which by shortening 
the length of travel, increase the declivity. The velocity 
also may be accelerated by promoting the smoothness of the 
channel and thereby reducing the friction of the flowing 
water, as in the removal of detritus or other obstructions 
to the channel, particularly semi-aquatic trees and brush. 
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The elimination of bends is another means for effecting 
increased velocity. This usually accompanies a bypass or 
cutoff. 

Each of these means for relief has its place and in any 
extensive program a number or all of these remedies are 
usually applied in localities where they are especially 
favorable. 
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areas less than say 1,000 square miles in extent, the lodge- 
ment of drift and the growth of willows upon the banks 
down to the low-water bed becomes an important impedi- 
ment to flow. 

The effect of drift, willows and aquatic vegetation be- 
comes increasingly important as the size of the channel 
diminishes and very seriously impairs the delivery from such 
artificial channels as main drainage ditches. 

Even upon the larger streams where a large part of the 
flood cross-section is upon land, in the great floods it has 
been observed that the flood slope and height is consider- 
ably increased where the bottom lands are covered with 
trees and underbrush as compared to the more open or 
cleared lands. Channels obstructed by vegetation and 
drift have been an important cause of flood heights in the 
Marais Des Cygnes Valley in Kansas, according to the 
report of the U. S. Department of Agriculture. l An im- 
portant contributing cause to the flood heights in the 
Neosho Valley, Kansas, is said to be the snags, brush and 
gravel bars resulting from these obstructions in the river 
channel. 2 

Cutoffs. — Alluvial rivers like the lower Mississippi and 
the Missouri and many of their prairie tributaries meander 
back and forth across their flood plains. They are con- 
sequently cutting upon the outside of the bends. This re- 
sults in the formation of a series of loops, each surrounding 
an isthmus of land. Ultimately the cutting cuts off the neck 
of the isthmus and a natural bypass is formed. The slope 
of the stream is thus increased by the elimination of the 
long travel around the loop and the velocities accelerated, 
cutting is engendered so that the bypass is widened and 
deepened and ultimately the old channel is filled or par- 
tially filled with sediment from the successive floods and 
the reduced velocities around the old loop. 

1 U. S. Department of Agriculture Bulletin 234, by S. H. McCrory, 
Drainage Engineer. 

2 U. S. Department of Agriculture Bulletin 198, by J. O. Wright, Super- 
vising Drainage Engineer. 
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This process of nature is sometimes imitated in artificial 
works to improve the carrying capacity of prairie rivers 
ami prevent, minimize or shorten the duration of floods 
covering the agricultural lands. Extensive improvements 
of this kind have been made upon the Sangamon and Saline 
Rivers in Illinois and upon other meandering streams. 
Generally these improvements are made by dredging, by 
cutting a new and straight channel often for many miles, 
sometimes directly crossing the convolutions of the natural 
river channel or following it where it is comparatively 
straight. 

The prime object of these works is to carry the flood at a 
reduced gage height. Incidentally there may be a greater 
apex flood rate at a given place in the downstream portion 
of the valley occasioned by the reduction in the natural 
storage of the river valley by reason of the decreased gage 
height . 

If the flooding of the land is prevented, then the natural 
storage in the river valley is destroyed. The total amount 
of flood water running off would remain the same, also the 
delivery of the tributaries to the river valley would be un- 
effected either in total volume or rate. The result would 
be that with an improved channel the flow at the down- 
stream end of the river valley would be substantially 
equivalent to the sum of the tributary flows, whereas in 
the state of nature the maximum rate would be less and 
of longer duration by reason of the tributary flows being 
stored for a time upon the bottom lands of the main stream. 

With an improved river, therefore, the water from a 
given storm would pass off in a less number of days, for it- 
being attuned that there is no flooding of the bottom lands, 
the storm flow must be delivered at the downstream end of 
the valley as fast as it is received from the tributaries, 
excepting a little storage in the improved channel. It 
a M in mind that although The average rate 

i * mouth of the valley may be materially 

i * follow- that the :«;v\ rate will be in- 

tion, for it otter* happens in the 
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great storms that the tributaries reach their greatest flow 
rates after the valley of the main stream is substantially 
filled, in which case the water stored in the river valley rap- 
idly moves forward both in the river channel and by land. 

It will readily be appreciated that whether a channel 
improvement materially affects flow rates below the im- 
provement will depend very much upon how extensively 
the natural conditions are altered by the improvement. 
Thus, if the bottom lands normally were flooded to great 
depth and the improvement prevented their being flooded 
the effect downstream would be greater than if the lands 
were normally flooded only to a shallow depth. Also, the 
extent of the improvement lengthwise of the stream is 
equally important, in its effect in reducing gage heights 
and diminishing storage. 

The minimum of effect through a cutoff would occur in a 
case like that of the channel improvements proposed to 
protect the City of Columbus. The distinctive feature 
of the remedy was a "cutoff/' as shown on Fig. 27. In 
the application of this remedy it was not intended to deliver 
any greater flow rates below Columbus than formerly ob- 
tained, but to carry the formerly prevailing flood rates 
past the city at a lower hydraulic grade line. It was not 
expected that the water levels below the city, and hence the 
flood rates below the city, would be measureably altered. 
The tendency would be to increase the rate in some 
function of the water formerly stored on the area to be 
protected during the flood. This area was very small 
relative to the valley and could be shown to have small 
effect upon the flood rate. If, however, this remedy 
should be repeated again and again within the river valley, 
it is conceivable that an important effect upon flood rates 
might be obtained. 

The maximum of effect through increased capacity of a 
river channel would occur in the following case. The 
authors have in mind a situation where a flat valley, a 
great swampy area, had an inadequate natural outlet that 
was improved by channel straightening so that where the 
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floods naturally stood upon the land for ho vara) weekH, the 
water through this enlarged outlet pafwed off without 
flooding the lands. In this case nature provided a de- 
tention reservoir which was destroyed through the channel 
improvements. 

Levees and Valley Storage. — The construction of leveen 
adjoining the banks of a stream has an effect similar to 
increased channel capacity, for in a different way it destroy** 
the natural storage upon the flood plain. The above din- 
cussion as to the effect of cutoffs upon the valley storage 
applies to levees. It will readily be appreciated that with 
a very large river valley the protection of a small per- 
centage of the land by levees or otherwise could not have 
a large effect upon the maximum flow rates in the stream, 
There are some cases, however, where a very considerable 
portion of a large river valley is occupied by agricultural 
levee districts. In such a case it might be expected that the 
effect would be more important. The condition* upon 
the Illinois River as disclosed in a recent investigation ex- 
emplify this condition. 

Upon this stream, the total drainage area is 27,914 square 
mile« and the greatest measured flood '1904; about 125,000 
eubie feet per second. The stream hat* wide, flat bottom** 
for the lower 220 miles- the lands originally ^subjected to 
floods totaling 280,910 a*ere*s of whk'h 171,725 aeree are 
a* present reclaimed by levees, and nearly all will probably 
be reclaimed in a few years. Tlie total water ist/^ed in the 
valley on land in the flood of 1904 wa* equivalent to about 
1 J8 h#rh& on the total watershed. PraetieaJJ y xjone of tbe 
lfc**d wa^ then leveed. 

I* w^ estimated tha* *&ould tbe flood of 1904 be re~ 
j**tod under the presort kneed eondition of tiie bottonj*. 
* i* 5 f y>d rate near tl*e inoutii of the river would be ii*ereaM?d 
f .cu:y kvo-jt -5 per waul, due to tl*e redu***d flood-plaoij 
>»v.inajE»r- Jt ^^ :urtl*er estimated titat wxtJb al! ^be 
vtf vjul ihiid^ re^Ihirned tin- fi'»s nrt* would be inerea*ed 
avoir: ]!'j per «*Lt.. Tiii* ratiier tn*eicpeeteG re*uh j* **> 
eouur-ec 5'.e bv the i^n tIik; ul a& e«**Miv* fiooa «uet a* 
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the flood of 1904. the valley is practically filled with water 
several days before the apex of the flood, and the maximum 
flood rate occurs at a time when the gage height is nearly 
stationary for several days before and after the apex. 

The larger effect of apex storage is indicated by further 
figures. It was estimated, when the bottom lands are 
fully reclaimed, that if 65 per cent, of the area leveed were 
held in reserve and flooded near the apex of the flood, 
storing about S.50.000 acre-feet of water, the flood flow rate 
could be reduced about 25 per cent. 

Aside from the fact that river-valley storage is not ideal 
by reason of gradual filling, it is a fact that the total cubic 
foments of most river valleys to the plane of the great 
floods i« not very great when compared to tributary drain- 
age areas. I'er-peetive in this mutter may be obtained by 
comparing the relative storage volumes in the proposed 
detention re-ervoir- upon the Miami and Scioto Rivers in 
Ohio with the namral river-valley storage in a few cases 
where figure- are available. 

In the Miami ( "oiwrvaucy work five storage reservoirs 
are proposed, the r-ubic contents of the different reservoirs 
range* from -I.i2 i»r-h»-- f„ r the smallest reservoir relative 
to its drainage are« n, K<i inches over the entire watershed 
tributary to the laige-t pwrvnir. Upon the Scioto Con- 
servain-y work, detention reservoirs are proposed of 4.S2 
inches on the Seioto Riv*-r and 7.0<j inches on the Olentangy 
River. 

The Illinois River bottom lands in the lower 220 miles 
entirely subjected to floods, range in width from 2 to 5 
miles, but the total water stored in the great flood of 19W 
wan only about 1.3 ineheaon the total watershed of 27.9H 
flquare^mih* 3Uttcoden> estimates the storage 

B < uiro to Pittsburgh as 1.000 
^CUbic feet for the storage 
^^e Gulf. The first- 
B upon the 201.000 
, 1S15, i.> H y 
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square miles of watershed above Cairo and the MimuHHippi 
storage is only about 0.7 inch upon the 1,240,050 Hquiirn 
miles above New Orleans. 

Channel Enlargement. — The situations are scarco whom 
extensive betterments in the flood conditions can bo secured 
through the enlargement of the channel by deepening or 
widening. There are local cases where drainage of agri- 
cultural lands is financially practicable through this remedy, 
but usually the property to be protected must be very 
valuable to warrant the expense of relief by this means. 
Extensive improvements of this kind are usually warranted 
only when valuable municipal property is to be protected. 

In improvements of this kind, each caw* is a problem by 
itself, and it is difficult to draw conclusions generally 
applicable to this type of improvement. Usually it would 
be practicable to secure a much more uniform channel, and 
one offering less resistance to the friction of flowing water 
than the ordinary river channel, particularly if the number 
of bridges should be reduced to a minimum, or constructed 
with ample waterways. Although the low* from a single 
enlargement or contraction, or from a single bridge open- 
ing may be small at ordinary velocities, the loss increase 
as the square of the velocity, and may lieconrie important 
in the great floods. This is particularly true if the low*** 
are contributed to by many bridges, many contractions and 
enlargements and changes of direction all of which ueunlly 
accompany the path of a river through a thickly settled 
community. These causes of obstruction largely can be 
eliminated in a well-designed artificial channel. 

It is natural to assume that the cost of a new channel or 
bypass would largely consist of earth work or dredging, 
Where the population is congested, a* in a large city, the 
other items of cost are so numerous arid so large that the 
cost of the earthwork may become of weondary importance. 
Thus, at Columbus. Ohio- the best project for protecting 
the city by channel improvements involved a cuv>ff or a 
new channel traversing the manufacturing and Mscondary 
district- The principal *feu»jl* of tl* e#iiina**d 
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importance of these factors may be placed in the order 
named, although to arrange them in order of importance is 
somewhat akin to placing a relative value upon food and drink. 

On the Mississippi there are sedimentary materials that 
are extremely light and easily eroded by flowing water. 
Such materials are frequently found in the lower courses 
of alluvial streams. They require flat slopes in a levee to 
obviate slipping, which is a frequent cause of levee failure 
when a flood is of such duration that the levee is thoroughly 
saturated. There are other localities, more often on the 
upper waters of the rivers and tributaries, where a mixture 
of clay and gravel is to be found. This material makes an 
excellent levee. It stands well upon relatively steep slopes, 
becomes very hard when dry and the gravel combined 
makes it highly resistant to erosion both from water flowing 
on the surface of the embankment and from small seepage 
courses, holes or cracks in the interior. 

The levee foundation is likely to be similar to the ma- 
terial available. Upon the Lower Mississippi bed rock is 
very deep and the materials overlying it vary in character 
and stratification. Some of these strata are ill adapted 
to carrying great weight. Highly porous strata within 
reach of the river bed often permit the landward flow of the 
water, frequently causing the formation of " springs" or 
" boils' ' inside the levee, which, if sufficiently extensive, 
destroy the levee through undermining. In the upper 
tributaries where the depth of alluvial material is likely to 
be less as well as the height of the levees, the foundation 
problem is much simplified. 

Good practice everywhere necessitates the removal of sod 
or other substances that through decay would decrease in 
bulk and thus tend toward the settlement of the embank- 
ment or the opening of passages to flowing water. The 
use of the so-called "muck trench," which tends to cut off 
the flow beneath the embankment, is well-nigh universal, 
except where the materials are exceptionally favorable. 
To some extent sheet piling has been used to cut off highly 
pervious substrata. 
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A frequent cause of failure arises through slippage of I ho 
rear slopes through saturation when the front of the Invee 
has been wet by the flood for a long timet. Thin In likely 
to occur when the levee is sufficiently porous, or slopes 
sufficiently steep so that water of percolation appear* above 
the landward toe of the slope. With a good foundation 
and a levee properly constructed with good material, such 
percolation will not occur in sufficient amount to cause seri* 
ous difficulty, or over an area wide enough to cause a slip 
and thus endanger the cross-section of the embankment, 
but in the situations where material is less favorable, and 
particularly where a lew** may be subjected to flood for a* 
long a period as a month or more, wry ample cromwlioti* 
must be provided to prevent failure, A levee in much Utm 
severely tested upon the smaller rivvrt, my of 1,000 or 
2.000 square miles drainage area, where the upjjer //art of 
the levee may be washed lew* than 24 hoar* mv\ the levee 
may be subjected to flood for Jews than a week, 

In re*?ard to the dimension* of levees, OeneraJ f UhU'wU'tt ' 
thus $umjnarize« the elan/lard praet'ee on the MjJ*4*fc*j/f/jf 
for a levee 20 feet in height: 

c?j~l xt pawl \iu&Ti#xxL wud * tilt,)* & h'Af, '/ **+ *s/y 'A u* jUtm*- 
h >► * 5**n *a%5* aa*5 * fc*£ »>0* 'A «.-su* vt/V/a *a*c v ltfi*tf »'jU> ***• 
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1913, the levees except where 
overtopped stood exceptionally 
well, some of them as slender 
as 5 feet top width and side 
slopes steeper than 1 on 2. 
The levee materials and the 
foundations were exceptionally 
good, however. 

It sometimes happens that 
very ample cross-sections can 
be secured at no added cost. 
S I A typical example is found in 
1 .?< the project for the relief of 
| . Columbus, Ohio, where a short 
m = auxiliary channel was proposed 
$ * . to be cut through the West side 
1 1 1 of the city. The proposed 
. 1 1 channel was partly formed by 
01 1 "3 excavation and partly by levees. 
I J% The excavation greatly exceeded 
° ;ai the embankment and as the im- 
* 1 1 mediate banks of the river made 
§ ^ the cheapest place for the dis- 
I b posal of the surplus excavation, 
b I it was practicable to build levees 
ha & with 100 feet top width and a 
a I freeboard of 10 feet under maxi- 
° 9 mum flood conditions. This 
.| $ plan lent itself very effectively 
J a to a scheme for the remodeling 
K § of the street system connecting 
" I the various principal sections of 
£ I the city, it being proposed to 
" utilize the levcc tops for a 
s boul rd a 



1! 



l\ 



bo 



FLOOD PROTECTION BY CHANNEL IMPROVEMENT 1 1 1 

low levees are required, much of the work is done by 
floating-dipper dredges. Where the levees are low it is 
Sometimes necessary to excavate more material to float 
the dredge than is required in the levee. Therefore, the 
opportunity is offered for ample cross-sections and heights. 
In many cases it is economy to construct in this way 
because the unit cost of dipper dredging is very low. 

Levee Freeboard. — No levee can be considered safe if 
the water may reach to a plane level with its top; for safety 
from wave action alone a surplus of not less than 2 or 3 feet 
is needed. This will depend upon the clear length of sweep 
for the wind over the water surface. The question as to 
how much freeboard should be provided is important from 
both the standpoints of saftey and cost. A Moot addition 
to a 15-foot levee will increase the amount of earthwork 
about 75 per cent. 

In the construction of levees for the protection of agri- 
cultural lands, a minimum of freeboard is generally adopted, 
in fact many levees exist that are known to be even lower 
than the maximum flood expectancy. The reclamation of 
agricultural land is usually a matter of balancing costs for 
relief against prospective flood losses, particularly where 
danger to life is not involved. Tn such cases it might be 
economy to lose an occasional crop and suffer an occasional 
damage to the levee system, rather than to provide against 
the probable maximum flood of the future, with a factor 
of safely. In a case like this, a large margin between the 
flood and the top of the embankment may not be justified. 

The problem is different, however, in the protection of a 
city where failure may result in large loss of life and great 
damage to valuable property. In this case after the maxi- 
mum flood has been estimated, an allowance is justified 
covering not only wave action, but also covering a margin 
for contingencies both in the occurrence of a larger flood 
than expected, and also by reason of the likelihood for 
decreased channel capacity which sometimes occurs due 
to the collection of drift against the bridges or through ice 
jams. The circumstances will dictate the justifiable ex- 
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penditure for this purpose, and will somewhat depend upon 
the liberality with which the maximum flood has been 
computed. Assuming, however, a liberal allowance for the 
future, 3 feet of freeboard may be regarded as a minimum; 
5 feet may be desirable and certain circumstances such as 
a surplus of available material may justify even greater 
freeboard. 

In the adoption of a minimum freeboard it does not 
follow that a greater freeboard on the same levee system 




cannot be used where it is practicable and not unduly ex- 
pensive. Thus in the construction of levees in a large city 
it frequently will be found that the elevation of railroad 
tracks and of streets is accompanied by much embarrass- 
ment and damage to adjacent property for a considerable 
distance from the river. A case is in mind, in which to 
change the elevation of a railroad crossing would have 
nlved a change in grade for a large railway terminal. 
i- believed to be practicable even when adopting a 5- 
tt board, to cut the freeboard down to a lesBer 
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amount, say 3 feet, at certain places where to raise tracks, 
streets or bridges would require an excessive expenditure. 
Relatively short lengths, it is believed, can be effectively 
protected through temporary structures during a great 
flood, particularly if provision is made to facilitate a good 
closure. A subway through which passes a street railway 
is thus protected in the levee system at Cairo, 111., and the 
same principle has been utilized in numerous places 
elsewhere. 

No one who has seen a levee in a great flood would 
minimize the importance of a reasonable freeboard. 

Limiting Velocities. — In the design of channel improve- 
ment projects, it is necessary always to bear in mind that 
while increased velocities tend to decrease the cross-section 
necessary to carry a flood, and consequently tend to reduce 
the gage height, there is a limit beyond which an increase 
in velocity will, through erosion, destroy the works created 
for relief. Therefore, the control of velocities, or the pro- 
tection against excessive velocities is something that always 
must be kept in mind. 

The materials constituting stream beds, the alluvial de- 
posits in river valleys and, therefore, the materials avail- 
able for levee construction, vary widely in their ability to 
withstand erosion. Table XV is the result of investigations 
by Dubuat, purporting to show the velocities beyond which 
certain materials will be eroded by flowing water. This 
table is taken from the well-known work on hydraulics by 
Ganguillet and Kutter. The table is accompanied by the 
remark, "the above figures appear to us rather too small 
than too large, and thus err on the side of safety." 

It will be noted that the table shows bottom velocity, 
average velocity, and maximum surface velocity, the first 
of which only is of significance in the matter of erosion. 
The figures presented refer to the velocities just insufficient 
to move the respective materials lying on the bottom of a 
channel, rather than velocities dangerous through the 
rapidity with which erosion would take place. This es- 
pecially in rivers is a quite different matter. In this con- 
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neotion \\ --.v. ,.-, v ." ;s.h/.'-d thai ull streams are transport- 
ing iiuiX*!!.-- \: ..:.<,,.; fciml* to ;i greater or less extent, 
depending ,;,',:. "■ .'.«. ;.;j* 'jm* of the materials over which 
they flov. .:.'.'; w .':,vj».y. In actual practice it is found 
that caiiJil ' ."/■- •/ ' \'//. -. arc sulliciently permanent for 
practical p'w;,-,-' ■- .;'■ .-; .< r.\\!y velocities considerably higher 
than thov oij*,-^.'- ..'. J :jU«- X V. According to Wilson, 1 the 
following may v .•- j.'.;/d<d as safe velocities for irrigation 
canals : 

Lijflit .:i.».«i . .-■ 2 3 to 2 -I feet per second 

Onliii.-ir". ■-■ .•■ '"' ■:■ ii»l v Im.iim \\ i) in ;; 5 foot per second 
Firm jm.v. « ) • •■.;•■ •, »>\ 1 «•«!■.. . ."> to 7.0 foot per second 

In the larger --Uvain: it has hecn observed that no damage 

is done to hanks or l<-ve<\s under velocities very materially 

"T than would he considered sate in canals. The 

is doubtless in tin; fact that the depth of a river 

gation Engineering," 11. M. \\ lUm, i\ []. 



gradually decreases from the thread of a stream to the edge 
of the water, whereas in artificial channels, the bottom is 
usually fiat with relatively steep slopes near the banks. 
For this reason the highest velocities in rivers are so located 
that erosion does a minimum of damage. In fact, upon 
most rivers, there is considerable midstream erosion during 
flood, and in the light soils forming the bed of such South- 
western streams as the Colorado, the bed of the stream may 
! eroded to great depths and replaced with the erosion 
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ickago. — Doyton 



from upstream upon the recession of the flood, without 
great effect upon the banks. 

Numerous accurate measurements upon the Mississippi 
and Missouri Rivers have indicated average cross-sectional 
velocities of from 7 to 8 feet per second at the higher stages 
of water. No doubt velocities very much higher exist at 
certain places even in these rivers of very moderate fall. 

In the great flood of 1913 upon the Scioto River in Ohio, 
an opportunity was afforded to study the relation between 
velocity and erosion, as follows: 

Immediately above the Columbus water-storage reser- 
voir, the average cross-sectional velocities ranged from 8)4 
to 9 feet per second. In this part of the stream rock lies 
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only a short distance below the surface, and is overlaid 
with sand and gravel in the stream bed, and on the banks 
there is a rather thin soil of gravelly clay. The washing 
produced by the above velocities was not great. 

Macadam road surfaces were usually washed away and, 
curiously enough, stone fences were in many places thrown 
down, while soil where protected by sod was eroded only 
in exceptional instances. 




^^^^^^^? t -^ 






Fiu. 31. — This wrock was rnuseil 1.}- mi iiisufTi-Uiit [iriiijre "i>aiiiiifl. A bond 
of about seven feet was created and the oxcessivo vclucitiL-.i umJeruiined the 
piers though resting upon piles. 

In the city of Columbus the river makes a detour about 
2 miles in length, gradually turning nearly 180°. In this 
ox-bow Prof. Frank H. Eno observed surface velocities rang- 
ng from !) to 13.5 feet. The bed and banks of the river, 
and the levees in this vicinity consist of a "gravelly clay" 
with more or less pure sand and gravel in the stream bed. 
The cutting in the stream bed was sufficient to undermine 
;he piers of nearly all the bridges of which there were a 
number, even although resting upon piles. In certain 
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places holes were cut 20 to 30 feet deep. Cutting 
upon the banks was very moderate, although in evi- 
dence at certain places where the walls of buildings were 
undermined. 

The levees were located upon the inside of the curve, 
and were practically uninjured except where they were over- 
topped. The face of the levee was cut in only one instance, 
and this occurred near Mound Street where the river 
turns sharply at an angle of about 60°, with the levee on 
the outside of the curve. At this place the levee was cut 
away and destroyed. The average cross-sectional velocity 
at this place was about 8K feet per second. 

Upon the Miami River during the same flood, the ques- 
tion of erosion has been very carefully studied by the 
Morgan Engineering Co. in connection with flood relief 
for Dayton and the Miami Valley. The Miami and sev- 
eral of its tributaries were studied in the light of estimated 
flood apex rates, and the surveyed cross-sections through 
which the flood passed. The soil in general is quite similar 
to that upon the Scioto, consisting principally of gravel 
and sand with an admixture of clay where it has not recently 
been washed. 

In general it was found, where the average cross-sectional 
velocities ranged from 11 to 14 feet per second, that wash- 
ing occurred only in the vicinity of obstructions such as 
bridge piers, etc. Where the velocities ranged between 14 
and 16 feet, serious washing occurred. 

Natural soils and available levee materials are quite 
variable, and therefore the limiting velocities in any 
particular improvement must largely be governed by ex- 
perience in the locality and, therefore, in planning works 
for flood relief the opportunity should not be neglected to 
make the fullest use of past experience. If a great flood is 
sufficiently recent so that its effect can be observed, it will 
furnish the best evidence as to practicable velocities. 

Velocity Control. — In the design of channel improve- 
ments, if the resulting velocities exceed safe figures for the 
material in which channels are cut, or of which levees can 
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\*z \ill-. :L<rii means must be provii~i for cheeking the 
ve-Iw:::**. or The baiiks must be pro:«T« again?! wash. 

Ir. n.ov: chauiel improvements :: is economical at certain 
p-La«r?. a*, for instance, at bridge opening? where the chan- 
nel 1= especially contracted, to pro:ec: the bank* against 
w^L in ^me artificial manner as by riprap or pavement. 

The bank* below the low-water plane may be protected 
by bri~h mattresses or fascine?. This practice has been 
cuite extensively followed upon the Lower Mississippi. 
Banks above high water must be protected by a less per- 
ishable material, and for this purpose stone pavement or 
=v>ne riprap has very largely been used, especially in the 
protection of embankments adjacent to bridges. Rein- 
forced concrete lately has come to be in use for bank pro- 
jection, both above and below the low-water plane. 

Perhaps the best protection for ordinary levee surfaces 
i* found in a good, tenacious sod. One of the striking 
lesions of the recent Ohio floods is the protection afforded 
by bluegrass in resisting erosion. 

In certain cases where the velocities would be too great 
for ordinary bank protection, or where the expense would 
be excessive in the protection of river bed and banks, 
it will be found advisable to check the velocity by 
concentrating the fall through the construction of sub- 
merged weirs or dams where especial protection against ero- 
sion can be secured. Modern reinforced-eoncrete bridges 
sometimes offer the opportunity to construct submerged 
weirs to accomplish this purpose at a minimum of cost. 

In the use of the submerged weir, it will be wise before 
planning extensive works, to study the effect where similar 
weirs actually have been built, for the hydraulics of this 
type of structure is not well developed theoretically. 

Significance of Hydraulic Formulae.— The formulae per- 
taining to water in motion, although founded upon theo- 
retical considerations, are empirical in their nature; that 
ia, tb«v am designed to fit observed occurrences either in 

■■ in the field. Theory has been depended 
. is necessarv to reason from the con- 
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ditions pertaining in an actual experiment, to results under 
different conditions, and like most excursions of this kind 




flu' shorter the travel the more dependable will be the 
resolt. Without theory which serves to connect one ex- 
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periment with another, practical experience would be 
nearly useless;, for none of the practical hydraulic problems 
are exactly alike, and no experience could possibly be long 
enough to accomplish anything useful without the proper 
use of theory. 

The man of technical education, however small his ex- 
perience, realizes that in the consideration of channel im- 
provements, for instance, the amount of work that must 
be done, and hence the cost of the improvement, is largely 
bound up in the hydraulic formula? or the calculations 
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the laymen to appreciate the importance of study where 
the benefits of investigation promise to be great enough to 
warrant the time involved. 

River Flow. — A number of formulae have been proposed 
and used, expressive of the relations between the velocity of 
flow in rivers and channels, and the factors that tend to 
promote and retard velocity. The factors most commonly 
considered are the slope or fall, the degree of channel 
roughness as tending to retard the flow of the water, and 
the relation between the surface subjected to friction and 
the total cross-section of the flowing water. Experience 
lines up with theory that the greater the mean depth, the 
more easily, and. therefore, rapidly the water will flow 
under a given slope. 

In most problems of river hydraulics, it is sufficiently 
accurate to assume that the velocity will vary as the square 
root of the slope, and also as the square root of the hydraulic 
radius or hydraulic mean depth, which, in hydraulic for- 
mulae, is the area of the stream cross-section divided bv the 
width measured along the stream bottom and sides. In a 
rectangular channel this would be the cross-sectional area 
divided by the width plus twice the depth. In the con- 
sideration of rivers where the width is usuallv manv times 
the depth, it is sufficiently accurate to use the mean depth 
or average depth interchangeably with the hydraulic radius 
of the ordinary formula, for in large rivers there is no impor- 
tant difference between width and wetted perimeter. At 
least it is well within the limit of error involved, and to 
use mean depth greatly simplifies calculation. The rela- 
tions of velocity, depth and slope are most commonly ex- 
pressed by the well-known Chezy formula 

r = c \ rs 

in which r is velocity in feet per second. r is hydraulic radius 
or mev* * t dope, and c is a coefficient expressive 

of tb ^ghness of the stream, and other fac- 

m 

termined for a particular problem 
» stream often under condi- 
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tions very similar to those of the problem in hand. For 
the solution of problems where this is not practicable, it is 
necessary to go to experimental data, and where this is 
necessary, most engineers utilize the data presented in the 
well-known work of Ganguillet and Kutter, which has been 
translated into English by Rudolph Hering, and John C. 
Trautwine, Jr. Although the so-called ''Kutter formula" 
which attempts to establish a relation between the factor 
c and the roughness, and the other factors that affect it, 
is extremely complicated, its use is simplified by tables 
and diagrams well understood by engineers and the wealth 
of data quoted by Ganguillet and Kutter, and the numerous 
experiments supplementing this work from time to time 
have made the formula extremely valuable. Doubtless the 
formula has its limitations, and some of the data upon 
which it is based have been criticised by hydraulicians, but 
the results obtained by its use are well within the ordinary 
limits of hydraulic accuracy, providing that the departure 
from observed occurrences is not too great. 

Table XVI. — Table of n for Kutter'b Formula 
(Prepared by R. E. Horton) 



Surfaces 



Uncoated cast-iron pipe 

Coated cast-iron pipe 

Commercial wrought-iron pipe, black . . . 
Commercial wrought-iron pipe, gal- 
vanized 

Smooth brass and glass pipe 

Smooth lockbar and welded "OD" pipe. 
Riveted and spiral steel pipe 

Vitrified sewer pipe 



i 



Glazed brickwork 

Brick in cement mortar; brick sewers. 

Neat cement surfaces 

Cement mortar surfaces 

Concrete pipe 

Wood-stave pipe 



Perfect 

0.012 
0.011 
0.012 

0.013 
0.009 
0.010 
0.013 

; o.oio 

' 0.011 
0.011 
0.012 
010 
0.011 
0.012 
0.010 



Good 




,0 013 0.014 
'0.012* 0.013* 
0.013 014 



0.014 
0.010 
0.011* 
0.015* 



015 
0.011 
0.013* 
0.017* 



Bsd 

0.015 

0.015 

0.017 
0.013 



0.013* 0.015 ! 0.017 



0.012 
013 
0.011 
0012 
0.013 
011 



0.013* 

0.015* 

0.012 

0013* 

0015 

0012 



0.015 
0.017 
0.013 
0.015 
0.016 
013 



* Values commonly used in designing. 

From Engineering New, Feb. 24, 1916, p. 373. 
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Table XVI.— Continued 



Surfaces 



Perfect 



Good 



Fair 



Bad 



Plank flumes: 

Planed 

Unplaned 

With battens 

Concrete-lined channels 

Cement-rubble surface 

Drv-rubble surface 

Dressed-ashlar surface 

Semicircular metal flumes, smooth 

Semicircular metal flumes, corrugated . . 
Canals and ditches: 

Earth, straight and uniform 

Rock cuts, smooth and uniform 

Rock cuts, jagged and irregular 

Winding sluggish canals 

Dredged earth canals 

Canals with rough stony beds, weeds on 
earth banks 

Earth bottom, nibble sides 

Natural stream channels: 

1. Clean, straight bank, full stage, no 
rifts or deep pools 

2. Same as (1), but some weeds and 
stones 

3. Winding, some pools and shoals, 
clean 

4. Same as (3), lower stages, more inef- 
fective slope and sections 

5. Same as (3). some weeds and stones. 

6. Same as ^4), stony sections 

7. Sluggish river reaches, rather weedy 
or with deep pools 

S. Yerv wecdv reaches 



0.010 0. 

0.011 

0.012 

0.012 0. 

0.017 

0.025 

0.013 

0.011 
0.02250 



012* 

013* 

015* 

014* 

020 

030 

014 

012 

025 



0.017 .0.020 0.0225* 
0.025 iO.030 0.033* 
0.035 0.040 0.045 
0.0225 0.025* 0.0275 
0.025 \0. 0275* 0.030 



0.025 3.030 0.035* 
0.02S 3.030* 0.033* 



0.013 


0.014 


0.014 


0.015 


0.016 




0.016* 


0.018 


0.025 


0.030 


0.033 


0.035 


0.015 


0.017 


0.013 


0.015 


0275 


0.030 



025 
0.035 

030 
0.033 

0.040 
0.035 



0.025 0.0275 0.030 0.033 

■ 
0.030 0.033 0.035 \ 0.040 

I 

0.035 0.040 0.045 I 0.050 

i 

0.040 0.045 0.050 , 0.055 
0.033 0.035 0.040 ; 0.045 
0.045 0.050 0.055 0.060 

0.050 060 0.070 \ 0.080 



0.075 0.100 0.125 



0.150 



* Values commonly used in designing. 

From En^'necnn{f Xcips, Feb. 24, 1916. p. 373. 



Irregular Channels. — Where irregular channels are under 
consideration, the chance for error is large unless there is 
an opportunity to observe the behavior under at least 
*** the flow conditions of the channel in question. 
~f the curves and the bridge and building 
icularly where a river flows through a 
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city, has a very important bearing upon the relation 
between velocity and slope. Under conditions such as 
these, no data can displace observations on the stream in 
question. 

In the ordinary river channels, particularly if a long 
reach of river is under consideration involving all kinds of 
bends and ordinary obstructions, the experimental data 
from other similar rivers can be used to advantage. Tables 
XVII and XVIII show certain flow coefficients observed 
upon the Illinois and Scioto Rivers during recent flood in- 
vestigations upon these streams. They refer to rivers in 
flood under the high velocities incident to a bankf ul stage, 
and stages of water where the banks are overflowed. 

Where rivers forsake their natural channels and over- 
flow large areas of adjacent land, flow conditions are very 
materially altered. If the area of flood cross-section 
upon land bears an important relation to the total, it 
must be separately treated in estimates of flow or gage 
height under a given flow, for the impediment to flow 
upon land, unless it be cleared of vegetation and other 
obstructions, bears little relation to the conditions in the 
ordinary stream bed. 

Table XVII summarizes certain conditions as disclosed 
by investigation upon the Illinois River during a great flood, 
in which the flow upon the bottom lands was an important 
part of the total flow. In this investigation it was observed 
that the character of the bottom land, particularly as to 
the extent of the wooded areas, had an important effect 
upon the velocity of the flowing water. The table is 
presented more for the purpose of emphasizing the important 
differences between channel flow and land flow, rather than 
to present data whose scientific accuracy would warrant 
general use. 

The study of the floods upon this stream further 
emphasizes the importance of actual observation where 
practical, in the consideration of such complicated flows as 
those occurring in the reaches of the river where the bottom 
lands were partly reclaimed by farm levee districts. In 
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Table XVIII. — Observed Flow Coefficients at Flood Stages 




Average 

velocity, 

feet per 

second 



oinv- 
e y/r'% 



n, 

Kutter's 
formula 



Scioto River near Circleville, Ohio: 
bank full flood; moderate curvature; 
few obstructions 

Scioto River in Columbus : principally 
in curve about 2 miles in length; 9| 
bridges; banks fairly uniform; flood 

of Jan. 2, 1916 

Ditto, Jan. 3, 1916 

Ditto, flood of July, 1915 

t)itto, flood of March, 1913 

Scioto River above Columbus: in 
flood of 1913; rocky banks covered 
with trees and brush; about two- 
thirds of flood cross-section in bed of 

stream ; near Powell Road 

Below Powell Road 

Near Dublin Bridge j 

Illinois River between Peoria and 
Grafton: in flood at "bank full"' 
stage of water; average of 23 ob- 
servations 

Ditto, flood covering bottom lands; 
73 per cent, of total section on land; 
average mean depth 9.5 feet 



13.0 



4.0 
4.0 
1.2 
1.0 



0.6 
1.0 
0.5 



163.0 



163.0 





82 


1.8 to6.5 


49 


2.1 to5.7 


57 


3.8 to 6.6 


54 


6.4to8.2 


53 


9.6 


71 


8.9 


59 


8.5 


54 



0.0275 



0.0560 
0.0480 
0.0570 
0.0550 



0.0350 
0.0440 



1.2 to2.6 



103 0.0257 



38 



long reaches of the stream, the flow prism of the flood was 
frequently enlarging and contracting on account of more 
or less isolated drainage districts, and even where the bottom 
lands were nearly all leveed the same thing occurred on 
account of the enlargements of the flood prism at the 
junction with tributaries large and small. No theoretical 
study could have displaced observations upon the behavior 
of known floods through certain parts of this river valley, 
and with the behavior under the conditions of a known 
flood determined, the flood heights for floods of different 
flow magnitude could be determined with an accuracy 
not otherwise possible. 



CHAPTER VII 
FLOOD PREVENTION BY WATER STORAGE 

Having considered the means for flood protection, it 
remains to consider the works for flood prevention. 
At present, water storage is the only available means for 
flood prevention that can be called a practicable remedy 
under the conditions generally prevailing in this country. 
On the pages which follow, it will be the endeavor to out- 
line the general principles pertaining to flood storage, the 
situations to which it is applicable, and the incidental 
benefits that usually accompany this type of flood relief. 

Distribution of Stream Flow. — A glance at the rain- 
fall map of the United States plainly indicates the principal 
source of the rainfall in the South Atlantic, the Gulf of 
Mexico and the Pacific Ocean, the inland travel of the 
moisture-laden air, and the gradual reduction of the annual 
depth of rainfall progressively from the coast. Thus, 
from Virginia to Louisiana the mean rainfall will generally 
vary from 50 to 60 inches; from Maine to Arkansas 40 to 
50 inches ; and from Lake Champlain to Missouri, Iowa and 
Wisconsin, 30 to 40 inches. Westward from a north and 
south line through eastern Nebraska where the mean rain- 
fall is 30 inches, the rainfall gradually diminishes to about 
10 inches at the base of the Rocky Mountains. Similar 
gradations of rainfall occur upon the Pacific coast, but 
here the rainfall is largely influenced by the high mountains 
of the coast and the Sierra Nevada ranges. The mountains 
have a similar effect in west North Carolina and east 
Tennessee, the rainfall being excessive on the coast slope 
of the range. 

The rainfall is reflected in the stream flow. Speaking 
generally, 15 to 20 inches will cover the losses including 
evaporation and the consumption of vegetation. There- 

128 
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fore, roughly speaking, the rainfall less 15 or 20 inches 
will approximate the runoff of the streams. Thus, in the 
northern United States, with 40 to 50 inches in rainfall, about 
one-half is delivered again to the sea. In the northern 
Middle West where the rainfall is 30 to 40 inches, the 
streams generally deliver 10 to 20 inches. In the semi-arid 
regions of western Texas, eastern Colorado, and including 
a strip running north to the Canadian boundary, where the 
rainfall varies from 10 to 20 inches, the annual runoff upon 
many of the streams is less than an inch in the southern 
portion, and from 2 to 5 inches in the northern part of the 
strip. Between the Continental Divide and the Sierra 
Nevada range the rainfall and stream flow is largely 
affected by the lofty mountain peaks which exert a powerful 
precipitating influence upon relatively small areas. This 
results in local areas of heavy precipitation and very large 
areas of desert. 

Seasonal Irregularities. — Everyone appreciates the great 
irregularity of the rainfall, from day to day and from month 
to month. The stream flow is more regular, as it is in- 
fluenced by the storage upon the ground and the storage 
within the grains of the soil. Through these natural storage 
facilities, the ordinary storms are fed to the streams very 
gradually, particularly in the growing season. In the barren 
season of the year from November until April, in the North- 
ern States, the underground storage may be quite destroyed, 
and at such seasons particularly, and to a less extent also 
in the summer, the capacity of both the underground and 
surface storage reservoirs may be, and frequently are, 
overtaxed and a freshet results. 

The magnitude of the freshet obviously depends upon the 
rainstorm, and also the natural facilities for storage have a 
very important influence. Thus, upon the St. Lawrence 
River at the outlet of the Great Lakes, the seasonal variation 
in flow is scarcely noticeable. A similar effect is observed 
wherever lake areas bear important relation to the total 
watershed. On the lower peninsula of Michigan, the 
underground reservoirs of sand and gravel exert an impor- 
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taut influence, and although the stream flow is much less 
uniform than u{k>ii the St. Lawrence River, the streams are 
much loss flashy than the rivers of the Ohio watershed 
whorv natural storage is largely absent both above and 
below ground. The flood problem is most acute where the 
natural facilities for storage are absent. 
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that the flood reservoir serves a useful purpose in storing 
the freshets, and spending it at a rate within the capacity 
of the channels. 

Incidental Storage. — It readily will be appreciated that 
if a reservoir is useful for flood relief, it must be in such a 
state of emptiness immediately before the appearance of 
the flood, that the freshet can be stored, or a sufficient 
amount of it, to reduce the flow to manageable limits. It 
has been observed that all works for water storage have a 
more or less beneficial influence upon floods. Conversely, 
it is an attractive possibility to attempt to do more than 
relieve floods with the reservoirs built for this purpose, by 
utilizing them for water conservation in the interests of 
water supply, water power, navigation, sanitation and a 
general better distribution of the stream flow. The 
Germans and the Austrians who have recently carried out 
extensive water conservation works have found it practi- 
cable to combine several of these purposes in some of the 
reservoirs that they have built. 

These uses are often more or less conflicting, thus, a flood 
reservoir must be empty, ready to catch a flood at any time 
that the flood may come. In municipal water supply it is 
the endeavor to keep the reservoir as nearly full as possible 
at all times in order to tide over a period of drouth. The 
water stored for irrigation is used during a few months 
when the crop is developing, whereas a water-power project 
would desirably regulate the water in accordance with the 
demand for power. Navigation is most benefited when 
storage is drawn upon entirely within the season of minimum 
gage heights. Special circumstances may make it possible 
for one or more incidental uses to be properly appurtenant 
to flood relief, and in outlining works for flood prevention, 
it is proper to test the remedies in order that no incidental 
advantage may be overlooked. 

Storage for Floods. — It is evident that in the considera- 
tion of flood storage, there must be known the rates of 
flood flow and the periods of time through which various 
rates prevail; in other words, there must be a hydrograph 
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•J. u«- Sow and time relation. With thi* information, h i* a 
mi.rT'er :c arhhmetir to determine the amount of storage that 
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area is 1,053 square miles. Fig. 38 shows in diagrammatic 
and tabular form, the amount of storage that would be 
required to reduce the flood to various smaller rates of flow. 
The storage is expressed in acre-feet. The table shows the 
number of days in which the reservoir would be filling 
and emptying. 
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Flu. 38. — Table showing capacities required to reduce maximum flood 
of 1913 (79,600 sec. ft.) to various other maiimum rates based on flood 
mentfl at Water Works storage dam, Columbus, Ohio. 



The above calculation is based upon the theory that the 
storage would all be used precisely at the moment when it 
would have the fullest effect, taking into consideration the 
whole period of the flood. No storage reservoir could thus 
be 100 per cent, efficient. This desiratum can only be 
approximated, as hereinafter explained. The figures show 
the ultimate possibility. 

The computation indicates that to have reduced the flood 
50 per cent, would have required storage to the equivalent 
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The relative amount of storage for a given effect upon 
the Scioto and Ohio Rivers is illustrated on Fig. 40. 
In this diagram the data above presented for the Scioto has 
been used, but the flood reduction is expressed in per cent, 
of the apex flood rate. From the hydrograph of the great 
Ohio flood, similar information has been computed which 
is shown on the diagram. 
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Storaqc in Imchcb or Depth on Watershed 
Fig. 40. — Diagram showing relation between amount of storage and flood 
reduction on Ohio River at Cincinnati (75,800 aq. mi.), and Scioto River at Colum- 
bus storage dam (1.053 wj. mi.). 

The Scioto flood was above the danger line for a period of 
about VA days as compared to 19 days upon the Ohio, 
and the apex rate per square mile at Columbus was a little 
less than ten times the apex rate on the Ohio. It will be 
observed, however, that the smaller drainage area at 
Columbus produces a more slender hydrograph, and as 
would be expected, proportionately larger storage areas are 
required for a given effect upon the Ohio. Thus referring 
again to Fig. 40, it is indicated that a 50 per cent, flood 
reduction upon the Scioto would require a storage of 1.3 
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inches upon the watershed as compared to 2.1 inches for the 
Ohio, an increase of 60 per cent., or stated in another way, 
2 inches of storage would reduce the flood about 48 per 
cent, upon the Ohio and 60 per cent, upon the Scioto. 

These relations are applicable only to these particular 
storms on these particular rivers, but they probably typify 
the great storms more or less accurately. The data, how- 
ever, cannot be extended to other rivers, for it is obvious that 
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— Diagram showing flow hydrographu for 150,000 sec. ft. flood with 
and without detention basins. 



2 inches of storage for instance on some of the Western 
rivers would store the total flow of several years. The 
data serves to exemplify the general effect of storage in 
the well-watered country of the Ohio watershed. 

In many cases it is advisable to reduce the apex flood 
rate much more than 50 per cent., and in such cases the 
capacity for storage must be much greater than for com- 
paratively small flood reductions. This arises from the fact 
that the extremely high flood rates are of short duration, 
whereas the more moderate rates of flow persist for a much 
■onger time. Although the flood may have risen to its 
x verv rapidly, it usually recedes much more slowly. 
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This is exemplified by the usual characteristics of the flood 
hydrograph which has a sharp point and widens rapidly 
as its base is approached. 

At the proposed Dublin storage dam upon the Upper 
Scioto River, it was estimated that 4.82 inches in storage 
would have been required to have reduced the 1913 flood 
60 per cent., by automatic or detention basin storage; 7.96 
inches would have been required upon the Olentangy River 
to have reduced the same flood by the same amount. In 
the plans of the Miami Conservancy District, storage 
capacities are proposed at their five reservoirs varying from 
4.42 inches to 8.9 inches. All these reservoirs were nec- 
essarily quite capacious because it was desired to protect 
cities some considerable distance below them, and it was, 
therefore, necessary to reduce the floods to very small 
rates near the dams so that the river channels could ac- 
commodate the flood inflow originating below the dams, 
but above the places to be protected. 

Location of Flood Reservoirs. — A reservoir for the stor- 
age of flood waters must be so voluminous that it is prac- 
ticable to construct it only by building a dam across a 
river valley particularly in such an advantageous location 
that with a minimum expenditure for the dam, a large area 
can be flooded as deeply as possible. Small reservoirs for 
water conservation have been built outside of the river 
valley proper, oftentimes in a depression formed by a small 
tributary, and filled by pumping. Upon the scale that 
would be required to furnish flood relief, this plan would 
not be practicable. 

A storage dam constructed in the thread of the main 
stream ordinarily is provided with gates of sufficient ca- 
pacity to waste the water at such rates as may be desired. 
The proper protection of the dam usually requires that one 
or more spillways shall be constructed of such capacity as 
to prevent the dam from being overtopped if constructed 
of earth, or to prevent the overflow from reaching a danger- 
ous depth if the dam is built of masonry. The use of gates 
necessitates the human element with its chance to err in the 
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operation of the works, and while gate operation is per- 
fectly satisfactory for water supply, water storage for irri- 
gation and some other purposes, it is desirable for many 
reasons that the human element shall be eliminated to as 
large a degree as possible in Works for flood relief. 

Large Gates. — The control of large quantities of water 
under high heads is one of unusual difficulty. This refers 




to heads varying from 100 to 300 feet. The design of small 
high-head valves has been standardized in water-works 
practice in which a diameter of about 6 feet is the largest 
valve required. Much larger gates are used in water-power 
practice, but usually under moderate heads. The water- 
power installations have required a few large-diameter high- 
head valves which have been worked out on the balanced 
needle-gate principle. The Stoney gates furnishing the 
main supply for the Panama Canal locks are probably the 
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largest high-head sluice gates so far built. These gates 
are electrically operated and bear upon rollers. 

In the most recent practice of the U. S. Reclamation 
Service, the balanced needle gate has been applied suc- 
cessfully in sizes up to 5 feet in diameter under heads up to 
200 feet. These gates control the water upon the princi- 
ple exemplified in the nozzle of the ordinary garden hose, 
but the needle or plug slides in a receptacle in which the 
pressures are so controlled that by the operation of the pro- 
per pilot valves, the pressure of water in the reservoir will 
open or close the gate. The gates can be so designed that 
they are operated by pressure from an external source if 
desirable. In the design of these gates, and the channels 
leading therefrom, it is necessary to give particular regard 
to the acceleration of velocity in order to avoid the forma- 
tion of a vacuum surrounding the jet. In the operation of 
the first gates of this type, the vibration and roar made it 
necessary to cut special openings to relieve the vacuum. 

Table XIX shows the principal dimensions of some large 
high-head gate- installations. 

Detention Basins. — If one should bore a small hole near 
the bottom of a 3-gallon bucket, it would be found practi- 
cable to maintain a nearly constant stream, although re- 
plenishing the bucket intermittently, say a gallon or more 
at a time. This principle is utilized in works for flood re- 
lief by the construction of a relatively high dam containing 
one or more openings near its base, always open and of such 
capacity that the reservoir is just filled with reasonable 
margin for contingencies, during a great flood. Thus, al- 
though the flood would be considerably prolonged, its apex 
rate would be greatly reduced. While openings near the 
base of the dam are best adapted to most situations, a 
similar effect is produced by a relatively narrow vertical 
slot extending the full height of the dam. One of the very 
early detention dams in France was built upon this principle. 

Having survej'cd the land subject to flowage so that areas 

iepths become known, and having investigated the 

logy of the stream and its flood history so that the 
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greatest probable future floods can be estimated, it then 
becomes a question of mathematics as to the height of dam, 
volume of water impounded, and the capacity of the open- 
ings that will be required to control the greatest probable 
flood. The flood through the openings will gradually in- 
crease as the water is impounded behind the dam, the 
outflow varying approximately as the square root of the 
head. The maximum delivery will be attained with a full 
reservoir, and the difference between the unregulated flood 
apex and this rate of outflow marks the reduction in flood 
flow effected. 
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Ac.ru r«a) in Storage 
F'u. 43. — Diagram showing the effect of various storage volumes in the reduc- 
tion of flood rates, Columbus flood of March, 1913. 

Automatic Operations.— This type of flood relief has the 
important advantage that there are no valves to be oper- 
ated or to fail of operation in an emergency, and no dis- 
cretion is required as to whether the valves should be 
opened or closed at any particular time. It must suffer 
the disadvantage, however, that some of the basin capacity 
is necessarily occupied long before the flood reaches its apex, 
and therefore a larger total volume in storage must foe 
provided than would be required if all of the storage could 
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be utilized on the peak of the flood. While theoretically 
it would be possible to build hand-regulated gates so ca- 
pacious that the storage of water could begin at any time, 
yet except in very small projects, the gates would be so 
numerous and so large as to be expensive and difficult of 
operation. It is necessary, therefore, that an excess ca- 
pacity shall be provided above that theoretically required 
to allow for the inevitable storage early in the flood. Fig. 
43 is a diagram illustrating the excess capacity found to be 
necessary in the application of a detention dam to the 
hydrograph of the Upper Scioto River. In this case the 
detention-basin scheme required from 50 to 75 per cent, 
more storage capacity than would have been possible theo- 
retically by gate regulation. This relation will vary de- 
pending upon the cross-section of the reservoir. Thus, the 
sacrifice by automatic regulation is less with a reservoir 
having a " V "-shaped cross-section as compared to a "U"- 
shapod set* t ion, for the burger part of the storage volume in 
the %% Y "-shaped section is in the top where it would not 
be occupied by the minor floods. 

To some extent, though to a much less degree, gate 
regulation suffers the same sacrifice of capacity, for some 
head would he required to drive even a moderate flood 
through the gate system even though it should be quite 
capacious, and this necessitates that some of the reservoir 
capacity shall be occupied before it can lie used to best 
advantage. 

Detention Basins and Land. In the detention basin an 
important item of cost is land. In the proposed Scioto 
Valley works, with land at about $lltf per acre, the total 
land required amounted to $2,434,000. out of a total es- 
timated expenditure tor basins of $$.211,000. or about 30 
l>or ivn:. However, unlike the case of ordinary reservoirs, 
this land would he ::oovied or.;y rarely, except upon the very 
lowosi ground. 

table XX u*u>:ra:e> :he :"rev.uer.v\v w::h which various 

* of the land would he : 5 .oout\: :v. three detention re- 

«& that were considered :or :he ::ood rvlief of Co- 
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Table XX. — Summarized Factors Affecting Land Values 
Proposed Detention Basins — Columbus, O., Flood Protection 



Total acres of Land below spillway 

level 

Zone I. Elevation 

This land would never be flooded 
according to experience of past 
100 years. 

Acres 

Lowest land feet below crest of dam 
Zone II. Elevation 

This land would not be flooded in 
crop season. 

Acres 

Out of crop season the lowest of it 
would be flooded about once in 

Depth of flooding on lowest land... 
Zone III. 

Frequently flooded land. Lowest 
every year. Highest once in 6 
to 20 yrs. Nearly all could be 
pastured. Highest ground 
could be cropped — acres 



Dublin basin 



8,977 
882 to 900 



4,532 
18 

844 to 882 



3,480 

20 yrs. 

42 ft. 



965 



Flint basin .Dclawaro basin 



4,178 
850 to 860 



792 
10 
810 to 850 



2,099 

6 yrs. 
40 ft. 



1,287 



10,918 
941 to 951 



5,177 
9 
912 to 941 



4,894 

20 yrs. 
29 ft. 



847 



lumbus, Ohio, and the Scioto Valley. The estimates in the 
table are based upon the experience in stream flow upon the 
river covering the past 18 years. It was proposed to design 
these basins so that they would just be filled to the crests 
of their free spillways under a flood 35 per cent, in excess 
of the great flood of 1913. 

In this project the land naturally fell into three zones. 
Zone 1, comprising 40 per cent, of the total, would fall 
within the limit of the safety factor, and based upon 
past experience would never be flooded, although it would 
probably have to be purchased. Zone 2, comprising an 
additional 40 per cent, would never be flooded in the crop 
season, and the highest of this land would not be flooded 
oftener than once in 100 years based on the known expe- 
rience of the past. The lowest zone would comprise 20 per 
cent, of the total, and the lowest land would be flooded 
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once a year or of tener, and the highest of it would be flooded 
about once in every 6 to 20 years in the different basins. 

Under these circumstances, probably 90 per cent, of 
the land could be cropped as usual, with a small flood loss 
upon the low land, and a greater or less return from pasture 
down to the natural banks of the stream. It will be re- 
membered that it is exceptional for a stream to rise outside 
of its banks in the growing season of the year, and a bankful 
stage would be carried through the probable outlet conduits 
with a small loss of head. 

• The opportunity is presented for much ingenuity in the 
acquirement of the necessary land. If the assumptions as 
to the flooding forecast are correct, the upper zone, com- 
prising 40 per cent, of the total, would not be damaged 
by flood waters. Practically it would be damaged, how- 
ever, by the construction of the dam which could create 
sufficient head to flood it and therefore it would probably 
be necessary to purchase all of the land up to the crest of 
the dam. Under the Ohio Conservancy Law, which 
provides for a continuing board of trustees, it would be 
possible to operate these lands under a great farming sys- 
tem, after removing the buildings from the lowest grounds. 
Another plan would be to re-lease the lands after purchase, 
or perhaps to re-sell the upper zone after the confidence 
of the community, has been restored. There are a number 
of plans by which the land problem could be handled so as 
to be at least self-supporting, and allowing for some mis- 
management which often accompanies public undertakings, 
the future possibilities of intensive agriculture are suf- 
ficiently attractive to make it reasonably certain that the 
land under the detention basin plan should finance its own 
present value. 

The detention basin thus presents the anomaly of using 
the land for two purposes, agriculture and flood relief. 
This is possible, because the great flood against which we 
must protect is something of extremely rare occurrence. 
The average interval between the great floods may be 50 
-vr 100 years, or even more. Under these circumstances, 
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agricultural land should finance its own investment. If 
this is not possible, then the price is excessive, unless the 
land should have a value for purposes other than agri- 
culture that would be destroyed by the construction of the 
basin. Thus, where the topography is suitable, economical 
construction will not necessarily require cheap or waste 
land. This fact much enlarges the practicability and use- 
fulness of the detention basin as a means for flood relief. 

Spillways. — There is always danger in the overtopping 
of a dam unless provision has been made to prevent damage. 
An earthen dam will be quickly destroyed after the water 
begins to pass over the top. While low masonry dams can 
easily be provided to withstand a heavy overflow, there is a 
limit to the height where considerable depths of water can 
pass safely over the dam. The safety of the structure will 
be much improved providing that in emergencies the water 
may pass around the end of the dam, and those dam sites 
are particularly advantageous where the topography will 
permit this with a minimum of construction cost. In a 
moderately rough country, dam sites are often available, 
which, by the construction of a dam practically filling 
the valley, the emergency spillway can lead across the 
divide and find its way out through the lower end of a 
tributary to the main stream. 

In the design of a detention basin to produce the maxi- 
mum of effect, the outlets will so be designed that the 
great flood will not quite. fill the basin or possibly a con- 
siderably greater flood as a margin of safety may be accom- 
modated before the spillway begins to act; but even so, 
particularly if an earthen dam is used, it will be prudent 
to provide a very ample spillway in addition, to act as 
a safety valve, and thereby to prevent any possibility that 
the dam could be overtopped and destroyed. This mar- 
gin of safety often can be made anything desired at small 
increase in cost by utilizing the emergency spillway as a 
borrow pit for obtaining the earth of which the main dam 
is built. 

Outlets. — Assuming that the problems relating to flood 
10 
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hydraulics have been correctly solved, there is no part of 
a detention dam that requires greater consideration than 
the design of the outlets. This is particularly true where 
the conduits are large and operate under a high head. 
Velocities here must be dealt with comparable to the 
stream of a lire hose accompanied by a mass, which exceeds 
any wa:er action in nature, except that occurring at the 
foot of high water falls. 

Valuable experience along this line has been gained in the 
o:vra:ior. of several of the hieh dams recent Iv constructed 
bv the Reclamation Service. It has been demonstrated 

m 
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earth and masonry. The liberal use of collars or cutoff 
walls will prove desirable. 

There is an opportunity for much ingenuity in the means 
by which the high velocities in the outlet conduits, which 
may reach 50 or 60 feet per second, are checked and re- 
duced to the normal velocities of the stream below the de- 
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Fig. 44. — Stilling basin below the outlet of the proposed Dublin dam, for 
reducing the high conduit velocities to velocities that will not erode the natural 
river channel. 

tention basin. This force must expend itself by some 
means that will not injure the dam. 

This problem has been studied experimentally by the 
engineers for the Miami Conservancy District under the 
direction of Mr. Arthur E. Morgan, Chief Engineer. Their 
research seems to indicate that the most practicable outlet 
consists first, of an expanding section which permits a 
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high v«*l</'jiy tin-Mii of circular cro.s*-*ection to expand 
lulwdly »'i^ rapidly a* the forward velocity will permit. 
Hud till ft' if Un* attained a considerable width and a shallow 
depth, with, howi*vi*r f a Hmall dwrea.se in velocity, to 
precipitate the rapid and wide but shallow stream down 
ii. roiMTih' lined declivity into deep water in such a way 
I hill n ftlfiudiiiK wkv« will he fonned well within the area 
prol rH i*d hy it mnoolh concrete lining. Shortly below the 
»liihdiiiK wave the Ht renin will have attained its normal 
ci'nrm MiM'liori and velocity. 

NunicrniiN experiments were tried, looking toward the 
I'l'onlinii of a *tiiudiug wave by artificial obstruction other 
(linn III* 1 drop above mentioned, but the preliminary ex- 
perimeulM fulled In disclose any means better than the 
nlmplc lOTimnnmeiit ns nbove described, and as exemplified 
in llit* olhetid plans as published by the Miami Conservancy 
Dint net. No doubt much further study will be given to 
this problem before the Miami outlets are built. 

he ami l)4bi is. One of the lasting impressions created 
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ohum* \\\ ( ho detention dam readily suggest themselves, 
and ihi* in a problem that should receive careful thought 
u\ ;^u\ pi\*Mcm lor tlood relief b> \\a:er storage. Those 
taiv.'.'-.a*. \x;;h \ '.\ev^ ha\ c v^tuvo. V.ow c\ or. that the ice and 
*u ..; ' r v.v'\* %i .v. :s *v.,,s V, 'vnv ;u*i;'c v. % . 'ake-feo. s: reams. Thus, 
,\-c. ,vi,a..". .aso .*v. ^:v.-i:v.> h.-r.v. \*c :> v./; rro&en up to 
;\,\n ^w<\ ,*". . ;\.;.\ :v\* v< \w; Vu: ;> >o::ened and 

^ ■ >Nn * i i »* « « • * » » \ » « «\ % • » »■•«:%»«» 

. v ,- ov* ■ , . * v. ■ • . .: .-v . *v ;-\:i*v: *"her. the 
\« n . v ^ * >• v • . . a . ... a ^Ke 

Uw* ■ . , 

* s*v % - . ^ • .> ■ v. 



«* ^ » 



■*> ■' 


I* 




1 ■• • 


• "V 


*. 


- 




^ 


. '•--.- 




r»:»'Of ;c 


,.>v 


,. X 


*. 


c-^ wl:': 



FLOOD PREVENTION BY WATER STORAGE 149 

can be directed to localities where it will strand upon the 
recession of the flood and can be destroyed by burning 
when it has become sufficiently dry. 

Under certain circumstances it will be desirable to con- 
struct drift barriers near the head of the detention-basin 
pond or at the outlets of the principal tributaries thereto. 

At the detention dam some special protection may be 
required. Where it is possible, it is a good plan to give the 
outlet conduits sufficient slope so that moderate floods 
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Fio. 45. — Proposed drift barriers for the Dublin dam, to protect the outlets 

against drift that might cause clogging. 



can pass through without completely filling them, thus 
allowing small drift to pass along. This will accommodate 
the larger part of the drift coming downstream at ordinary 
and small flood stages. It may be desirable to construct 
drift barriers with meshes slightly smaller than the outlet 
openings in the dam so that floating materials which might 
clog the openings would be arrested. Such barriers can be 
placed where moderate velocities prevail. In the proposed 
works for Columbus and vicinity, the outlet conduits were 
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thus protected by barriers until the water reached a height 
which would "drown" the outlet conduits and prevent drift 
from being sucked in. In the works for Dayton and the 
Miami Valley floating booms are proposed similar to those 
utilized in the logging industry. 

Water Conservation. — In attempting to use flood storage 
reservoirs for other incidental purposes, the fact must promi- 
nently be kept in mind that a flood reservoir must always 
lie empty during the season when a great flood may be 
expected, and in water conservation, a reservoir must be 
filled prior to a season of drouth and kept as nearly full 
as possible until the drouth season is past. 

In large water-storage projects where practically all the 
water is caught and stored, these two uses can be accom- 
plished to a greater or less extent, but if water must be in 
storage during the season of great flood, then there must be 
charged against the reservoir a certain amount of capacity 
for flood storage, and a certain amount for water storage. 
There are situations where these two purposes can be 
accomplished in one reservoir at less cost than would be 
possible in separate reservoirs, for usually where topog- 
raphy will permit, the cheapest storage is effected by the 
upper part of the dam, for the pond usually widens and 
lengthens with added height. 

Occasionally a situation will be found where the de- 
tention basin can be utilized for storing water in the grow- 
ing season of the year, and safely can be emptied with the 
approach of winter. This is practicable upon some of our 
Middle Western rivers used for water supply, in which the 
annual flow is much greater than the water-supply require- 
ments and where a certain amount of storage in the late 
summer and fall would always be effective in insuring the 
continuity of water supply for municipal purposes. The 
rather meager statistics of American streams often show 
the maximum flood upon the stream to have occurred in the 
summer or growing season. Except in cases where the sum- 
mer rains greatly exceed the rains in the barren season, 
there must come a time if the record is sufficiently pro- 
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longed, when the record flood will come outside of the 
growing season. This is due to the fact that the permeable 
soils of the growing crops of summer are great absorbers 
of water. Everyone familiar with runoff has noted the 
great difference in the resulting flood from equal storms in 
March and July. If the summer storm is sufficiently pro- 
longed, this ground storage is ultimately exhausted, and a 
very high runoff rate can occur, but the resulting flood 
will always be less than the rate of runoff resulting from a 
similar storm in the absence of the ground storage and the 
retentive effect of vegetation. 

In the works for the flood relief of Columbus, Ohio, 
stream-flow records of the past 18 years indicated that 
there would be sufficient water storage in the lower 10 
per cent, of the proposed Dublin detention basin to sup- 
plement the Columbus water supply, and enable it to 
meet the probable requirements of the city for the next 40 
years without storing any water in the winter and early 
spring months, during which all the greater floods at 
Columbus have occurred. 

Dayton Detention Basins. — The official plan of the 
Miami Conservancy District which lately lias been ap- 
proved contemplates the largest and most thoroughly 
studied detention basins that so far have been* built 
in this or any other country. These basins are illus- 
trated in Figs. 46 and 47, and the capacities and the prin- 
cipal dimensions of the dams are shown upon Table XXI. 

These basins are purely of the detention type. They 
accomplish no other purpose for, in their locality, the cities 
are supplied from ground water and there is no important 
reason to impound the stream flow other than relieve the 
flood menace. It is estimated that these basins sup- 
plemented by certain minor channel improvements will 
safely control a flood equivalent to 10 inches in depth upon 
the watershed running off in 3 days. This would be a flood 
about 45 per cent, greater than the flood of 1913. 
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Table XXI. — Data Rbgardinq Detention Bahinh Tentatively 
Adopted by the Miami Conheiivancv Dimtkict 



Reservoir 



Stream 



Drainage 

Area 

above 

dam site, 

sq. miles 



•Height 
of dam, 
stream 
bed to 
top 



i 



I 



Contents of basin to 
elevation of spillway 



Acre 
feet 



Inches on 
watershed 



Capacity 
of tun- 
nels, 
second 
feet 



Capacity 
of spill- 
way 
second 
feet 



Germantown** 
Englewood** 
Lockington * * 
Taylorsville* 
Huffman* 


Twin Creek 

Stillwater 

Miami 

Miami 

Mad 


270 

651 

225 

1,136 

671 


107 

124 

78 

7H 

73 


106,000 
3 10, (XX) 
80,000 
220,000 
160,000 


7 30 
890 
6.68 
4,42 
4 66 


10,000 
12.000 
6,200 
55,000 
35,000 


32,000 
70,900 
18,400 
45,000 
27,200 



•Freeboard of all dams 15 ft. above spillway. 
"Reservoirs designed to hold 10 in. of inflow in three days aided by runoff of tunnels. 
•Reservoirs designed to hold OH in. of inflow in three days aided by runoff of t urinals, 

Proposed Works for Scioto Valley. The following 
description of the flood-prevention works recommended for 
the relief of Columbus, Ohio, and the Scioto Valley, will nerve 
to illustrate the general principles that have been outlined 
above. These works accomplish several purposes, namely, 
flood relief for a length of river valley approximating 100 
miles, including the cities of Columbus, Delaware and 
Chillicothe. The works further were designed to relieve 
the bottom farm lands from floods during the crop season 
only, and the lower portion of the Dublin darn waa planned 
to impound water for the Columbus municipal water 
supply. Although these plans have not yet received the 
approval of the Court, and therefore any relief works are 
in abeyance, a description will serve a useful purpose in 
illustrating the way in which general principle* may be ap- 
plied to a specific set of conditions. 

The Scioto and Olentangy Rivers rise in nortb-**Tjtral 
Ohio, follow a parallel course **#uthward and join at Co- 
lumbus about 100 miles above the mouth of the Seioto 
where it joins the Ohio. Tl*r w^rferebed above Cohirobu* 
is 1.614 square miles, with 3AI7 **piare udU& afx/ve CbiJ- 
licothe. the lower end of the prote^rted <&*&riet* 7T*r 
drainage area is rolling with a rather hnjprvjou* *//l 
Floods of 30 to 40 wsxAA*** j*t «quar»r idie Lave b**x 
quite common* In Wf* a flood of 4£ »w«»*i-4**£ j*r 
square mifcr oe*rurred at Co1ujxaJ/-j*- Tlje gr*art flo"/* of 
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1913 reached a maximum estimated flow of 138,000 second- 
feet at Columbus, or about 92 second-feet per square mile. 

The relief plans outlined propose to control a flood 45 
per cent, greater than the flood of 1913, or about 200,000 
second-feet at Columbus. By the use of detention basins 
upon the Upper Scioto and Olentangy Rivers, it was 
proposed to reduce this provisional flood to about 65,000 
second-feet at Columbus. 

Relief Works. — The plans proposed to construct de- 
tention dams, practically closing the river valleys on the 
Scioto just above Dublin, and upon the Olentangy above 
Delaware. Outlet conduits were provided at the bot- 
toms of these dams so proportioned as to limit the rate of 
water which would be delivered below the dams. The 
surplus above this predetermined rate would be impounded 
in the detention reservoirs and re-delivered to the stream 
after the flood apex. f JTie outlet works and the basins were 
so proportioned that the basins would not be filled under a 
repetition of the 1913 flood, and would barely be filled by 
a provisional flood exceeding the 1913 flood by 45 per cent. 

The plans embody earthen dams of very liberal cross- 
sections 143 feet high at Dublin, and 82 feet high at 
Delaware. 

Operation of Dublin Basin. — The operation of the 
Dublin basin will require the services of an attendant who 
will live at the dam, and whose duty it will be to operate 
the gates in accordance with regulations laid down by the 
Conservancy Board of Directors. In a great flood the 
operation of these gates is not important, that is, the works 
are so designed that the capacity of the outlet works is not 
materially affected whether the gates are closed or opened. 
They are of use only to control the Columbus water supply, 
and to a certain extent in the protection of the farm lands. 

Assuming all the works to be completed, we will start 
about the middle of April in the normal season, and de- 
scribe the operations at the dam. By this time in the 
normal year, or in any event not later than the first of May, 
vegetation will be well started, and all danger from a record 
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flood will have passed. As soon after this time as the 
river falls to a low stage, all gates will be closed and the 
water will be allowed to rise behind the dam to such amount 
as is necessary to store the water required for the City of 
Columbus in the very driest season. The height to which 
the water will thus be ponded will vary with the growth of 
Columbus. The river bed at the dam is at elevation 767. 
By the year 1920 it will be necessary to pond the water up 
to elevation 800. In the year 1950, the level will be 
carried at abotot elevation 839. 

The water having risen to the height required for Colum- 
bus water storage, one or more of the balanced needle gates 
will be opened to such amount as is necessary to hold the 
pond level, the gates being altered possibly once a day to 
accommodate the fluctuations of flow coming in. 

In the event of a hard summer rainstorm, the needle gates 
will be gradually opened holding the pond level in ac- 
cordance with the water coming down, until a flow of about 
5,000 second-feet is reached, as evidenced by a gage down- 
stream from the dam. This flow measures approximately 
the amount of water that it is desirable to deliver to the 
stream in summer, to obviate the overflow of farm lands. 
If the water coming into the basin exceeds 5,000 second-feet, 
the surplus will be allowed to rise, and in the event of a 
great summer flood such as occurred in 1915, the water 
will rise up to about the top of the free-concrete spillway 
of the gate house. The plan places the lip of this spillway 
at elevation 868. This provides for the probable conditions 
of 1930 or 1940, depending upon the growth of the city of 
Columbus, and the amount of water that necessarily must 
be stored for it. At a later date, the Up of this spillway 
can be somewhat increased in height. 

The valves being set at 5,000 second-feet delivery, after 
the water has ceased coming into the basin, the surface will 
rapidly fall, and when it has fallen to the level required for 
the Columbus storage, the balanced needle gates will 
be Hosed in sufficient amount to hold the pond at this 
elevation. 
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Plan 

Fio. 60. — Outlet work* for the proponed Dublin dam. The gates control tho 
water of the imall summer floods aud lor the Columbia water supply. In 
great flood*, the outlet is automatic. 
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When the growing season has passed, say, about Nov. 1, 
in a normal year, after which the water storage is not re- 
quired for Columbus, and after which a record flood may be 
anticipated, the needle gates will be opened and the water 
stored will be allowed to drain away. When the water in 
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until the next growing season is well advanced, the river 
would be allowed to pass through the gates frwrty, except 
for such obstruction as is furnished by the nutlet conduits. 
The gates are so proportioned as to produce only a minor 
obstruction to the passage of the water, the flow being 
principally governed by the outlet conduit* for all stages of 
water when the gates are open, and even if the gates are 
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The outlet e-.-ii:-- ir* ir. :.:! :-i*r -■■ rnvi-i* :*>r 
at the low- water ^^ r.. Ea:L *:- : l i -i: i- f ii^Ii^i through 
two openings. 

The lower or -rr.al* • r^r.ir-z > : - r :Lr pur>>s* •:•: peculating 
the minor fli.M>>: rury-^rly v.- r^zila:^ : he summer floods 
for the benefit o: th* v.r*--rr. linds. The top of this 
opening is level wrh rr.r v-r» ■ : the outlet conduit to 
facilitate the passage o: -r:.all ■irl:*. The two lower water 
openings will discharge 5.*»'» ^y- »r.d-feet under a head 
level with the top of the free weir i:/i^t. which marks the 
elevation to whk-h the summer fk»od of l'.*15 would rise if 
repeated. This is th'* greater t -urnmer flwd of which we 
have accurate record. In the ca** of a great flood such as 
might occur in the barren >'*a-on of the year, the capacity 
of the outlet will greatly incn-a-'* a- the water rises above 
the lip of the free weir inlet. Thus, at elevation 924, 
the delivery is entirely governed bv the conduit cross- 
section, the discharge of the two conduits being about 
9,500 second-feet. 

The 1913 flood would rise approximately to elevation 
940, or 10 feet below the emergency wasteway. or 20 feet 
below the top of the earthen flam. 

The provisional flood, 45 per cent, greater than the flood 
of 1913, would rise to the level of the emergency spillway 
atelevation 950. 

In providing for the control of summer floods, with the 
inlets arranged as above described, a small part of the basin 
capacity is sacrificed that would otherwise be available 
for storage of the very excessive floods. This loss of ca- 
pacity is small, however, it being estimated that the dif- 
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ferencc in water level within the basin with and without th< 
summer flood-control opening, would be less than 1 fool 
under a repetition of the 191o flood. 

Basin Effect on River Stages. — The effect of the officia 
plan upon the flood stages varies in different parts of the 
river, depending upon the distance from the detaining basins 
and also the special conditions existing at different places 
The river channel in Columbus is designed to safely carrj 
64,000 second-feet. This is based on 24,000 second-feel 
from the Dublin basin, 11,000 second-feet from the Dela 
ware basin, and 29,000 second-feet from the 230 squan 
miles of area below the basins. This is 124 second- 
feet per square mile. The flood of 1913 averaged St 
second-feet per square mile for the whole area abov« 
Columbus. The 1913 flood reached 22.9 feet on the Mound 
Street gage, about two-thirds of the water passing through 
the Columbus West Side. With the channel as improved. 
this flood would be carried through Columbus at a stagt 
about 3 feet less at Mound Street as compared to the flooc 
of 1913. 

At Delaware the 1913 flood reached an elevatioi 
equivalent to 20.3 on the present Williams Street gage 
It is estimated that the Delaware basin would reduce thii 
flood if repeated, by the amount of about 12 feet. Th< 
provisional flood, 45 per cent, greater than the flood o 
1913, would probably reach about gage 32. It is estimatet 
that the Delaware basin would reduce this flood heighi 
by 17 feet. 

The city of Circleville was not materially affected by th< 

flood in 1913 except indirectly, but as a gage is located a' 

this place estimates in reference to Circleville will serve t< 

show the effect of the detention basins upon the adjacent 

territory. The 1913 flood reached 24.2 feet on the Circle 

It ib estimated that the basins would reduci 

:lif not less than 2 feet. The provisiona 

irould probably rise about 3 feet higher than thi 

d^^nd the basins would have the effect o 

(level of the flood of 1913. 







Downstream' 







3toWiwthlC 'KriroftgrY0giM50't>ffckff!. 






FLOOD PREVENTION BY WATER STORAGE 163 

At Chillicothe the 1913 flood reached 37.8 feet on the 
Bridge Street gage. This level was obtained with a large 
amount of water flowing around the gage and through the 
city of Chillicothe at the apex of the flood. It is estimated 
that with the basins of the official plan constructed, the 
1913 flood repeated would rise approximately to gage 
height 31, a reduction of about 7 feet, of which about 1 
foot would be attributable to enlargements in the bridge 
openings in Chillicothe since 1913. The provisional flood 
45 per cent, greater than the flood of 1913 would rise to 
about gage 45 without basins, and the basins are estimated 
to produce substantially the same reduction as has been 
above estimated for the flood of 1913. 

Intermediate between these places, the effect of the basins 
will vary between the limits here set down at the salient 
places. Where the flood channel is wide and deep, the 
effect of the basins will be least. Where the channel is 
contracted, the basins will produce their greatest effect. 
The principal benefit to be secured by these works lies in 
the protection of the cities and the saving of life. 

Local Conditions Must Govern. — The science of flood 
protection is so young that it is dangerous to attempt to 
draw conclusions that would be generally applicable. 
Each case must be a case by itself. Detention basins 
must be impracticable where no basin sites exist, but it is 
not wise to assume that sites are not available until com- 
putations have been made to determine the dimensions of 
basins that would be required, and until a reconnaissance 
has demonstrated that there is no good prospect of locating 
adequate basin sites. A study of the flood problems that 
have received careful attention will show that almost any 
reasonable remedy has its place somewhere. It is only 
by a good knowledge of the fundamental principles and 
ingenuity in their application, that our flood problems may 
be solved with assurance that the works shall be economical 
and effective. 



APPENDIX 

TABLE OF GREAT FLOODS IN THE 

UNITED STATES 

The tabulation which follows shows all data available 
to the authors on the maximum flood flow rates of the 
rivers of the United States, having records covering 10 
years or more. The information has been obtained largely 
from the U. S. Water Supply Papers, but has been supple- 
mented by other data. Although the records of all streams 
have not been brought down to so late date, all those figures 
publishedup to 1916 have been examined and tabulated. 

Following the idea suggested by Mr. Weston E. Fuller, 
C. E., 1 the endeavor has been made to secure what infor- 
mation is available upon the relation between the great 
floods and the ordinary or average floods upon these rivers. 
These ratios are shown in the tabulation. 

Quite often figures purporting to be maximum flood flows 
have been published that resulted from only a short period 
of observation and therefore might be given undue weight 
by those not conversant with the facts. In the table which 
follows, the maximums represent the flow rates in the 
greatest floods that have occurred within the period of 
observation, the length of which is shown. The endeavor 
has been made further, to distinguish between apex flood 
rates proper, and rates of flow which, although the greatest 
appearing upon the record, may or may not represent the 
flow exactly at the apex. Upon the rivers of large drainage 
area, this makes practically no difference, but the difference 
may bo material on rivers under 1,000 square miles in 
drainage area. Generally, in a great flood, apex measure- 
ments wore made, and where the measurement is known 
to have been made, it is indicated in the table by a suitable 

1 " 1-'1«>ihI Flows,'' TranaactionSj American Society of Civil Engineers, 

vol. 77. 

1(34 
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symbol. Except as otherwise stated, the rates of maximum 
discharge represent the greatest flow rates that appear in 
the records, and may or may not represent the apex 
strictly speaking. 

The column referring to average annual floods, has been 
brought down to date, and differs slightly from the infor- 
mation published by Mr. Fuller in 1913, both by reason of 
the consideration of a greater number of years and by 
reason of a number of great floods that have occurred since 
his data were published. 
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